
DIMENSION(cm)

PRODUCT INTRODUCTION

- 19 -

HMXSubmersible mixer

MAIN
SPECIFICATION
&
TECHNICAL
DATA (50Hz)

180HMX0.8-4T

180HMX1.5-4T

220HMX2.2-4T

220HMX3.7-4T

280HMX5.5-4T

280HMX7.5-4T

370HMX2.2-8T

370HMX3.7-8T

420HMX5.5-8T

420HMX7.5-8T

580HMX5.5-12T

580HMX7.5-12T

580HMX11-12T

480HMX2.2-4TR

480HMX3.7-4TR

580HMX5.5-4TR

580HMX7.5-4TR
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MODEL OUTPUT
(kW) RPM

MAX.
FLOW RATE

(m/s)

MAX.
TANK VOL.

(m3)
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MAX.
MIXING RANGE

(m) A B C

APPLICATIONS - Stirring sewage treatment plant
- Sediment and various deposition
- Advanced treatment system

NO.
3-1
3-2
04
05
07

PARTS NAME
UPPER BEARING
LOWER BEARING
BEARING COVER
BEARING HOUSING
MOTOR BRACKET

NO.
10
20
21
23
25

PARTS NAME
CABTYRE CABLE
MOTOR FRAME BEAD
LIFTING HANGER
MIXER FRAME
GUIDE HOLDER

NO.
26
29
30
31
33

PARTS NAME
GUIDE ROLLER
PROPELLER
SHAFT
MOTOR MECHANICAL SEAL
BOLT(PROPELLER)

NO.
42
43
46
47
51

PARTS NAME
ROTOR
SEAL COVER
KEY(PROPELLER)
SEAL CASING
STATOR

NO.
54
57
59
61
62

PARTS NAME
STUFFING BOX
CABLE TUBE
OIL BOLT
THERMAL PROTECTOR
SEAL SENSOR

- Industry plant
- Anti-precipitation of small solid such as lime and sand

※The propeller outer diameter and number of RPM can be changed by specification.


