
D
(Min. water level)

- Wastewater

- Fresh water

Max.40

- Opened type

Double mechanical seal

63xx ZZ

GCD 450

GC 200

GCD 450

SIC & Ceramic

SCM 440

GC 200
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HBSSubmersible high-head pump for
wastewater and effluent

DESCRIPTION
LIQUID

Type

Temp.(℃)

PUMP
Construction

Material

Impeller

Shaft sealing

Bearing

Impeller

Casing

Suction cover

Mechanical seal

Shaft

Motor frame

Dry

2~4

E, B, F

3

50, 60

220, 380, 440, 460

0.75~15

- DOL

- Y-△

- Soft start

ISO VG46

GC 200

2 PNCT

All

MOTOR

Type
Pole
Insulation
Phase
Frequency(Hz)
Voltage(V)
Power(kW)

Starting method

Lubricant

Material Frame
Power cable

DISCHARGE

MAIN
SPECIFICATION
&
TECHNICAL
DATA (50Hz)

50
50HBS0.8-2T

50HBS1.5-2T

80HBS2.2-2T

80HBS3.7-2T

0.75

1.5

2.2

3.7

10

15

20

20

0.14

0.22

0.27

0.45

0.5

0.7

0.9

1.0

36

50

61

80

41.3

41.3

44

50

19

19

19

24.5

46

46

48.5

61.5

16

16

16

18

19

24

24

24

80

100

100HBS5.5-2T

100HBS7.5-2T

100HBS11-2T

100HBS15-2T

5.5

7.5

11

15

25

30

35

40

92

142

170

178

50

64

64

64

24.5

29

29

29

63

82

89

896

APPLICATIONS - Subway station
- Industrial sites
- Under ground shopping centers
- Factories

- Parking lots
- Buildings
- Transferring wastewater at complex treatment plant

DIMENSION(cm)
ø MODEL OUTPUT

(kW)
HEAD

(m)
FLOW

(m3/min)
WEIGHT

(kg)
A

(widest point)
B C


