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▶ 반도체 장비에 주로 사용하는 유량계로써, 전자식 유량계를
사용할 수 없는 순수(Demi Water) Line 등에 사용 가능하다.

▶ 유체의 흐름에 따라 Impeller가 고속회전을 하므로 이물질의
손상을 입을 우려가 크므로 설치시 반드시 이물질 제거 및
Strainer를 부착하여 손상을 방지하여야 한다.

▶ 4-20mA DC, Open collector pulse output이 기본 사양이며
Indicator 또는 기타 기기들과 호환하여 공장자동화가 가능하다.

▶ 내압방폭형(Option)으로 방폭지역에도 사용이 가능하다.

▶ 주요사용처
생산설비, 반도체 장비, 공장설비, 순수 Line등
액체 Line에 적용 가능합니다.

유량계 전문제작/판매

www.autoflow.co.kr
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▶개요및특징

Turnine Flowmeter는 Flow Sensor와 Display meter가 결합
된 유량계로 순간 및 적산유량을 현장 지시하여 Pulse,
4~20mA 출력신호를내보내고있습니다.
이 유량계는 정도가 높고, 소형, 경량으로 구조가 간단하여 취급
및보수·점검이용이합니다.

▶측정원리

터빈 유량계의 동작원리는 유체 흐름에 내부 Impeller가 유량에
비례하여 회전하므로 이 회전수를 Pick up coil이 검출하여 현
장지시, 적산합니다.
이 유량계는 Sensor Housing, Rotor 등 직접 유체와 접촉하여
측정하는 부분, 유체와 접촉하지 않고 로타의 회전수를 검출하
는 픽업 및 프리앰프로 구성된 센서부와 센서부에서 검출한 전
기적 신호를 변환기를 거쳐 유량으로 지시하는 지시부로 구성되
어있다.

▶형식선정

FTT

䤍고객의요구에따라Screw, Flange Type으로제작가능하며, Dimension도변경이가능합니다.
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▶재질및규격

䤎SIZE : 4 ~ 40mm

▶재 질

NNOO PPAARRTT NNAAMMEE MMAATTEERRIIAALL

1 Case SUS304

2 Vane wheel SUS430

3 Front guide SUS304

4 Rear guide SUS304

5 Pick up SUS304

6 Converter housing Aluminum

▶DIMENSION

SSIIZZEE LL±±1100((mmmm)) HH((mmmm)) hh11((mmmm)) hh22((mmmm)) GG((ccoonnnneeccttiioonn))

4A 50 207 151 58 Thread G½B

6A 50 209 151 58 Thread G½B

10A 50 211 151 58 Thread G½B

15A 75 217 159 58 Thread G1B

25A 100 221 163 58 Thread G1¼B

40A 140 230 172 58 Thread G2B

SIZE 4 ~ 40A

䤍자세한Dimension은본사와협의바람.
䤍고객의요구에따라SUS316으로도제작가능.

䤍자세한Dimension은본사와협의바람.
䤍고객의요구에따라SUS316으로도제작가능.
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䤍자세한Dimension은본사와협의바람.
䤍고객의요구에따라SUS316으로도제작가능.

䤍자세한Dimension은본사와협의바람.
䤍고객의요구에따라SUS316으로도제작가능.

▶재질및규격

䤎SIZE : 40 ~ 200mm

▶재 질

NNOO PPAARRTT NNAAMMEE MMAATTEERRIIAALL

1 Flange SUS304

2 Case SUS304

3 Vane wheel SUS430

4 Front guide SUS304

5 Rear guide SUS304

6 Pick up SUS304

7 Converter housing Aluminum

▶DIMENSION

SSIIZZEE((dd)) LL((mmmm)) HH((mmmm)) DD PPCCDD nn -- øøhh

40A 150 270 140 105 4 - 19

50A 150 278 155 120 4 - 19

80A 200 293 185 150 8 - 19

100A 220 305 210 175 8 - 19

150A 300 340 280 240 8 - 23

200A 360 365 330 290 12 - 23

SIZE 40 ~ 200A
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▶General description

䤎다양한노즐사이즈에따른다양한유량측정
䤎내장형pulse-generator를반영구적으로사용가능
䤎 Inlet, Outlet 일직선상위치
䤎컴팩트한디자인
䤎식음료, 반도체산업분야에적합

▶Should be considered
䤎다양한유체들의접촉에따른재질저항력및설치를고려한선택적인적용
䤎본유량센서는재질특성에따라CE, NSF, FDA, SK 등의인증을획득하여다양한분야에적용가능

▶Electronics
DIGMESA Electornic Circuitry is always designed for operation with DIGMEDA Flow Sensor, Please note the following if
connecting to other electronic circuitry:
䤎 The Flow Sensor does not supply an output voltage but switches the signal terminal to 0 V ground(actuated) or

leaves it open (non-actuated)
䤎 There must be a pull-up resistor between power supply + and signal depending on electronic circuitry!

Flow Sensor FHKU (미소 유량 터빈식 유량계)

FHKU 10 G1/4" Arnite
Part number 938-1510/01 same devices as above but
with nozzle size 䦀1.0mm

FHKU 56 G1/4" Ryton
Part number 938-1856/01 same devices as above but
with nozzle size 䦀5.6mm

DDeessiiggnnaattiioonnss :: FFHHKKUU 4400 GG11//44""AArrnniittee FFHHKKUU 2200 GG11//44""RRyyttoonn FFHHKKUUCC 1155 RRyyttoonn EEPPDDMM

Part number : 938-1540/01 938-1820/01 938-1815/AE032

Connections : 2×G1/4"external thread 2×G1/4"external thread 2×G1/4"external thread

Housing : PBT 35% GF (Arnite) PPS 40% GF (Ryton) PPS 40% GF (Ryton)

O-ring : MVQ (silicon) MVQ (silicon) EPDM

Bearing pin : Inox 1.4305 (18/8) Inox 1.4305 (18/8) Inox 1.4571

Magnets : 2×Ceramic St Fe 0 (in contact with the medium) 2×Ceramic St Fe 0 (in contact with the medium) 2×Ceramic St Fe 0 (in contact with the medium)

Nozzle : 䦀 4.0mm, Inox 1.4305 䦀2.0mm, Inox 1.4305 䦀 1.50mm, PTFE

Temperature range : -10℃ to 65℃ (14℉ to 149℉) -10℃ to 100℃ (14℉ to 212℉) -10℃ to 100℃ (14℉ to 212℉)

Flow rate : 23-8.38 ℓ/min 0.091-2.40 ℓ/min 0.042-1.25 ℓ/min

Dimensions in mm (L×B×H) : 77×43×47.50 without MSD (67 with MSD) 77×43×47.50 without MSD (67 with MSD) 77×43×40.50

Electrical connection : 3 Pin-AMP 2.8mm×0.8mm 3 Pin-AMP 2.8mm×0.8mm PANCON MAS-CON 156 MLSS

Special features : Approvals : NSF Approvals : NSF Suitable for measruement of high purity water
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Paddle Type FTF (패들 타입 유량계)

▶SUMMARY

FTF Series는 Polypropylene 및 PVDF를이용한합성수지소재의액체
전용 패들방식 유량계로써 내화학성, 내구성, 내수성 등이 뛰어나며 구조
가 간단하여 설치 및 유지보수가 수월하다. 또한 유량 신호의 외부 출력을
통해 제어실에서의 현장 모니터링이 가능하고 Battery 내장형 선택 시 별
도의순시량/적산량을할수있다.

▶FEATURE
䤎구조가간단하고압력손실이없다.
䤎설치, 제거및유지보수가용이하다.
䤎 Battery 내장형으로현장적용이수월하다.
䤎점착성이높은액체는측정이불가능하다.

▶Standard Specification
䤎Measured Fluid : Liquid(Low Viscosity)
䤎 Fluid Temp : -25 ~ 65℃
䤎Working Pressure : Max. 10kgf/cm2G
䤎Connection : G 3/8"~ 2" Thread
䤎Display : Rate & Total flow. LCD 2 Line Display
䤎 Power : DC 24V, AC 220V, Battery
䤎 Output : 4-20mA(2-Wire), Pulse(Option)
䤎 Accuracy : ±1% of Full scale
䤎 Protection class : IP 65

PPIIPPEE SSIIZZEE FFLLOOWW RRAANNGGEE TTHHRREEAADD PPRREESSSSUURREE TTEEMMPP
((mmmm)) ((㎡㎡//hh)) ((MMaallee)) ((kkggff//㎠㎠)) ((℃℃))
10 0.1 - 0.8 G 3/8"
15 0.2 - 4 G 1/2" 10
20 0.3 - 6 G 3/4"
25 0.5 - 12 G 1"
40 1.5 - 24 G 1 -1/2" 8
50 2 - 40 G 2"

≤80℃

▶STANDARD FLOW RANGE

PPIIPPEE SSIIZZEE LLEENNGGTTHH((mmmm))
((mmmm)) HH LL
10 152 121
15 152 130
20 158 142
25 158 141
40 168 175
50 184 175

▶DIMENSIONS

▶ INSTALLATION 
REQUIREMENTS

NNoo.. DDIISSCCRRUUPPTTIIOONN MMAATTEERRIIAALL

1 Meter body Polypropylene / PVDF

2 Indicator ABS

3 Sensor body PVDF

4 Paddle assembly PVDF

5 Aide Ceramics

6 Union nut PVC

7 O-rings V

▶STANDARD MATERIAL
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▶표준사양

▶설치상주의사항

설치시 배관내 이물질 제거 Turbine Flow Meter 전단에
Strainer설치 Turbine Flow Meter는 Frequency 신호
를이용하므로주변에서무전기사용을금합니다.
유체의 성질에 따라 보온시 Heating Coil 사용할때는
Turbine Flow Meter에서 2D정도간격을두고사용함.

FTT

★ 본카다로그에기재된사양, 외형, 치수는제품개발을위하여변경될수있습니다.

유량계 전문제작/판매 서울특별시구로구구로동170-13번지벽산디지털밸리7차707호
TEL:(02)2691-7552 / 2614-9464 FAX:(02)2613-9463
http://www.autoflow.co.kr  E-mail:autoflow@autoflow.co.kr
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