DM Specification

Build size X/Y /Z
Pixel size X/ Y

Z Control
Light Source
Resolution
Material
File Input
Software
Network Compatibility
Size
Weight
Packing Size

Power supply

-

DM-250 DM-200
250 x 140 x 250 200x 110 x 250
130 pm 100 pm
25,50, 75,100 pm
405nm UV LED
FHD 1920 x 1080
Various Photopolymer Resin

stl, obj, 3ds, amf
Carima Slicer
Ethernet
65 x 46 x 149 cm
92 kg
85x66 x174 cm

AC 100~240V 5A
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DM-Series

High Quality
Large build size

Industrial 3D printer

carima §




DM'Series 2 Materials

With large build size, the DM series amplifies Functional materials
productivity without sacrificing accuracy. - High temperature - Ortho, Dental - Fast Cure

It produces complex parts with unmatched accuracy. - Function materials - High Resolution - Soft & Flexible
- Wax

ﬂ Features General purpose resin
| 2 - Acrylic

- Digital Touchscreen ’ e e - ABS like
- Tough

- Providing large - Transparent

build size - Flexible
- Castable

* Reliable printing
and Flexibility

- Easy to operate - ,il Software
and maintain

- Long lifetime ' 27 Slicer il |

. professional 7_ .
UV LED lamp ¥ iy materialise

innovators you can count on




