Appendix : ACCESSORY CODES

Cat No. Accessory Codes Product Description
AC-DC Adapters with Power Cords
DC1-100 Al AC-DC Adapter 12V 2.5A and power cord for CX100, PRIZM3 & CAPNO3
DC2-100 A2 AC-DC Adapter 9V 3.34A and power cord for CX120 & CX130
DC3-100 A3 AC-DC Adapter 12V 3.4A and power cord for PRIZM 5/7
PCI-100 C1 Power cord CEE 7/16
Bags, Clamps and Boot Cover for Pulse Oximeters and PRIZM3
BAG-100 B1 Bag for CX100 & ACCURO
BAG-200 B2 Paramedic bag for PRIZM3
CMP-100 L1 IV Pole clamp for general Chamcare products
CMP-200 L2 IV Pole Charging Package for ACCURO Il
BTC-100 Al Protective rubber cover for CX120 & CX130
ECG cables Electrodes
P3E-100 D1 ECG electrodes for PRIZM3 (10/pack)
EC3-300 E1 3-Lead ECG cable for PRIZM3, 3m
EC5-300 E2 3-Lead ECG cable for PRIZM5, 3m
EC5-500 E3 5-Lead ECG cable for PRIZM5, 3m

IBP Sensors(disposable) and Extension Cables

IBP-S10 I Disposable pressure monitoring kit for IBP application for PRIZM 5/7 (1ea)
IBC-100 X4 IBP adaptor cable PRIZM5/7, 2.5m
NIBP Cuffs & Extension hose
CUF-A10 N1 Adult NIBP cuff for PRIZM SERIES, 0.5m
CUF-P10 N2 Pediatric NIBP cuff for PRIZM SERIES, 0.5m
CUF-110 N3 Infant NIBP cuff for PRIZM SERIES, 0.5m
CUF-N10 N4 Neonatal NIBP cuff for PRIZM SERIES, 0.5m
CUF-L10 N6 LARGE Adult NIBP cuff for PRIZM SERIES, 0.5m (MOQ : 20)
NPH-100 X3 Extension hose for NIBP cuffs, 2.5m

EtCO, Modules, Sensors & Disposables

C02-C10 01 RESPIRONICS® LoFlo™ external sidestream CO, module for PRIZM Series
CO2-M10 02 RESPIRONICS® Capnostat®5 mainstream CO, sensor kit for PRIZM Series
SCA-100 U1 RESPIRONICS® LoFlo™ CO, sampling nasal cannula for adult, disposable (10pack/box)
SCA-010 U1E RESPIRONICS® LoFlo™ CO, sampling nasal cannula for adult, disposable (1/pack)
SAA-100 W1 RESPIRONICS® LoFlo™ single use airway adaptor kit for ADULT/PEDI (10pack/box) for PRIZM Series
SAA-010 W1E RESPIRONICS® LoFlo™ single use airway adaptor kit for ADULT/PEDI (10pack/box) for PRIZM Series
External Printers and Disposables
PRI-P10 ‘ R1 ‘ Role paper for printer (400role/box)
SpO, Sensors(Probes) & Extension Cables
DS1-100 DS1 Disposable SpO, sensor(probe) for all ages
S01-300 S1 Reusable SpO, sensor(probe) for adults for CX100, CX120, CX130 & ACCURO, 3m
S02-300 S2 Reusable SpO, sensor(probe) for children for CX100, CX120, CX130 & ACCURO, 3m
S03-300 S3 Reusable SpO, sensor(probe) for neonates(infants) for CX100, CX120, CX130 & ACCURO, Y-type, 3m
S10-300 S4 Reusable SpO, sensor(probe) for neonates(infants) for CX100, CX120, CX130 & ACCURO, wrapping type, 3m
S01-100 S6 Reusable SpO, sensor(probe) for adults for PRIZM Series, Tm
S02-100 S7 Reusable SpO, sensor(probe) for children for PRIZM Series, Tm
S03-100 S8 Reusable SpO, sensor(probe) for neonates(infants) for PRIZM Series, Y-type, Tm
S10-100 S9 Reusable SpO, sensor(probe) for neonates(infants) for PRIZM Series, wrapping type, Tm
S04-300 S11 Reusable SpO, sensor(probe) for adult for ACCURO II, 3M
EXT-100 X1 Extension cable for SpO, sensors for CX100, CX120, CX130 & ACCURO, 2.5m
EXT-200 X2 Extension cable for SpO, sensors for PRIZM Series, 2.2m
EXT-300 X5 Extension cable for SpO, sensors, for ONLY PRIZM5 EtCO, support
EXT-400 X6 Extension cable for SpO, sensors for ACCURO Il with connection lock
Temperature Sensors(Probes)
TEM-S10 ‘ T1 ‘ Skin temperature sensor(probe) for PRIZM SERIES, 3m
Role Stands (Trolleys)
STA-100 RS1 Deluxe role stand(trolley) for PRIZM3, Accuro & CX100
STA-200 RS2 Deluxe role stand(trolley) for PRIZM5/7
Miscellaneous
N/A BT1 AA dry cell battery
N/A BT2 AAA dry cell battery
N/A UM User Manual
N/A DV Main device
Regulatory Model Number : CX210 C€
Brand Name : PRIZM3 0120
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EXCELLENCE IN MONITORING

PRIZM3™

Light, Easy and Handy 6" Patient Monitor PRIZM3™ 0120
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| Professional Paramedic Bag(OPTION)

KEY FEATURES

« PORTABLE, COMPACT, LIGHT & AFFORDABLE patient monitor + Bedside mounting handle attached design
« Variety of parameter choices AVAILABLE « IV Pole Clamp(OPTION) or Deluxe Role Stand (OPTION)
« FOR Capnography (EtCO,), PRIZM3 Capno series™ is also available (refer to Cat No. chart from 200311 and below)

Configuration CHART for PRIZM3™

Configuration combination
Basic Components and Accessories

200300 DV UM E1 D1 N1 X2 X3 S6 T Al
200301 DV um E1 D1 N1 X2 X3 S6 A1l
200302 DV UM E1 D1 S6 X2 T A1l
200303 DV um N1 X3 S6 X2 T A1l
Original 200304 DV UM  El DI NI X3 Al
PRIZ_M3 200305 DV um N1 X3 S6 X2 Al
Series
200306 DV UM E1 D1 S6 X2 Al
200307 DV um E1 D1 A1l
200308 DV UM S6 Al X2
b o) 200309 DV um N1 X3 A1l
2 200311 S DV UM W1E Al o1 U1E
N 200312 M DV Uum Al 02
E 200313 S DV UM W1E S6 X2 Al o1 U1E
200314 M DV um S6 X2 A1l 02
PRIZM3 200315 S DV UM W1E E1 T Al o1 U1E T
Capno 200316 M DV um E1 T A1l (@] T 02
Series 200317 s DV UM WIE NI X3 Al 01 UIE
200318 M DV um N1 X3 A1l 02
200319 S DV UM W1E N1 X3 S6 X2 A1l 01 U1E
200320 M DV um N1 X3 S6 X2 Al 02
200321 S DV UM W1E N1 X3 E1 T A1l 01 U1E
200322 M DV um N1 X3 E1 T Al 02
Remarks : © For Capnography(EtCo,), S stands for Sidestream that comes
EtCO with a stand alone external module, and M stands for Mainstream that
2

come with a Maistream sensor @ For abbreviations(such as DV) used for
Basic compoments and accessories please refer to last page
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PRIZM3 Capno Series™ incorporated with

PHILIPS C E

REsPIRONIcs 0120
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PHILIPS Respironics®LoFlo™ Module

The LoFlo™ module is a separate and
Compact plug-in for SIDESTREAM capnography

[Specification]
General
Display
Display Color TFT LCD
Size 4.3 inch(480 x 272 dot)

2.4 inch(240 x 320 dot)

Brightness

1to5

LED Lamp

Display power status

AC power status lamp
Battery power status lamp

Language Support

Languages Available

English, Korean, French, Ukrainian

Alarm

Alarm Indicators

Alarm Message / Alarm Sound / Alarm Image

Alarm Level

High Priority / Medium Priority / Low Priority

Alarm Volume

Oto7

Alarm Pausing Tone

30, 60, 90, 120 seconds

KEY FEATURES

« PRIZM3™ dedicated for Capnography (EtCO, monitoring)
+ RESPIRONICS® LoFlo™& CAPNOSTAT5™ Technology

+ Sidestream standalone EtCO, module type available

+ Mainstream standalone EtCO, sensor type available

« Variety of extra parameters can be added on

PHILIPS Respironics® CAPNOSTAT5™ Sensor

CAPNOSTAT5™ sensor is a compact external sensor
for MAINSTREAM capnography

Performance

Saturation (Sp0O,)

Range 0 to 100%

Resolution 1%

Accuracy
70 to 100% +2 Digits

Adult/ Child 50 to 69% +3 Digits
0t049% unspecified
70 to 100% +3 digits

Neonate 50 to 69% +4 digits
0t049% unspecified

Average

Adult/ Child 2,4,8,12

Neonate 8,12

Pulse Rate

Range 30 to 250bpm

Resolution Tbpm

Accuracy 30 to 250bpm +3 Digits

Perfusion Index

Range 0.05 to 20%

ECG
3-lead

Lead type Input (3-lead) RA, LA, LL

Lead Selection(3-lead) I, II, 11l

Frequency Response

0.5 to 40Hz

Display Sensitivity

1.0 cm/mV +£10%

Gain Selection

x0.25, x0.5, x1.0, x1.25, x1.5 (1cm/mV)

Display Channel

1

Sweep Speed

6.25 mm/sec, 12.5mm/sec, 25mm/sec

Pacemaker Detection

YES

Heart Rate Range 15 to 300 bpm

Heart Rate Accuracy +3 bpm

Resolution Tbpm

Temperature

Range 15 to 45°C (59 to 113°F)
Accuracy +0.2°C (15 to 24°C)

Probe Type Compatible with YSI 400 series
NIBP

Technique Oscillometric

NIBP - continued

Electrical
Main Machine
Power Input 12Vdc(max)
Fuse Rating 5A, 32VAC/DC
Power Unit
Power Input 100-240 Vac, 50/60Hz
Power Output 12Vdc, 2.5A
Battery
Type Li-ion Internal Battery (7.2V, 2200mAh)
Charge Time 6 hours
Battery Capacity Typically 4 hours when using a new, fully charged
Warranty 6 months
Trend
Memory Save continuously for 6 days (for 10 seconds saving period)
Display Tabular, Graphical

Adult 40 to 260 mmHg
SYS Child 40 to 160 mmHg
Neonate 40 to 130 mmHg
Adult 20 to 200 mmHg
DIA Child 20 to 120 mmHg
Range Neonate 20to 100 mmHg
Adult 26 to 220 mmHg
MAP Child 26 to 133 mmHg
Neonate 26to 110 mmHg
Pulse 30 to 220 bpm
Rate (+2% or £3bpm)
Pressure +3 mmHg between 0 to 300mmHg
transducer : - .
Accuracy for operating conditions between 0 to 50°C

NIBP - Continued

Maximum Cuff Inflation Time : 75seconds
Overpressure Protection : 300mmHg (Adult, Pediatric)

Patient Safety 150mmHg (Neonate)
Inflation Timeout : 180seconds (Adult & Pediatric)
90seconds (Neonate)
Intervals for AUTO

Measurement Time

1,2,3,4,5,10, 15, 30, 60, 90, 120, 240, 480 minutes

Intervals for STAT

Measurement Time

Continuous Measurement for 5minutes

End-tidal CO, (

Range

EtCO,) - Sidestream LoFlo™
0to 150 mmHg (0 to 19.7%, 0 to 20kPa) at 760mmHg

Accuracy

0 to 40mmHg +2mmHg,

41 to 70mmHg + 5% of reading
71 to 100mmHg + 8% of reading
101 to 150mmHg + 12% of reading

awRR
(Respiration time)

2 to 150 breaths/minutes

Compensation

Barometric Pressure 400 to 850mHg
Gas Compensations : O,, N,O, He, Anesthetic

End-tidal CO, (EtCO,) — Mainstream CAPNOSTAT5™

Range 0to 150 mmHg (0 to 19.7%, 0 to 20kPa) at 760mmHg
0to 40mmHg +2mmHg
41 to 70mmHg + 5% of reading

Accuracy 71 to 100mmHg + 8% of reading
101 to 150mmHg + 10% of reading

awRR

(Respiration time)

2 to 150 breaths/minutes

Basic Components & Accessories

Reusable SpO, ADULT Sensor Probe 1ea

F
orspo; SpO, Extension Cable Tea
For ECG ECG Cable (3-lead) 1ea
ECG Electrode 10ea
Adult Cuff 1ea
ForNIBP NIBP Hose 1ea
For Temp Skin Temp Sensor Probe 1ea

For Sidestream
EtCO,

RESPIRONICS® LofloTM EtCO, Module 1ea

RESPIRONICS® LofloTM Single Use Airway
Adaptor Kit(adult/pedi) 1Tea

RESPIRONICS® LofloTM Single Use
EtCO, Sampling Cannula Adult Nasal 1ea

For Mainstream
EtCO,

RESPIRONICS® Capnostat®5 CO, Mainstream Sensor Kit Tset

Common

AC-DC Apaptor Charger 1ea
User's Manual Tea

Optional Accessories

« RESPIRONICS® Loflo™ single use airway adaptor kit(adult/pedi) (10/box)
for sidestream capnography

« RESPIRONICS® Loflo™ single use airway adaptor kit(adult/pedi) (10/box)
for sidestream capnography

« IV poll clamp

« Deluxe roll stand for PRIZM3

« PRIZM3 exclusive

paramedic bag

Please ask Charmcare for more optional arrangement that is not listed herewithin




