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LVDT INDICATOR

>Model ML-CP-S1~S4
�4채널 컬러 TFT LCD 타입 전자 마이크로메타.

�터치패드 적용에 의한 사용자 편의성 증 .

�다양한 측정모드 및 히스토그램 제공 (+, -, average, max‐min 등).

�High resolution / High reliability. 

�RS232C 출력, I/O 인터페이스.

�손쉬운 조작, 다양한 설정에 의한 넓은 응용가능.

>Model ML-LP-S1~S16
�16채널 컬러 TFT LCD 타입 전자 마이크로메타.

�터치패드 적용에 의한 사용자 편의성 증 .

�다양한 측정모드 및 히스토그램 제공 (+, -, average, max‐min 등).

�High resolution / High reliability. 

�RS232C 출력, I/O 인터페이스.

�SD 메모리 삽입가능.

�손쉬운 조작, 다양한 설정에 의한 넓은 응용가능.

>SPECIFICATIONS
Specifications Accuracy

Display 7”TFT color LCD with touch panel

Resolution 1/1000mm or 1/100mm (Option 1/1000mm)

Direction Selectable

Input channels 1ch ~ 16ch (It could be changed the number of channels before ordering)

Calculation Functions +, -, average, max-min

Dimension W220 × H120 × D223mm / 8.66”× 4.72”× 8.78”

Data Communication RS232C / RS485

Input / Output 15 pins I/O interface (6 inputs, 6 outputs of relay contact)

Power Input AC100~220V 50Hz/60Hz

Power Consumption 15W

Operating temperature 0℃ to 40℃ / 32℉ to 104℉

Storage temperature -10℃ to 50℃ / 14℉ to 122℉

Probe DP-S4 series / DP-10 series / DP-25, ACT series / LVDT / Analog sensors
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>SPECIFICATIONS
Model DN-CP-S4

Display 3.5”TFT color LCD with touch panel

Resolution 1/1000mm or 1/100mm (Option 1/10000mm)

Direction Selectable

Input Channels 1ch 2ch 3ch 4ch

Calculation Functions none +, -, average, max-min

Dimensions W100 × H100 × D160mm / 3.94”× 3.94”× 6.3”

Data Communication RS232C / RS485

Input / Output 15 pin I/O interface (6 inputs, 5outputs of relay contact)

Power Input AC100~220V 50Hz/60Hz

Power Consumpion 4.6W

Operating temperature 0℃ to 40℃ / 32℉ to 104℉

Storage temperature -10℃ to 50℃ / 14℉ to 122℉

Probe DP-S4 series / DP-10 series / DP-25, ACT series / LVDT / Analog sensors

DN-CP-S1 DN-CP-S2 DN-CP-S3

★Specifications are subject to change without notice.
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