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소량 농약살포(실험자 보호), 각종 균 접종, 식물생리 및 생장병리실험, 화학물질 취급시 사용.

Safety system - 식물체에 농약살포시 유독성 액체로부터 실험자를 안전하게 보호하는 기기.

Balance weight type - Door작동은 원하는 위치 설정이 용이하도록 제작설계되었으며 안전유리 부착.

문을 열지 않고서도 접종이 용이하도록 Ø100mm 살포 투입구 설치 (Option)

Blower Fan - Blower fan 재질은 스텐레스, PVC, FRP등이 있으며 선택가능 (Option)

회전식접종대

Sprayer  of Agricultural Chemicals

DS-125S DS-125M
Dimensions 
(WxDxH)mm

In 680 x 600 x 1150 980 x 800 x 1150
Out 700 x 695 x 2190 1000 x 895 x 2190

Air vol.(FT3/min.) 1000 - 1600 1400 - 1800
Material All stainless steel (SUS 304)

Spray
Quantity Capable of adjusting injection quantity per revolution of the turn table (1mg/cm2) 
Area Spraying diameterø100mm
Air pressure Spraying pressure 0.5kg/cm2 Cleaning pressure 1 - 2kg/cm2

Turn table

Height Effecting operating range 20 - 480mm
Dimension  ø500 x H38mm
Material Stainless steel(SUS 304)
Speed 0 - 60 R.P.M
Motor AC 220V, 25W

Air nozzle Diameter of nozzle ø1mm supplying system, Suction system, Form of pattern circle and
oval knob for adjusting solution is attached

Air nozzle Connector x 2ea, Air cock x 2ea, Goose neck cock, Vapor proof  lamp
Power AC220V, 60Hz
Duct (Option) PVC, Stainless (설치장소에 따라 가격이 다릅니다. 상담하시기 바랍니다.)

DS-125S

DS-125S 내부모습

작업용량에 따라 Air Pump 용량 선택

Air Pump Air Pump Spray Gun

Option Accessories


