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Germination experiment of muscles of hand plant, plant tissue culture and growth experiment, germiculture, pathology experiment, flower humidity 
experiment, etc.
Internal structure is made of stainless(SUS 304) therefore it is not rusty.
Interior humidity remains saturated by water flowing down the wall.

Dew Chamber

DS-53CP
DS-53CS

DS-53C

DS - 53 DS 53C DS - 53CP DS - 53CPL

Main controller
Microprocessor digital displayed Auto-tuning 
multi-functional P.I.D controller 
(Temp, Time)

Programmable 11step, Microprocessor LCD displayed, 
Auto-tuning multi-functional P.I.D controller
(Temp, Light Cycle, Time)

Temperature

Range Ambient to 65℃  15℃ to 65℃ 15℃ to 65℃

Accuracy ±0.2℃ at 28℃

Controller Microprocessor digital displayed Auto-tuning 
multi-functional P.I.D controller (Sensor PT100Ω)

Programmable 11step, Microprocessor LCD displayed, 
Auto-tuning multi-functional P.I.D controller
(99hr. 59min./step)

Timer 99min. 59sec. or 99hr. 59min. or 99days 23hours or continuous selectable
Humidity range 100% RH
Display Digital display Back light LCD digital, 40 character display

Illumination

Lamp None F.L 32W x 12sets

Lamp bank None Tempered safety
vacuum triple pair glass

Light bank None 1 dimension type, ceiling
Circulation pump 1/3HP magnetic pressure pump
Compressor None 1/2HP 3/4HP

Dimensions
(WxDxH)mm

In 1400 x 800 x 1550 (1736 liter)
Out 1700 x 900 x 1850 2170 x 950 x 1940

Material
In / Out Stainless steel (SUS 304)/Steel plate with powder coating(SCP-1)
Side/Ceiling Tempered safety vacuum triple pair glass(DS-53CPL)

Shelves 6ea, Individually adjustable 1”centers
Power (AC220V, 60Hz) 2.4KW 2.8KW 2.8KW 3.2Kw

온도

(in)     800 x 800 x 1420 mm (960 L )
(out)  1570 x  950 x 1910mm


