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DS-50CPLDS-50CL

조직배양기 

Culture Chamber

DS - 50C DS - 50CL DS - 50CP DS - 50CPL

Main controller
Microprocessor digital displayed,  Auto-tuning 
multi-functional P.I.D controller 
(Temp, Time)

Programmable 11step, Microprocessor LCD displayed, 
Auto-tuning multi-functional P.I.D controller 
(Temp, Light Cycle, Time)

Temperature
Range -5℃ to 65℃

Accuracy ±0.2℃ at 25℃

Illumination
Lamp None F.L 32W x 5sets None F.L 320W x 5sets

Controller None Day and night 
(24hr.10min./step) None LCD 11step Illumination

controller(99hr.59min/step)

Dimensions
(WxDxH)mm

In 600 x 600 x 1200
Out 760 x 900 x 1890

Capacity 432 liter
Circulation fan 23W Blower fan x 3sets
Compressor 1/2HP
Material (In / Out) Stainless steel (SUS 304) / Steel plate with powder coating(SCP-1)
Shelves 3ea, Individually adjustable 1”centers
Power(AC220V, 60Hz) 1.2Kw 1.4Kw 1.2Kw 1.4Kw

DS-50CPLH

발아실험, 각종식물의 조직배양, 열과 빛에 민감한 미생물 배양, 식품의 보존성 실험

11단계까지 온도설정 가능, 낮과 밤의 반복실험 가능, Manual mode와 Program mode가 있다.

냉동기작동 온도설정 Mode가 있어 불필요하게 고온에서 작동하는 것을 자동 방지하여 냉동기 수명이 길다.

조직배양에 필요한 습도를 30~98%까지 조절가능 (DS-50CH, DS-50CLH, DS-50CPH, DS-50CPLH)

IR sensor를 이용한 CO2 자동 조절장치 부착, CO2를 대기중 농도에서 5,000ppm or 0 ~ 20%까지 자동 조절(Option)

DS - 50CH DS - 50CLH DS - 50CPH DS - 50CPLH

Humidity
Range 30 to 96% RH
Accuracy ±1% at 70% 
Humidifier Evaporation by motor(SUS316 pipe heater)

Power(AC220V, 60Hz) 2.2Kw 2.4Kw 2.2Kw 2.4Kw

Humidity Controller

온도


