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각종 종자 건조, 약초, 시료건조, 식품의 건조 및 수분 측정, 항온실험,

Air Exhaust System - 외부공기 유입 및 내부공기 배출 설계 제작. 건조시간이 짧다.

저습 조절 - 종자 건조시 최상의 수분 유지 (30%이하로 습도 조절 가능)

저온으로 장기간 배양할 수 있도록 설계, 제작 되었으며 식물의 배양, 화분(花粉)저장에 적합하다.

상온에서부터 온도를 순차적으로 변온(159,842 program), 계절별 온도설정 가능하여 종자의 휴먼처리 가능하다.

DS-86S

DS-86M

DS-86F

냉풍종자건조기 / 저온송풍챔버

Cold Wind Seed Dry / Cold Wind Dry Chamber

Optional Accessory
- Hanger
- S Holder

DS - 86S DS - 86M DS - 86F

Main controller Programmable 11step, Microprocessor LCD displayed, Auto-tuning multi-functional P.I.D controller 
(Temp, Light Cycle, Time)

Temperature

Range 0℃ to 60℃ -40℃ to 60℃

Accuracy ±0.2℃ at 20℃ Constance  ±0.2℃/ Variation  ±0.8℃

Controller Programmable 11step, Microprocessor LCD displayed, Auto-tuning multi-functional P.I.D controller 
(99hr. 59min./step)

Display Back light LCD Digital, 40 character display
Humidity 30% 이하

Humidity Controller Microprocessor digital displayed Auto-tuning multi-functional P.I.D controller (Temp, Time)
Timer 99min. 59sec. or 99hr. 59min. or 99days 23hours or continuous selectable
Circulation fan 23W Blower fan x 4sets 23W Blower fan x 6sets 60W Blower fan x 3sets

Dimensions 
(WxDxH)mm

In 500 x 500 x 900 700 x 600 x 1200 600 x 500 x 850
Out 1070 x 640 x 1435 1270 x 740 x 1735 870 x 980 x 1875

Capacity 225 L 504 L 255 L 
Door Silicon packing door with glass door
Air exhauct circulation fan Sirocco fan
Compressor 1/2HP 1HP R-404A(CFC-free) 1HP
Safety system Hydraulic over heating safety switch, Power breaker
Evaporator Auto exchange dual evaporator system
Defrost device Automatic defrost system
Material (In/Out) Stainless steel (SUS 304) / Steel plate with powder coating(SCP-1)
Hanger SUS 3ea
Power(AC220V, 60Hz) 1Kw 1.6Kw 2.3Kw

온도


