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DS - 23SN DS - 23SNC
Main controller Microprocessor digital displayed Auto-tuning multi-functional P.I.D controller (Temp, Time, Speed)

Temperature
Range Ambient  to 100℃ -10℃ to 100℃

Accuracy Better than ±0.2℃ at 37℃

Controller Microprocessor digital displayed Auto-tuning multi-functional P.I.D controller (Sensor PT100Ω)

Speed
Range 0 - 220 R.P.M
Controller Microprocessor  feed back controller   

Drive motor Brushless motor
R.P.M set period Set / Run switch
Compressor None 1/3HP
Dimensions 
(WxDxH)mm

In 600 x 300 x 250 600 x 300 x 250
Out 810 x 360 x 310 810 x 360 x 670

Capacity 45 L

Material
In  / Out Stainless steel (SUS 304)  / Steel plate with powder coating(SCP-1) 
Lid Stainless steel (SUS 304) 

Safety system Hydraulic over heating safety S/W, Electric leakage breaker
Stroke 3 - 5cm
Shaking motion Reciprocal type
Holder Accommodates various glass-wares of flask tubes(100 - 2000ml Interchangeable)
Power (AC220V, 60Hz) 1.2Kw 1.5Kw 

화학반응, 효소반응, 미생물배양, 각종시료교반실험에 이용.

브러쉬없는 특수 motor를 부착하여 저소음, 무진동, 속도조절이 용이, 발열량이 작아 장시간 사용.

Reciprocal shaking (왕복식 진탕) Type

전압, 부하의 변환에 의해 변동되지 않는 RPM을 유지하기 위하여 Feed Back제어를 적용.

Stainless(SUS 304) 재질이라 녹이 슬지 않으며 항온유지에 적합한 최적의 단열재를 사용.

왕복식 진탕항온수조

Shaking Water Bath (Reciprocal)
온도

DS-23SN

DS-23SN-O order made  100ml * 67ea 

DS-23SNC-R (Compressor side)

DS-23SNC (Compressor down)


