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아스팔트건조기 / 고온건조기 / 고무노화시험기

Other Oven

Asphalt Oven High Temp. Oven Rubber Aging Tester Special Drying Oven

DS - 87AO DS - 87HTO DS - 87RAT DS - 87-O
Type Natural convection Forced convection type
Main controller Microprocessor digital displayed Auto-tuning multi-functional P.I.D controller (Temp, Time)

Temperature
Range Ambient +5℃ to 260℃ Ambient +5℃ to 500℃  Ambient +5℃ to 350℃ Ambient +5℃ to 250℃ 
Accuracy ±0.3℃ at 140℃ ±0.5℃ at 350℃ ±0.5℃ at 250℃ ±0.8℃ at 40℃

Turn table
Speed 0 ~ 60 RPM None 5 ~ 8 RPM None
Dimension ø360mm None ø360mm None

Dimensions 
(WxDxH)mm

In 500 x 500 x 400    100 L 500 x 500 x 600  125 L 500 x 500 x 600  150 L 700 x 680 x 1550  738 L
Out 860 x 640 x 600 760 x 710 x 1130 900 x 740 x 1400 1210 x 810 x 1895

Material

In Stainless steel SUS 304 Stainless steel(SUS 316, PL)

Out Steel plate with powder coating(SCP-1) Stainless steel with 
powder coating(SUS 304)

Insulation Ceramic and glass wool board
Safety system Over heat protector, Power breaker
Shelves guide  None  SUS 316, PL  80ea

Insert tray  None Teflon coating-SUS 316
320x530x25mm  40EA

Power(AC220V, 60Hz) 3Kw 5Kw 3Kw 5Kw

DS-87HODS-87AO

DS-87-O

DS-87RAT

기름 및 아스콘 혼합물의 

증발 감량을 측정하는데 

사용

반도체 및 각종 재료의 

고온실험 및 내열성실험, 

변성실험에 사용

고무 또는 플라스틱 및 

전선류 제품의 열에 대한 

노화 상태를 시험하는 장비

Asphalt Oven High Temp. Oven Rubber Aging Tester

40℃(±0.8℃)묽은황산용액

사용건조(그래핀)

Air vent Hole 

공기유입구 Filter처리

Special Drying Oven


