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한손으로 사용 가능 - Touch operation 기능

진동없는 안정된 작동

Single cup tube head (Standard)

3.5”diameter form pad head (Option)

혼합기 / 교반기 / 세균계수기

DS-411HM DS-414HM DS-416HM

Temp.
Range Ambient to 360℃

Accuracy ±1℃ at 100℃

Speed
Range 30 - 1500R.P.M
Controller Electronic solid state controller

Plate size(WxD)mm 180 x 180 180 x 180 x 4ea 180 x 180 x 6ea
Dimensions(mm) 180 x 250 x 110 720 x 250 x 110 540 x 500 x 110

Material 
Top plate Stainless steel with ceramic coating (teflon)
Body Aluminum die-casting with powder coating

Power(AC 220V, 60Hz) 0.82Kw 3.3Kw 4.8Kw

Hot plate Magnetic stirrer  / 교반기

DS-304V

Speed
Range 30 - 3000 R.P.M
Controller Electronic solid state controller

Operation mode Touch automatic and Constant on
Dimension 120 x 170 x 130(WxDxH)mm
Material(Body) Aluminum die-casting with powder coating
Standard accessory Single cup tube head
Power AC220V, 60Hz, 0.3Kw
Optional accessory 3.5”diameter foam pad head

Vortex Mixer   / 혼합기

General Instrument

DS-303C
Display type 4 digital led display
Petri dish holder Accepts 100mm dish(removable), 150mm(fixed)
Dimension 310 x 290 x 100
Material Steel plate with powder coating(SCP-1)

Mode of counting Start, stop, clear button, Manual push button,
Stainless needle point probing, Marking pen probing

Power AC220V, 60Hz, 50W
Standard Stainless needle point pen 1ea, Making pen probe 1ea

Colony Counter   / 세균계수기

대장균 및 일반세균등을 배양하여 그 숫자를 세는데 사용하는 장비

계수할 때마다 알람이 울리며 LED 계기판에 9999까지 표시.

확대경(125mm)높이 조절(로봇관절모양구조)로 되어 사용하기 편리

Start, stop, clear button이 있어 편리.

전자식 30W 형광등을 사용하여 눈의 피로가 적고 밝기 균일화.

DS-411HM

3.5”diameter
form pad head


