
127DASOL SCIENCE  PRODUCTS GUIDE

DASOL SCIENCE 
+82-31-376-1526 

DS-40S DS-40M
Speed 800 R.P.M
Cutter size L.D 80mm L.D 110mm

Hopper 
size

Top LD 100mm   400 x 250 x 130 130mm
Throat LD 20mm 25mm
Depth 85mm 100mm

Sieve 3ea(20, 40, 60, mesh)포함

Power(AC 220V, 60Hz) 0.2Kw 0.3Kw

Cutting Mill   

Universal Ball Mill 

DS-303R

Speed
Range 0 - 12 R.P.M
Controller Solid state feed back controller

Timer 0 - 60 min. or hold
Tilt angle 0。-   90。dia-circular adjustable type
Dimension 210 x 400 x 330 (WxDxH)mm

Drum
Size Ø300mm
Rack 15mm x 60tubes

Material(Body) Steel plate(SCP-1) With powder & liquid coating
Power AC 220V, 60Hz, 0.2Kw

DS-41

Speed
Range 2 - 100 R.P.M
Controller Microprocessor  feed back controller   

Timer 0 ~ 99hr 59min
Motor Brushless motor
Dimension 620 x 450 x 710 (WxDxH)mm
Roller size Ø60 x 300(D)mm x 2unit
Material(Body) Steel plate with powder coating(SCP-1)
Power AC 220V, 60Hz, 0.4Kw

Culture Tube Rotator 

DS-40M

Equipment used to grind tree, leaf, root, animal feed, grain, corn, bone, horn, malt, 
seasoning, dried meat etc.

Equipment is built as 2 stage structure, so 2 jars can operate on same time.
Composed of fixed roller and portable roller so that portable roller can move according to 
the size of jar. different jars can be installed on 1stage/2stage.

General Instrument


