


Model : SFM300 Series

STEADY  FLOW  METER

- Maximum Pressure : 30 kg/cm2G
- Fluid : Gas
- Flow Rate : Range Table of  Line size
- Range Table of  Line size (Air 760mmHgA, 20°C)

- Quantity : One - Quantity : Two

- Flow Conditioner : Aluminum, Carbon Steel 304(L)SS,
316(L)SS, etc 

- Body : Carbon Steel, 304(L)SS, 316(L)SS
Alloy Steel, etc.

- Sensor : 304(L)SS, 316(L)SS, Inconel,
Hastelloy, Alloy Steel, etc.

- Body : Duct Flange, ASME(ANSI) Flange, etc.
- Sensor : Welded, Screw, Flange, etc

- Connections :  2 Screw terminal block  
- Output Signal : 4~20mADC(Limited at 30mADC)
- Loop Resistance : 0~1100Ω

-  Zero Output        : 4mA(Adjustable)
-  Full Span Output    : 20mA(Adjustable)
-  Operating Temperature : 0~400°C

100°C~over : (Fabricate Type)

GENERAL MATERIAL

MOUNTING TYPE

TRANSMITTER

PERFORMANCE at 23 C

INSTALLATION INSTRUCTIONS



Model : SFM300 Series

STEADY  FLOW  METER

ASSEMBLY DRAWING



STEADY  FLOW  METER

ASSEMBLY DRAWING
ASSEMBLY DRAWING




