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Contents & Model Numbering System

Butt-welding Diaphragm Valves

Sanitary Diaphragm Valves

Sanitary Butterfly Valves

Sanitary Ball Valves

_ Model Numbering System

Valve type Actuator type

S : Diaphragm type DV : Manual

B : Butterfly type

L : Ball type CS: Cylinder type
Spring return

CD : Cylinder type
Double action

(F)SUnzAN
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End Connection

: Butt welding
: Males

: Ferrule
:Weld

; Other

Body Material

0:A351, CF3M

w N = o

: PTFE+EPDM
: EPDM

: A351, CF8M
: A351, CF3M

0: None




<> Butt -welding Diaphragm Valves

Model No. : sDv2000 - A351, CF3M Body

standard Design Description :

Bolt & Nut  SUS304/5US304 A193-B8/A194-8
‘Stem  sUS304 30455
Stem bush  SUS304 30455
Handle ~ Nylon  Nylon
Bonnet  SCSI3A  A351,CF8
Compressor SCS13A A351, CF8
Diaphragm  PTFE4EPDM  PTFE+EPDM
‘Body  SCSI6A  A351, CF3M
Description . JIS ' ASTM
W

* Dimension

Unit : mm
L  H W  @ad
0 8A(1/4B) | 723 | 59 | 32 | 138
10A(3/88) 109 76 60 173
15A(1/2B) 109 79 60 2.7
20A(3/48) 118 125 80 272
~ 25A(1B) 127 128 80 340
40A(11/2B) 159 165 100  48.6
 50A(58) 191 185 125 | 605

Model No. : SCS52000 - Spring return Operation
SDS2000 - Double action Operation

Sfdh'dicirabésigh Diesrcriptiﬁon :'

Material

- Body A351 CF3M

© Diaphragm PTFE + EPDM
Actuator Cylinder
Valve Size 8A ~ 100A (1/4B ~ 4B)
Pressure Rating  JIS 10K, ANSI 150LB
Connection Butt - welding Ends
Temperature -20°C~1607C

O Options Solenoide valve, Air set,

Limit Switch, Positioner,
Top Handle, Others



<>+ Diaphragm Valve for Biotechnology

DongYang F&C Co,, Ltd, is a manufacturer and Exporter of fine quality products for the Biotechnology,

Pharmaceutical & fermentation manufacturing industries. We specialize in products used for sterile fluid

processing in cell culture and protein purification. Due to the diaphragm valve's streamlined flow path,

absence of cavities and minimal contact surfaces, the valve is considered the "cleanest" valve or the valve least

likely to cause contamination.

Model No. :
SDV7000 - A351, CF3M Body

(FEYolzAM

Standard Design Descvription :
Weir type Body

Bolted Bonnet

Inside Screw

Rising Stem

Rising Hand—wheel

Size(A) 1 8A~100A

Size(B) : Y4B ~4B

Standard Features :

IDF End Connection

Low internal volume

No packing in stuffing box
Compact & simple design
Metering actuators available

Diaphragm is only part in wetted area

Stem SUs304 | 304 5.5
7Sfembiush B SUSé(ﬂ | 304 S.é .
Handle  Nylon Nylon
Bonnet  SCSI3A | A351,CF8
Compressor SCS1 SA A35"i ,. CFS
[.)iophrqrglr'rnu WPTVFEV+;EPDM F;TFE+EPDM
ﬁlriody SCS16A AéS], CF3M |
Description IS CoasM

ASTM



> Sanitary Diaphragm Valves

Model No. : SCS$7000 - Spring return Operation
SCD7000 - Double action Operation

Standard Design 'Description H

s - Material
= - Body A351 CF3M
- 4 - Diaphragm  PTFE + EPDM
k4 Actuator Cylinder
Valve Size 8A ~ 100A (1/4B ~ 4B)
Pressure Rating IDF/ 15O
Connection Ferrule
Temperature -20°C~160°C
Options Solencide valve, Air set,

Limit Switch,Positioner,
Top Handle, Other.

* Dimension of End Connection
‘ Unit : mm
____ |ujie|H|w]|sc|ee g6
8A(1/4B) 190.0 130 59 32 19.7 25.0 2.85
10A(3/88) | 109 130 76 60 27.5 34.0 2.85
15A(1/2B) 109 142 79 60 27.5 34.0 2.85
20A(3/4B) 118 158 125 80 43.5 50.5 2.85
25A(1B) 127 167 128 80 43.5 50.5 2.85
40A(11/2B) 159 | 199 165 100 56.5 64.5 2.85
' 50A(5B) 191 235 185125 70.5 77.5 2.85
65A(2 1/2B) 216 268 240 125 70.5 77.5 2.85
80A(3B) 254 310 275 160 83.5 91.0 2.85

I T L1.2
100A(4B) 305 361 315 224,110 119 2.85
Remark ; 1, B, C and G Dimension are According to ISO 2852
2. Face to Face Dimension According to request
* Type of Surface Treatment
Surface Treatment Method Polishing Method e bdning Meirgg
Lo S B PN - GrindingMesh  Aver.Ra(um)
SandBlasting  EP(Electic Polishing) ~ #400  0la
_ GlassFift Grindng ~ #300  0O.4a-09a
. MNome | 15157 A R 1 S S N
| None None

,,,,,,,, e —— B - 4./5



<> Sanitary Butterfly Valves

Manually Operation

= Fittings : Weld ends

Size | A
1s . 60
1.5s 60
28 | &6
255 | 50
35 50
A S as 64
= Fittings : IDF/ISO Ferrules
Size A
1s 100
1.55 100
2s | 100
2.5s 100
35 100
A 45 | 120

(F)So =y —

Model No. :

Standard Design Description :

Material

* Body

- Seat

- Disc
Actuator
Valve Size

Pressure Rating

Connection
Temperature
Optious

BDV Series - Manual Operation
BCS Series - Spring return Operation
BCD Series - Double action Operation

A351CF3M

Urethane

A351CF3M

Cylinder

25A ~ 100A(1B ~ 4B)
1DF /I1SO

Male, Ferrule Weld
-20°C~80C
Solenoide valve, Air set,
Limit Switch,Positioner,
Top Handle, Other.

= Fittings : IDF/ISO Males

size A
s 100
1.5 | 100
25 100
255 100
3s 100
45 120

0
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> Sanitary Ball Valves

* Dimension

of End Connection

Unit : mm

L
15A(1/2B) 925
20A(3/4B) 105

~ 25A(1B)° 114.44
32A(11/4B) 120.2
40A(11/28) 1227
 50A(SB) 147.2
65A(2 1/2B) 174.5

~ BOA(3B) 196.4

100A(4B) | 226

e S0

| W | @&C | OB | BG
64 1255 275 34.0 285

67 |125.5| 43,5 | 50.5 | 2.85

83 1435 435 505 285

89 1435 435 505 2.85

100 2035 56.5 645 285

108 12035 705 77.5 2.85
150 [251.5 70.5 | 77.5 | 2.85
161 251.5 835 91.0 285
180 2515 110 119 2.85

For food and general chemical service applications
Adjustable stem packing

Blow-out-proof stem design

Body and end caps quality investment casting

All wetted surface are preclsion polished

In-line repairable

100% tested air under water at 100 psi, open and
closed positions

OPTIONS
Pndlocking device
PTFE cavity filler

Actuator mounting bracket

Model No. : LDV7020 - Manual Operation
LCS7020 - Spring return Operation
LCD7020 - Double action Operation

Standard Design Description :

Material
- Body A351 CF3M
- Ball A351 CF8M
- Seat PTFE
Actuator Cylinder
Valve Size 15A ~ T00A (1/2B ~ 4B)
Pressure Rating IDF/ 1SO
Connecftion Ferrule
Temperature -20°C~230°C
Options Solencide valve, Air set,

Limit Switch,Positioner,
Top Handle, Other.

6/77
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DONGYANG

Head Office/Factory 50 Buil-Ro
1Ga Gil ,Guro-gu ,Seoul ,Korea
(Onsu Industrial Complex)
Tel :(02)2612-1607~9

Fax.: (02)2612-1627
Homepage : www.dyfnc.com
E-mail : dyfnc@dyfnc.com




