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DYP&F have been designing and suppling rotary valves, diverter valves |
and other related components for the bulk soilds handling industry for o :‘
[N 20 year | oPTioNs & SPECIAL ORDER
- Internal polishing grade on request
' [:|IDP|_|CAT|0N N | - Body//,’CQ,vér// Rotor material a/l/t/gr/the other (SUS304/316/316L, or Aluminum]
- Suitable for pellet products - //
- Using for diverting the bulk material flow in pneumatic conveying system \
FLOW DIRECTION"
| PRODUCT INFORMATION
- Heavy-Duty, casted body
- Flange Connections : ANSI 150# (Or DIN10/JIS 5k/10k available)
- Manual or pneumatic operation
- Precise design with no ledges or dead spots between plug and body
- Teflon seal rings at eact nozzle
- Indicator checks the orientation of plug
- Maximum differential pressure up to 3bar(g)
- Temperature range : -20 °C to +100°C
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DONGYANG P&F CO.,LTD

17th, 18th FL., IT Premier Tower 345-50, Gasan-dong,
Geumcheon-gu, Seoul, Korea

TEL : +82-2-2106-8000 FAX: +82-2-2106-8100
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— DYDP-100 | 110mm | 110mm | 110mm | 348mm | 248mm | 212mm | 460mm | 342mm | 142mm | 482mm | 4bmm
DONGYANG P&F USA CORPORATION DYDP-150 | 160mm | 160mm | 160mm | 274mm | 195mm | 185mm | 380mm | 288mm | 109mm | 380mm | 3émm
29775 Hunter Road, Murrieta, Ca. 92653, U.S.A DYDP-200 | 210mm | 210mm | 210mm | 430mm | 307mm | 293mm ;| 600mm | 400mm | 172mm | 597mm | 57mm

= DYDP-250 | 260mm | 260mm | 260mm | 506mm | 360mm | 340mm ;| 700mm | 439mm | 203mm | 707mm | 69mm
DONGYANG P&F CHINA CORPORATION DYDP-300 | 310mm | 310mm | 310mm | 598mm | 412nm | 388mm | 800mm | 482mm | 242nm | 843mm | 82mm

(ZUOZHEN METALLIC EQUIPMENT)
809 Hongren B/D, Daguanglu, Nanjing, China




