
TAPPING CHUCK HOLDER TCH

BT40 TCH 12 125

Dimension

Code No. Φd           ΦD              L            ΦC                                                     Stock
F1 F2          (kg)

WeightFloat

BT30-TCH12-130
BT40-TCH12-125
BT40-TCH12-165
BT40-TCH22-180
BT40-TCH22-210
BT50-TCH12-135
BT50-TCH12-165
BT50-TCH12-195
BT50-TCH22-165
BT50-TCH22-195
BT50-TCH22-225
BT50-TCH36-210

BT30

BT40

BT50

19

31

19

31

48

44

61

44

61

88

33

48

33

48

72

6
6
6
10
10
6
6
6
10
10
10
15

12
12
12
15
15
12
12
12
15
15
15
22

105
100
140
147
177
110
140
170
132
162
192
165

■
■
■
■
■
■
■
■
■
■
■
□

䤋. 토크 안전장치가 내장되어 탭 파손을 방지할 수 있습니다.

STC1-MOO
STC2-MOO
STC3-MOO

4~8.5
6.2~17
12.5~28

19
31
48

25
33
45

32
50
72

3~12
8~22
16~36

1/4~9/16
3/8~7/8
5/8~1.3/8

1/8~1/4
1/8~1/2
1/4~1.1/8

Code No.           Φd                 ΦD                 L                   ΦC
Tap Range

M                  U(W)                  P

Ordering Example

Taper No.

Gauge
Iength

Chucking
Range

Tap Chuck
Holder

Φd

L

-Compresson  +Tension

F1 F2

ΦDΦC

FLOAT

Φd ΦC

L

ΦD

Taper
No.

Changing tap adapter by one-touch !!!
토로크 안전장치로 탭의 파손 방지 !!!

䤋. Floating 타입으로 인장, 수축장치가 있습니다.
䤋. 막힌구멍 관총구멍의 tapping및 모든 tapping작업이 가능합니다.

䤋. Tap Collet은 PAGE.39 참조하여 주시기 바랍니다.



Tapping Capacity

How to Use

Style
Tap size

Metric
mm

UNC
inch           ΦD        □W

Style
Metric
mm

UNC
inch           ΦD        □W

Style PT               PF            ΦD        □W
S
T
C
-3

S
T
C
-3

STC
-3

S
T
C
-2

S
T
C
-1

S
T
C
-3

S
T
C
-2

M3.0,M3.5
M4.0,M4.5
M5.0,M5.5
M6.0

M8.0M7.0
M1.0M9.0
M11
M12

M14,M15

M16
M17
M18
M20
M22
M24,25

No5  No6

U1/4
U5/16

U3/8
U7/16

U1/2
U9/16
U5/8

U3/4

U7/8

4.0
5.0
5.5
6.0
6.1
6.2
7.0
8.0
8.5
9.0
10.5
12.0
12.5
13.0
14.0
15.0
17.0
19.0

3.2
4
4.5
4.5
5
5
5.5
6
6.5
7
8
9
10
10
11
12
13
15

M27,M26
M28

M30
M32
M33
M34,M35
M36,M38

1/8
1/4
3/8
1/2

3/4

1

1/8
1/4
3/8
1/2
5/8
3/4
7/8
1

1.1/8

8.0
11.0
14.0
18.0
19.0
23.0
24.0
26.0
28.0

6
9
11
14
15
17
19
21
21

U1

U1,1/8

U1,1/4

U1.3/8

20.0
21.0
22.0
23.0
24.0
25.0
26.0
28.0

15
17
17
17
19
19
21
21
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ΦD □W

Tap sizes are based on old JIS standard.

Through Hole

① Rapid feed form approach point

② Tapping by pitch feed

③ Stop spindle reversing

④ Back feed

⑤ Quich return

Blind Holes, Tapered Screws ETC

① Rapid feed form approach point
주측 정회전(근접위치.급이송)

② Cutting feed
절삭이동

③ Rapid feed
이송장치

④ Spindle rotation more than tap self-feed(Dwell)
스핀들 공회전

⑤ Stop spindle reversing
스핀들 정지 역회전

⑥ Back feed
역이송

Approach point

䟷 Rapid feed

䟸 Cutting feed

䟻 Quick
feed

䟺
Back feed

Work face

Stop Spindle
Reversig

Approach point

Work face

Stop feed

Dwell

Stop Spindle

䟷 Reversig

Reversig

䟸 Cutting feed

Tap self 䟺
feed

䟼
Back feed

Effective depth

䥚 Approach L1 = 13 mm or more

䥚 Cutting Depth L3 = Effective tap depth L2

䥚 Dwell time(sec)=×60=                           ×60
Tension F2
Tap pitch×RPM

䟹

䟻䟹

L13

L1

L2



SYNCHRO TAPPIG CHUCK PZ

RIGID TAP SHANK

Dimension

Code No. Φd               L             ΦC               L1 L2                           Stock

BT40-PZ1
BT40-PZ2
BT50-PZ1
BT50-PZ2

BT40
■
■
■
■

Weight
(kg)

BT50

19
31
19
31

74
90
84
100

33
50
33
50

39
55
39
55

35

45

Taper               Code No. Φd                  ΦD                   L                 ΦC                            Stock

S1”-RTC1
S1”-RTC2

ST1”
19
31

39
55

33
50

25.4

Weight
(kg)

Code No. Φd               ΦD                  L                 ΦC           

STC1N-MOO
STC2N-MOO
STC3N-MOO

4~8.5
6.2~17
12.5~28

19
31
48

7
11
14

30
48
70

3~12
8~22
16~36

1/4~9/16
3/8~7/8
5/8~1.3/8

1/8~1/4
1/8~1/2
1/4~1.1/8

■
■

M                U(M)                 P

Tap Range

L1

Taper No. Tap Chuck
Holder

Chucking
Range

Φd ΦC

L

BT40 PZ 1

Ordering Example

L2

Φd ΦC

L

ΦD

Φd ΦC

L

ΦD

䤋. Synchronized tapping on machining centers
with rigid tapping mechanism

䤋. 고정형 (Non-Floating)타입 입니다.

䤋. Whistle Notch shank.

䤋. 탭 어댑터는 원-터치로 교환이 됩니다.

Center-thru coolant feed

Taper
No.             



TAP COLLET

Code No.        ΦD     Φd       A                    Stock

STC1N-MO3
-M3.5
-No.5
-No.6

STC1N-MO4
-M4.5

STC1N-MO5
-M5.5

STC1N-MO6
-U1/4”

STC1N-U5/16”
STC1N-MO7

-MO8
STC1N-MO9

-M10
-U3/8”

STC1N-M11
-U7/16”
-PT/8”

STC1N-M12
STC1N-U1/2”
STC1N-M14

-M15
-U9/16”

19

Weight
(kg)

4.0

5.0

5.5

6.0

6.1

6.2

7.0

8.0

8.5
9.0

10.5

3.2

4.0

4.5

5.0

5.5

6.0

6.5
7.0

8.0

□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□

□
□
□
□
□

STC2N-M14
-M15
-U9/16”

STC2N-PT1/4”
STC2N-U5.8”
STC2N-M16
STC2N-M17
STC2N-M18

-U3/4”
-PT3/8”

STC2N-M20
STC2N-M22

-U7/8”
STC2N-PT1/2”
STC2N-M24

-M25

31

10.5

11.0
12.0
12.5
13.0

14.0

15.0

17.0

18.0

19.0

□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□

8.0

9.0
9.0
10.0
10.0

11.0

12.0

13.0

14.0

15.0

Weight
(kg)

Code No.        ΦD     Φd       A                    Stock

STC2N-U5/16”
STC2N-M07

-M08
STC2N-M09

-M10
-U3/8”

STC2N-M11
-U7/16”
-PT1/8”

STC2N-M12
STC2N-U1/2”

31

6.1

6.2

7.0

8.0

8.5
9.0

5.0

5.5

6.0

6.0
7.0

□
□
□
□
□
□
□
□
□
□
□

STC1N-M03
STC1N-M04
STC1N-M05
STC1N-M06
STC1N-M08
STC1N-M10
STC1N-M12
STC1N-M08
STC1N-M10
STC1N-M12
STC1N-M14
STC1N-M16
STC1N-M18
STC1N-M20
STC1N-M22
STC1N-M24

3.5
4.5
6.0
6.0
8.0
10.0
9.0
6.0
10.0
9.0
11.0
12.0
14.0
16.0
18.0
18.0

2.7
3.4
4.9
4.9
6.2
8.0
7.0
4.9
8.0
7.0
9.0
9.0
11.0
12.0
14.5
14.5

Weight
(kg)

Code No.        ΦD     Φd       A                    Stock

19

31

□
□
□
□
□
□
□
□
□
□
□
□
□
□
□
□

䤋. Tap size are based old JIS standard.

䤋. Tap size are based old ISO standard.

STC 1N M5

Ordering Example

Tap Collet No.
Tap Range Size

Tap Size

ΦdΦD
A



MT SX COLLET CHUCK(SCREW) SX

MT TAPPING CHUCK(TANG) TCH

Code No.                   Φd                  L            ΦC                               Collet                         Stock
(kg)

Weight
Min    Max

L1

MT2

MT3

MT4

MT5

MT2S-SX  6-45
MT2S-SX10-50
MT3S-SX  6-45
MT3S-SX10-50
MT3S-SX16-60
MT4S-SX10-50
MT4S-SX16-70
MT4S-SX25-80
MT5S-SX10-45
MT5S-SX16-60
MT5S-SX25-80

0.7~6.0
1.75~10.0
0.7~6.0

1.75~10.0
2.75~16.0
1.75~10.0
2.75~16.0
16.5~25.4
1.75~10.0
2.75~16.0
16.0~25.4

45
50
45
50
60
50
70
80
45
60
80

19.5
27.5
19.5
27.5
40
27.5
40
55
27.5
40
55

21
30
21
30
45
30
45
55
30
45
55

35
50
35
50
60
50
60
85
50
60
85

SX 6
SX10
SX 6
SX10
SX16
SX10
SX16
SX25
SX10
SX16
SX25

□
□
□
□
□
□
□
□
□
□
□

Code No.                  Φd          ΦD             L            ΦC                                                   Stock
(kg)

Weight
F1          F2

Float

MT3

MT5

MT4

MT3T-TCH12-125
MT4T-TCH12-125
MT4T-TCH22-170
MT5T-TCH12-120
MT5T-TCH22-170

19

31
19
31

44

61
44
61

33

48
33
48

100
100
137
95
137

6
6
10
6
10

12
12
15
12
15

□
□
□
□
□

䤋. Spanner는 별도 판매 합니다.    

䤋. Tap adapter : 29 page 참조
䤋.  플로팅(Floating)타입으로 인장,수축장치가 있습니다.
䤋. 막힌구멍 관통구멍의 tapping 및 모든 tapping 작업 가능합니다.

G/L

L

-Compresson              +Tension

ΦC ΦDΦd

F1
FLOAT

F2

Taper No.

Gauge
Iength

Chucking
Range

MT3T 12512TCH

Ordering Example

Tap Chuck

Taper
No.

Taper
No.



STRAIGHT TAPPING CHUCK TCH

Shank Code No.                    Φd             L            ΦC          ΦD                                                  Stock
(kg)

Weight

32

40

42

50

ST32-TCH12-120
ST32-TCH22-165
ST40-TCH12-120
ST40-TCH22-165
ST42-TCH12-120
ST42-TCH22-165
ST50-TCH12-120
ST50-TCH22-165

19
31
19
31
19
31
19
31

95
132
95
132
95
132
95
132

33
48
33
48
33
48
33
48

6
10
6
10
6
10
6
10

12
15
12
15
12
15
12
15

32

40

42

50

Float
F1         F2 

□
□
□
□
□
□
□
□

Style
Metric
mm

UNC
inch          ΦD        □W

S
T
C
-1

S
T
C
-2 S

T
C
-3

M3.0
M4.0,M4.5
M5.0,M5.5
M6.0

M8.0,M7.0
M10,M9.0
M11
M12

M14,M15

M16
M17
M18
M20
M22
M24,M25

No5 No6

U1/4”
U5/16”

U3/8”
U7/16”

U1/2”
U9/16”
U5/8”

U3/4”

U7/8”

4.0
5.0
5.5
6.0
6.1
6.2
7.0
8.0
8.5
9.0
10.5
12.0
12.5
13.0
14.0
15.0
17.0
19.0

3.2
4
4.5
4.5
5
5
5.5
6
6.5
7
8
9
10
10
11
12
13
15

Tap size Style
Metric
mm

UNC
inch          ΦD        □W

S
T
C
-3

M27,M26
M28

M30
M32
M33
M34,M35
M36,M38

U1”

U1,1/8”

U1,1/4”

U1,3/8”

20.0
21.0
22.0
23.0
24.0
25.0
26.0
28.0

15
17
17
17
19
19
21
21

Style PT                 PF             ΦD        □W

S
T
C
-3

S
T
C
-2

STC
-3 1/8”

1/4”
3/8”
1/2”

3/4”

1”

1/8”
1/4”
3/8”
1/2”
5/8”
3/4”
7/8”
1”
1.1/8”

8.0
11.0
14.0
18.0
19.0
23.0
24.0
26.0
28.0

6
9
11
14
15
17
19
21
21

䤋. Can be used with Milling chuck, and (SLA) Side lock holder.
䤋. 밀링척 사이드 락 홀더(SLA)에 사용이 가능 합니다.

ΦD
□W

ΦD

L

F1 F2FLOAT

-Comporession          +Tension

Shank No.

Gauge
Iength

Chucking
Range

32 12012TCH

Ordering Example

TapChuck
Holder

䤋. 축방향 플로팅 타입으로 인장, 압축이 가능한홀더
䤋. 탭 콜렛은 자유로운 탈착이 가능한 체결방식.(one-touch)
䤋. 하단부의 탭 콜렛 사이즈를 참조하여 주십시오.




