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특징 Features

사양 Specipication

1. Visual Position Indicator.

2. "Quick - Set" cam : Limit Switch adjustment cams are splined and spring loaded, the switch cam position can be 

     quickly adjust with tools (close-up/red, open-down/yellow)

3. Multipoint terminal strip : Terminal strip number with 8 points is standard for micro switches. 2 x terminal strip for   

connecting solenoid valve is available.

4. Dual 1/2" conduit entries : 2x1/ 2" PF (Standard)

5. Captive cover Bolts : It is desinged to bo captive by the cover, when it removed.

6. Easy Mounting Bracket : Any actuator for rotary motion can be easily mounted because of ISO 5211.
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1. Visual Position Indicator. 
2. ″Quick - Set ″cam : Limit Switch adjustment cams are splined and spring

loaded, the switch ca position can be quickly adjust with tools (close-up/red, open-down/yellow).
3. Multipoint terminal strip : Terminal strip number with 8 contracts is standard for micro switches. 

There are connected solenoid valve service.
4. Dual 1/2″conduit entries : 2x1/2″PF (Standard)
5. captive cover Bolts : There are desinged to bo captive by the cover, when it removed.
6. Easy Mounting Bracket : Any actuator for rotary motion can be easily mounted in ISO 5211.

특징 ㅣFeaturesㅣ

기술 사양 ㅣTechnical  Dataㅣ

Type Mechanical switch (GLB-11) Proximity switch (GLB-12)

Switch type

Voltage

Enclosure protection

Ambient temp.

Terminal

Mounting bracket

Materail

Conduit entry

Weight

SPDT x 2 proximity sensor x 2

AC 125V 5A, 250V 5A DC 12~24V 200mA max.DC 30V 5A,125V 0.4A

IP67

-20℃ ~ 80℃ (option 125℃) -25℃ ~ 70℃

8 points

NAMUR VDI / VDE 3845, ISO 5211

aluminum diecasting

PF 1/2 x 2EA : standard, (NPT 1/2, PT 1/2, M20 : option)

880g

12-2 리미트 스위치 박스
GLB-1 Series

Mechanical switch (GLB-11) Proximity sensor (GLB-12)

1. Visual Position Indicator.

2. ″Quick - Set ″cam : Limit Switch adjustment cams are splined and spring

loaded, the switch cam position can be quickly adjust with tools (close-up/red, open-down/yellow).

3. Multipoint terminal strip : Terminal strip number with 8 contracts is standard for micro switches.

There are connected solenoid valve service.

4. Dual 1/2 ″conduit entries : 2x1/2 ″PF (Standard)

5. captive cover Bolts : There are desinged to be captive by the cover, when it removed.

6. Easy Mounting Bracket : Any actuator for rotary motion can be easily mounted in ISO 5211.
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1. Visual Position Indicator. 
2. ″Quick - Set ″cam : Limit Switch adjustment cams are splined and spring

loaded, the switch ca position can be quickly adjust with tools (close-up/red, open-down/yellow).
3. Multipoint terminal strip : Terminal strip number with 8 contracts is standard for micro switches. 

There are connected solenoid valve service.
4. Dual 1/2″conduit entries : 2x1/2″PF (Standard)
5. captive cover Bolts : There are desinged to bo captive by the cover, when it removed.
6. Easy Mounting Bracket : Any actuator for rotary motion can be easily mounted in ISO 5211.

특징 ㅣFeaturesㅣ

기술 사양 ㅣTechnical  Dataㅣ

Type Mechanical switch (GLB-11) Proximity switch (GLB-12)

Switch type

Voltage

Enclosure protection

Ambient temp.

Terminal

Mounting bracket

Materail

Conduit entry

Weight

SPDT x 2 proximity sensor x 2

AC 125V 5A, 250V 5A DC 12~24V 200mA max.DC 30V 5A,125V 0.4A

IP67

-20℃ ~ 80℃ (option 125℃) -25℃ ~ 70℃

8 points

NAMUR VDI / VDE 3845, ISO 5211

aluminum diecasting

PF 1/2 x 2EA : standard, (NPT 1/2, PT 1/2, M20 : option)

880g

12-2 리미트 스위치 박스
GLB-1 Series

Mechanical switch (GLB-11) Proximity sensor (GLB-12)

1. Visual Position Indicator.

2. ″Quick - Set ″cam : Limit Switch adjustment cams are splined and spring

loaded, the switch cam position can be quickly adjust with tools (close-up/red, open-down/yellow).

3. Multipoint terminal strip : Terminal strip number with 8 contracts is standard for micro switches.

There are connected solenoid valve service.

4. Dual 1/2 ″conduit entries : 2x1/2 ″PF (Standard)

5. captive cover Bolts : There are desinged to be captive by the cover, when it removed.

6. Easy Mounting Bracket : Any actuator for rotary motion can be easily mounted in ISO 5211.

외형치수 Shape Dimension

Type Mechanical switch (GLB-11) Proximity switch (GLB-12)

Switch type SPDT x 2

-20℃ ~80℃ (option 120℃)

IP67

8 points

NAMUR VDI / VDE 3845, ISO 5211

aluminum diecasting

PF 1/2 x 2EA : standard, (NPT 1/2, PT 1/2, M20 : option)

880g

proximity sensor x 2

-25℃ ~70℃

AC 125 V 5A, 250 V 5A
DC 30 V 5A, 125 V 0.4A

DC 12~24 V 200mA max

Enclosure protection

Ambient temp

Terminal

Mounting bracket

Material

Conduit entry

Weight

Voltage
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 Mounting Bracket (Namur 규격)  | Mount ing Bracket (Namur standard) |

	 Model No.	 H	 L1	 L2

	 BK-1	 30	 80	 100

	 BK-2	 40	 80	 100

	 BK-3	 40	 130	 150

	 BK-4	 60	 130	 150

	 BK-5	 30	 50	 69

스위치  | Switch |

·Standard switch : 2 x SPDT switches

·Voltage AC : 250 V/5A, 125 V/ 5A 
   DC : 30 V/5A, 125 V/0.4A

▶Mechanical switch (GLB-11)

·Standard sensor : 2 x Proximity sensor

·Voltage DC : 12~24V 200mA max.

▶Proximity switch (GLB-12)
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12-5 리미트 스위치 박스(방폭)
GLB-2 Series

기술 사양 Technical Data

Switch type

Switch rating

Enclosure 
protection

Explosion proof

Ambient temp.

Conduit entry

Terminal

Mounting bracket

Material

Weight

Model No.	 GLB-21	 GLB-22	 GLB-23	 GLB-24

Mechanical 
switch (2xSPDT)

AC : 250V 3A, 125V 5A 
DC : 250V 0.2A,

125V 0.4A, 30V 4A

Inductive proximity 
sensor x 2

IP 67 (IP 68 : optional)

Exd IIC T6

-20℃~60℃

PF 3/4 (PT/NPT 3/4, PT/NPT 1/2, M20)

8 points 12 points

NAMUR VDI / VDE 3845, ISO 5211

aluminum diecasting

1.3kg

12~24V DC

Mechanical switch 
(2xDPD)

AC : 125V 10A,
250V 10A,
480V 2A

Position transmitter 
& 2xSPDT

P.T.M
input : 12~32V DC
output : 4~20mA

Mechanical switch (2×DPDT) Inductive Proximity sensor×2 Position Transmitter & 2×SPDT
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외형치수 Shape Dimension

결선 방법 Wiring Diagram

▶Mechanical Switch 2×SPDT

▶Proximity Switch

▶Position Transmitter & 2×SPDT

▶Mechanical Switch 2×DPDT
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주문코드시스템 Order Coding System

GLB-X  X  X
1. BK - 1 (30x80xH30)

2. BK - 2 (30x80xH40)

3. BK - 3 (30x130xH40)/available for model from GD-125

4. BK - 4 (30x130xH60)

5. BK - 5 (30x50xH30)/available for model GD-35

1. Mechanical switch (2*SPDT)

2. Proximity sensor (2EA / NPN or PNP TYPE)

3. Mechanical switch (2*DPDT)

4. Mechanical switch (2*SPDT) CT(4~20mA)

1. Weather proof (IP 67)

2. Explosion proof (IP 67, Ex d IIC T6)

3. High temperature 120℃


