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HR320S 임펠러HR320 임펠러

AF100 임펠러/조립형

멀티 S 믹서 (S3~S9 시리즈) 입형·측면형

S5 시리즈

S4 시리즈

측면형(S4)
기어1단 타입 AF100 임펠러

와이드 배리에이션(0.75~90kW)으로 모든 요구에 대응할 수 있는 중·대형 교반기 입니다.

높은 토출유량을 기대할 수 있는 임펠러

일체주조형

■특 징

■특 징

- 기어 배열에 심혈을 기울였습니다. 또한 부품의 공통화를 도모했습니다.

- 회전수와 모터 출력의 편성을 17단계로 세분화 했습니다.

- 시판되고 있는 어떤 모터라도 손쉽게 부착할 수 있습니다.

◆HR320 임펠러

- 전진각을 갖고 있어 액의 흐름을 축 중심으로 이끄는 기능을 갖고 있습니다. 

- 임펠러 배면 흐름의 박리를 막는 효과와 높은 토출 유량을 얻을 수 있습니다.

◆HR320S 임펠러

- 항공기에 이용하는 슬롯 플랩과 리딩엣지 슬랫과 같은 효과의 이중날개 구조로 설계하여 고토출 속도를 얻을 수 있습니다.

- 독창적인 임펠러 단판을 설계하여 스테빌라이저링이 불필요 하며 액면통과 운전을 가능하게 하였습니다.

◆AF100 임펠러

- 임펠러의 토출 효율을 향상시키기 위해서 에어포일 단면형상을 적용한 임펠러 입니다.

- 스큐백 (Skewback)을 설치한 임펠러 평면 형상으로 회전 중의 충격 변동을 감쇄시키고 토출 효율을 대폭 향상시켰습니다.

- 임펠러 직경 680mm까지는 일체 주조형, 임펠러 직경 700mm 이상은 조립형으로 제작합니다.
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Speed
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One-step
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One-step
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Two-step
reduction

Three-step
reduction

Motor output(kW)

HADO MIXERS GUIDE

MULTI S MIXERS (S3~S9 SERIES)  Top and side-mount type

S5 SeriesS4 Series

S4 side-mount one-step 
gear reduction type

Medium to large-sized mixers with a wide range of variations (from 0.75 to 90 kW)

The impeller features a high discharge rate.

■Features

■Features

- A new twist is added in the arrangement of gears. Interchangeability of components is further advanced.

- The number of speed and motor output combinations is substantially increased to 17.

- An impeller having a simple three-bladed axial flow design in one stage has been developed, featuring a high discharge 

coefficient and a low drag coefficient.

◆HR320 Impeller
- The impeller has an angular advance, which directs the liquid flow towards the shaft center.

- Due to the angular advance, liquid flow separation from the rear of the blade is minimized; thus, a large discharge is achieved.

◆HR320S Impeller
- Employs a double-bladed configuration, which produces the same effect as that of a slotted flap and leading edge slat of an 

aircraft. This enables high discharge speed.

- HADO's original wing-tip blade has eliminated the need for a stabilizer ring and enabled operations in cases where the liquid level 

passes over the impeller position.

■Specifications

■Specifications

●Top-mount model variations (50Hz)

●Side-mount model variations (50Hz/60Hz)

(*) in the above table indicates 6P motor. (*) in the above table indicates 6P motor.※ ※

HR320 Impeller HR320S Impeller
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메카니칼씰 탈부착도 용이한 교반기

의장등록출원중

■특 징

- 감속기부를 제거하지 않아도 용이하게 메카니칼씰을 교환할 수

   있습니다.

- 감속기부가 스윙 이동하면 메카니칼씰을 위로 빼낼 수 있습니다.

- 유지보수 등의 시간이 대폭 줄어듭니다.

Design registration pending

Mixers that allow easy replacement 
of mechanical seal

■Features

- The existing mechanical seal can be easily replaced with a 

new one without removing the reduction gear unit.

- The reduction gear unit can be swung aside to allow the 

mechanical seal to be pulled out overhead.

- The time required for maintenance is significantly reduced.Mechanical seal 
removable mixer

1. Preparation 2. Pulling up

Double mechanical seal(Built-in-bearing)
• Tank temperature: 300℃ or less
• Tank pressure: F.V~0.99 MPaG or less

3. Rotation 4. Removal

(*) in the above table indicates 6P motor.※

■Specifications
●Top-mount model variations (60Hz)

HADO MIXERS GUIDE


