HNR-HP60
HNR-HP60 PLUS

HOT CHAMBER PRESSURE DIE CASTING MACHINE

GNESIUM DIE CASTING MACHINE
CE BETWEEN TIE BARS 350 x 350)
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HNR-HP60 with most
powerful and fast forming
capabilities.

. _Jl' AUTOMATIC EXTRACTOR

Poweriul

AUTOMATIC SPRAY

Uniform distribution of sprayed particles

High speed extrusion cycle. No smearing of mold releasing agent on the

Occupies the minimum space for nozzle after spraying.

installation. Powerful airbrush insures the mass production
of clean products.
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MOVING PLATE FIX PLATE
Die-clamping force ton 63 63 Ejection stroke mm 0~70 0~70
Die-platen dimension mm | 522X 546 | 522X 546 Casting pressure keffem?| 235 235
Space between tie-bar | mm | 302% 326 | 350% 350 Casting Area cm’ 268 268
Die-stroke mm 215 215 Maximum shot weight kg 1.31 1.31
Max.die thickness mm 340 340 Working pressure keffem?| 105 105
Min.die thickness mm 170 170 Electric Motor kw 7.5 7:5
Tie bar diameter mm 60 60 Electric Power KVA 12 12
Plunger stroke mm 130 130 Power-supply capacity | KVA 315 315
Plunger diameter mm 50 50 Machine Weight ton 3.8 3.8
Ejection force ton 52 52
@D stz ALY (GD) HANARO ENGINEERING CO.

Z71= 4ZA| 821E 33848 322-1 322-1,0ngjeong-ri, Tongjin-eup, Gimpo-si, Gyeonggi-do, Korea

TEL.031-983-5230/5232/5237 TEL. 82-31-983-5230/5232/5237 FAX. 82-31-983-5243

FAX.031-983-5243 http://www.hnreng.co.kr

Email : hnr@hnreng.co.kr E-mail:hnr@hnreng.co.kr



