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EXEL-504JT Produ ription

* TYPE the closet door, a large machine, second copy of Fresh doors
are designed to be processed, X-axis specular size can be made as
desired by the consumer.

- Luther Luther as a powerful processing power 13.5kw come in handy.
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Applications

Sink doors, built-in flash doors, sash plane
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Product specifications and mechanical
specifications

» Table Type - Digital Vacuum / table / Digital Vaccum & Table
can be mounted.

P Ruter Motor 13.5kw
- Side Router(2.2Kw) can be mounted basically.
- AT.C has 81SO chucks.
-1SO chucks can be changed by servo rapidly and basically.
P The movement of X axis is made use of the rack and pinion gear.
X axis movement speed : 100m/min.
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SPECIFICATIONS EXEL-504JT

EXEL-504JT

&£ Total axis 17% Axis
+EIZ Vertical axis 14% Axis (X=8Z Axis, Y=6= Axis)
$E= Horizontal axis 2% Axis (X=1F Axis, Y=1% Axis)
T84 Gurubing 1% (3tEFE=110m/m, $|%12==6,000RPM)
22E| Router 1= (13.5kw, 2|74=18,000)
37| Size ( X, Y Axis ) 5,000 X 1,300M/M
E2} 44| Adsorption FI2Y 8 4X (220 2.4KW) NCHE! TYPE
Zf21HtAl Ways of working 2-TABLE 24| (2% STOPPER A2)
X, Y, Z Axis 6,000m/m, 1,400m/m, 250m/m
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X Y z

80 m/min 50 m/min 20 m/min

£ Width/7,000 & Length/2,500 1 Height/2,100M/M

35KW

SENTROL — MPC, 4% X& 4-axis only

g garzane pg HE

ZIZIE Straightness £0.05/ 300, ZIZIE Squareness £0.05/300

EXEL-504JT HZEA}2F Area Specifications
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MODEL EXEL-504JT

www.jeilwood.com

AHINIHOYW 11510 &=




