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KTC-LW102M 
HD-TVI Camera

640 x 480 Image Sensor

Uncooled a-Si Micro-bolometer

Thermal Lens

Hot/Cold tracker, Center indicator

IP67

12VDC
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Features

640 x 480 Image Sensor
Uncooled a-Si Micro-bolometer
Thermal Lens

Hot/Cold tracker, Center indicator
IP67
12VDC

KTC-LW102M

Thermal Imaging 
Infrared allows us to see what our eyes cannot see. Thermal imaging is a 
method of improving visibility of objects in a dark environment by detecting 
the objects’ infrared radiation and creating an image based on that 
information. With thermal camera, the user cannot miss a potential problem 
no matter how small it is.

THERMAL
IMAGING



KTC-LW102M 

Resolution 
(Image Sensor) 640 x 480

Detector Type LWIR, Uncooled a-Si Micro-bolometer
Lens f=20mm Manual Lens (F1.0)
Spectral Range 8 - 14 um
Color Variation 10 colors
Other Function(s) Hot/Cold tracker, Center indicator
Image Setting Brightness, Contrast, Mirror, Flip
Digital Zoom x2, x4
OSD Control Built-in Joystick & Coaxial Communication

Coaxial 
Communication Hikvision-C, Pelco-C

Video Output (Main) HD-TVI (1080p@30/25fps, 720p@60/50fps)
Video Output 
(Service) NTSC/PAL supporting 960H

Max. Power 
Consumption DC12V

Operating 
Temperature -10℃ to 50℃ (14℉ to 122℉)

Dimensions 
(WxHxD, mm) 108(W) x 105(H) x 156(D)

 

Specifications

KTC-LW102M  (Not all combinations are possible)

Ordering Information

Signal Type Silk Printing
NTSC KT&C-printed
PAL OEM-printed

Non-printed
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HD-TVI Camera

Dimensions
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