© KIT Rotary Heat Transfer Machine (Rotary type)

IATS-43

Rotary type for large format inkjet printers.

| ATX3-67

# Compact sized machines & Simple Set Up.

# Easy to use control panel.
4 Automatic felt control & Automatic cool down timer.
# 1Step transformation from roll to roll transferring to piece transferring and back.
# Easy access panels for maintenance.

@#3-380V, 415V, 440V (F1-220V 50Hz)

Des

o Well Ars-4s ATM3-55 ATM3-63 ATX3-67 ATX3-90
Felt Width 1,100mm 1,400mm 1,600mm 1,700mm 2,300m
High Temperature 220°C 230C 230C 240°C 240°C

Max Current

18A(@1-220V)

15A(@3-380V)

17A(@3-380V)

26A(@3-380V)

39A(@3-380V)

Machine Size (mm)

W355XL1400XH1,100

W500xL1880xH1290

W500xL2,080xH1290

W700xL2260XH1580

W860xL2.860xH1,650

Weight

140kg

290kg

350kg

600kg

900kg

Temperature Sensor

Internal Sense

. Non contact
intrared thermometer

. Non contact
intrared thermometer

. Non contact
intrared thermometer

. Non contact
intrared thermometer

Temperature Controller Digital Type Digital Type Digital Type Digital Type Digital Type
Speed Meter x o o o o
LCD Display (PLC) X 0 0 0 0
Emergency S/W Backward Backward Backward Backward Backward
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