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Tool can be easily demounted by push—button switch, Not only does it
remarkably increase efficiency at work and but also high accuracy of the
machine can be maintained for a long period,
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Column sleeve, arm and spindle head are clamped by push—button
switch of head with a powerful and quick hydraulic clamping
system, and easy to set position of work,
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The spindle rotary gears consists of precisely polished hard facing gears made of
SCM—-435 high frequence heat—treated material, and both shafts and gears are designed
and manufactured so as to endure powerful drilling, so they can withstand powerful
transmission and rotate smoothly, In addition to this, the rotary sections are manufactured
so that forced lubrication is assured,
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It is safely arranged behind the arm, and sufficient measures are taken
against overload of the motor,
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“ =™ (Dimensions)
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IIE 1600 650 | 500 | 400
= 1750 750 | 500 | 450
I 2100, 2700 | 800 | 650 | 555
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) EEEAE (Standard Accessories) N EEE AR (Optional Accessories)
- Zfeie|o) caeo|| M=
. BEIA - E2I& 13mm(19mm)
- IR

- EES2|E(MT #4-2, 3) & (MT #5-4,2,3)

“) 7|AIAFZ (SPECIFICATION)

AHZ (SPECIFICATION) UNIT | NSR-1160 | NSR-1600 [ NSR-1750 | NSR-2100 | NSR-2700

=2 (Castiron) 50(60) 75
ZH(Drilling)
ZhSteel) mm 45(50) 60 65 75 75
= +3(Castiron) mm 32(40) 40 55 80 80
(Work;i'rt?fa?mﬂy) il Z(Steel) mm 25(30) 30 45 60 60
Z=Z(Castiron) mm 160 150 200 280 280
HEZ2(Boring)
ZHSteel) mm 100 100 170 220 220
ZIZZIA(Column Diameter) (A) | mm 270 350 405 500 500
zEuUoN FIMETIR 72| Min  (B) | mm 260 345 370 390 390
(Distance Column Surface to Spindle Center) Max (o)) mm 1,170 1,625 1,750 2,130 2730
HESHOM YZME] Ma2l(Distance Center of Column End of Arm) (D) mm 1,540 2,080 2,250 2,680 3,280
HlO|A AT =ZCHPIK]| AHa Min (E) mm 340 365 370 420 520
(Distance Base to Spinde) Max  (F) | mm 1,305 1,430 1,660 1,770 1,70
7|5 0|(Height Floor to Top of Column) (@) mm 2,100 2,700 2,830 3,050 3,050
7| HZ&=0|(Height Floor to Top of Head) (H) mm 2,700 3,160 3,270 3,500 3,500
()} mm 1,750x770 2,400x900 2,630x1,030 | 3,200x1,300 | 3,800x1,300
#|0|A 7 Z(Base Size)
(K) mm 180 220 240 295 295
otab5H0| & M2l (Vertical Travel of Arm) mm 720 765 880 920 820
Hlo]A EHHEE(Working Area of Base) mm 1,300x820 1,730x880 1,745x1,030 | 2,180x1,300 | 2,780x1,300
Z2HNet Weight) kg 2,200 4,000 5,600 7,500 9,500
F£ g2l &2|"E[H(Diameter of Spindle/Quill) mm 80/82 84/105 90/104 88/110 88/110
F£ 48l 01F712|(Vertical Traverse of Spindle) mm 250 300 400 420 420
F£0| Ho|H(Morse Taper in Spindle) MT #4(#5) #5 #5 #5 #5
FZ 5| HH 3 (Number of Spindle Speed) Step 9 12 12 16 16
F55|F8?l(Range of Spindle Speed) r.o.m 48-1,500 401,850 34-1,800 19-1,832 191,832
FE0|&2EHE4=(Number of Spindle Speed) Step 3 6 6 0.03-1.23 0.03-1,23
FZ0|&4 5% 2|(Range of Feed Speed) mmj/rov 0.1-03 0.06-1.0 0.08-0.8 12 12
FEDE}NSpindle Drive Motor) kw 22(37) 37 37 75 75
of AEI2EHArm Elevating Motor) kw 15 0.75 22 37 37
EAREE(Coolant Pump) w 60 100 100 100 100
2= REHClamping Motor) kw = e 15 0.75 0.75
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