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FS L2 Spring Mount (Deflection:50mm)

mFeatures

As a type of FSL series, it uses SMA2 type (static deflection of 50mm) a
nd prevents damage and distortion of the equipment and pipe. The up
per housing (compression plate) has a restrain bolt and level bolt, whil
e the CR-type acoustical non skid pad on the bottom is to prevent
the transfer of high—frequency vibration).

mUsage

# For refrigeratorof reciprocating and turbo types
# For cooling towers
# For otherlarge pieces of equipment of which weightoften changes

m Specification
No. Name of Components Material Standard
e ‘ L ? & VJ% 1 Non Skid Pad CR KSM6617
# s} ‘ Tf jT ‘ F FJ La T 2 Lower Housing SS400 KS D350
Lo = ‘ ‘ 3 Spring Seat CR KSM&o17
T == {—E oo SUP9 KSB 242
== 4 R HSW3 KS B 248
== 7 LT? V % 5 RestraintBolt 55400 KSB 102
[ ‘ %u 6 SpaceBar Plastic -
\ Laj (L%# 7 Upper Housing SS400 KSD 358
( 8 LevelBolt S5400 KSB 1002
B — H n
‘ ‘ ‘ A
mDimemsion & Selection Guide By Loads
Type Capacity = SpingConstant =~ Weight = oy Dimension(mm)
(kgf) (kgf/mm) ko) A B C D E H LevelBlot
FSL2-200 20 4 49 White
FS[2-300 30 6 51 Orange
FS[2-400 400 8 53 Pink
FS[2-500 50 10 Green 20 18 100 14 - 212 M2OX0
FS[2-600 a0 12 55 Blue
FSL2-750 70 15 Black
FSL2-1000 1000 2 56 Yellow
FSL2-1200 1200 % 19 Red
FSL2-1500 1,500 0 192 Black
FSL2-1800 1800 % 1% Blue 2 24 150 14 64 P M20X110
FSL2-2000 2000 L 197 Yellow
FSL2-2400 2400 8 21 Brown
FSL2-2500 2500 50 214 Brown
FSL2-3000 3000 & 217 White
FS12-3200 3200 & 2 White 30 2% 180 16 64 38 M24X110
FS12-3500 3500 0 26 Black
FSL2-4000 4000 D 239 Orange

(NOTE) The specification and data are subject to change without prior to for improvement of product performance and quality.






