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® CARBON STEEL CLAMP ANCHOR SPRING m CARBON STEEL CLAMP GUIDE

Type A B Ct T H | Bolt Type | A B | C | T H | Bolt Guide Bar
25 71| 030 | 45 38 | M0 o2 73| ©430 45 | 38 | MI0 | 20x38x4.5T(2EA)
®% 40 | 77 o427 | 45 38 | M0 ®3 | 400 8 | ®51.7 45 | 38 | MI0 | 20x38x4.5T(4EA)
40 86 | @486 45 38 | MI0 40 88 | ©57.6 45 | 38 | MI0 | 20x38x4.5T(4EA)
50 105 | ©605 | 6 50 | Mi0 50 106 | ®695 6 50 | MI0 | 20x50x4.5T(6EA)
©65 | 450 | 125 | 763 | 6 50 | Mio ©65 | 450 | 124 | 0853 6 50 | MI0 | 20x50x4.5T(6EA)
80 137 | ®89.1 | 6 50 | Mio 80 134 | o981 6 50 | MI0 | 20x50x4.5T(6EA)
®100 71 | o143 9 5| M2 ®100 171 | 01263 9 75 | M12 | 20x75x6T(6EA)
©125 | 550 | 197 | ®1398 9 5 Mi2 ©125 | 550 | 197 | ©141.8 9 75 M2 | 20x75x6T(6EA)
®150 20 o652 9 5 Mi2 ®150 22 01772 9 75 | M2 20x75x6T(6EA)
®N0 | o | 81 0263 9 5 Mi2 ON0 | | 281 0283 9 75 | Mi2 | 20x90x6T(8EA)
250 32 o274 9 90 | M 250 3 o794 9 9 | Mi2 | 20x90x6T(BEA)
®300 | o 4164 03185 9 0 | Mi2 ®300 | | 4164 ©3305 9 90 | MI2 | 20x90x6T(10EA)
350 4636 | 356 9 90 | M2 350 4536 | ©367.6 9 90 | MI2 | 20x90x6T(10EA)
©400 | 1000 | 530.2 4064 12 | 100 | M2 ©400 1000 | 530.2  ®4264 12 | 100 | M22 | 40x95x10T(BEA)
©600 | 1200 | 800 | ©609.6 19 125 | M4 ©600 | 1200 | 800 | ©629.6) 19 | 125 | M24 | 40x120x10T(10EA)
©800 | 1450 | 1050 | ©B128| 25 | 200 | M36 ©800 | 1450 | 1050 | ©832.8| 25 | 200 | M36 | 40x198x12T(12EA)

= COPPER CLAMP ® COPPER CLAMP ANCHOR, SPRING

Type A B C1 T H Bolt

25 72 | o858 | 45 38 M10

——- fol » Guide 32 400 72 ©34.92 | 45 38 M10
A & 40 79 | 04128 | 45 38 M10
50 9 | ®53.98 6 50 M10
65 450 114 | ©66.68 6 50 M10

80 126 ®79.38 6 50 M10

» Anchor 100 161 | ®10478 | 8 75 M12

125 550 182 | ®130.18 | 8 75 M12

150 07 | 015558 8 75 M12

200 650 214 | 02638 | 8 75 M12
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® CLAMPING Installation Features

COPPER PIPE CARBON STEEL/STS PIPE

WITH GUIDE WITH GUIDE

WITH SPRING RUBBER MOUNT(Before welding) WITH SPRING RUBBER MOUNT(Before welding)






