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Rock,
concrete

anertylmder Length mm 665

ver Cyl = mm 80
Plstnn Dia mm 45
== ks x -_-.-_ mm 29
Piston Q'ty per .
Power Cyiinﬂer =
ton 193
ea 4

:,,, sure  kg/cm® 1,100
ton 772

mm 85

Rock, Hard
concrete Rock
33 37
670 635
85 g5
50 60
29 2
10 8
216 249
4 4
1,100 1,100
864 996
90 105

'Fc-‘i 50 Pc-zoﬂn 1

Rock, Rock, Rock, Rock,
concrete concrete concrete  concrete
33 20 28 45
590 315 345 275
95 97 118 165
55 60 65 115
27 30 45 45
8 4 4 2
209 125 146 -229
4 3 3 2
1,100 1,100 ‘lﬂ“ﬂﬂ- 1,100
836 375 438 458
105 105 153 203

- Technical specifications are subject to change without prior notice due to quality improvement.
- Productivity is not dependent on the rock splitter but the drilling speed.
- The mentioned Productivity is just for reference.

Rock,
concrete

48
210

145

45

2

1,100
250
203

Formulation of power

7T/4x(Dia. of piston)? x Working pressure

Force of each Power Cylinder(ton) =

1000

X Q'ty of Piston
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Rotating Angle 55°

e

Rotating Angle 0°

® Hydraulic Core Drill Specification

| Model | PCD200R PCD 200 PCD 100R

Type
Operating Weight
Overall Length
Overall Width
Overall Height
Required Oil Flow
Operating Pressure
Drilling Depth
Diamond core bit (wet use)

Suitable Excavator

Rotation type

1,180 kg
2,517 mm
534 mm
1,120 mm

920 kg
2,345 mm
534 mm
1,700 mm
160~250 liter/min
150~250 kg/cm?

700 rpm
09~12m
@85~0203 mm
15~ 32ton(Bucket 0.6-1.0m3)

IC CORE DRILL

Hydraulic Core Drill

Fixed type

-

Rotating Angle 55°

Rotation type
590 kg
1,370 mm
520 mm
900 mm
60~80 liter/min

0.7 m
@85~@153 mm
5~12 ton{Bucket 0.15-03m’)
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www.powerkingme.com =

The Powerking PRS-series Rock Splitters are engineered to meet the
strongest cut noise and vibration specifications. Paten ted
Itis one of the most efficient systems available to split Rock or Concrete TeChHOIogy! !

in or around buildings or existing infrastructure.

- Solid Construction

4 ™
Dust seal » OO
Rod seal > (:) Handle
PistonCap ~——«—»
Piston > '
— O
Seal kits >
— : ] ‘t-ﬁ'-—
= Power Cylinder
G W,

TR

2 : 1060(L)x1050(W)
Dimension x940(H) mm
Weight 350kg

Electric Motor  220Volt/ 3 phase, 2 HP

Operating
Pressure

Hyd. Tank 40 liter
PRS Hyd. Rock splitter

1100kg/cm?2
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@ Completely Fractured Rock
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Powerking CGorporation
HEAD OFFICE ——
YongMa 2 Ro #6, Kwachen City, Kyung Ki Do, Seoul s
TEL: fsz-z-mﬁﬁgﬂﬁm: +82v2-5ﬂ4-2%;§§:;——
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