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Application / Customer's Benefit
The COR chuck is 1.D clamping chuck which has high surface,
also it has strongclamping force during high r.p.m. precision.

Technical features

Quick change rubber -steel segment collet
Round, square and hexagonal collets available
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Bar Work Chucking work
HiZ XI5~ / DIMENSIONS
COR-32 COR-50 COR-65 COR-90
165 165 180 210
| B | 150 150 170 190
150 150 170 170
| o | 7 87 103 103
| B | 45 45 49 55
130 130 150 150
M10 M10 M12 M12
| H | M24 M24 M30 M30
| k| 103 103 19 133
| OLmax. | 32 50 65 90
| oLmin. | 5 12 16 30
[ M| 205 275 25 25
| o | M60x2.0 M74x1.5 M90x2.0 M90x2.0
| Pmax. | 165 3 255 285
[ Pmin. | 135 20 25 225
HIZ At / SPECIFICATIONS
COR-32 COR-50 COR-65 COR-90
Z|cH ot [kef] Max. Clamping Force 6400 8200 9200 13300
Z|CH Q1EH [kgf] Max. Drawbar Pull 3200 4100 4600 6500
=22l &% [mm] Collect Expansion 1.0 1.0 1.0 2.0
E21q AEZ3 [mm]  Plunger Stroke 3 3 3 6
o2 [mm] Pin daw  Chucking Dia, _E2OTK 5~32 12~50 16~65 30~90
Chuck Work 7~32 12~50 16~65 30~90
5} 3/H4% [rpm]  Max.Speed 4500 4500 4000 3500
Weight 25 25 32 38




