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Application / Customer's Benefit
Front surface shaft can be machining after clamping.

Technical features
Change jaws and face driver to machine different sizes of shafts
OP# 10, 20 can be finished only one chuck.

HIZ AIF / SPECIFICATIONS

RS-200 RS-250 RS-300
Z|cH Q1= [kof] Max. Drawbar Pull 3800 6000 8000
18~80 25~110 40~140
etz [mm] Pin Jaw Clamping Range
Face Driver 12~70 12~100 30~130
Z|tf SIFEE [rp.m.] Max. Speed 4000 3500 2500
ol 0.19 0.79 1.35
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Special Chuck

Spring Center type

IAH

H|IZ X|4= / DIMENSIONS

RS-200 RS-250 RS-300
“ 200 250 300
m 164 205 205
m 139 1735 1735
192 240 240
m 205 2525 2525
m 190 221 221
“ 106.375 139.719 139.719
- 1334 1714 1714
“ 3xM12 3xM16 3xM16
50 60 80
m 96.5 109.5 1145
m 58.5 62.5 67.5
M16 M20 M24
n 30 45 50
m 415 49,5 495
_ M34x0.5 M40x0.5 M50x0.5
— 30 35 40
92 105 110
- 82 95 100
- 125 16.5 135
- M12 M16 M16




