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SAMCHULLY
NC ROTARY TABLE40

MTR2-174,174F

Spindle Dia. Ø110

Center Hight 240

Resister Dia. On Face Plate Ø54 (Ø110)

Distance of Center 320

Clamp Method Hydraulic Max. 35 bar
Allowable Work Inertia -

Weight 295

Rotating Axis Tilting Axis

Max. Spindle Speed 25 25

Gear Ratio 1/120 1/120

Repeatabillity Accuracy 4 4

Indexing Accuracy 40 60

Clamp Torque 600 900

Servo Motor SGMPS-15A2A6S SGMPS-15A2A6S

Horizontal [kg] 40, 40

Vertical [kg] 40, 40

F [kN] 4

F x L [N·m] 700

F x L [N·m] 600

[N·m] 160

SPECIFICATIONS

Controller type for Multi Spindle Tilting NC Rotary Table

Application / Customer's Benefit

Multi Spindle Titing Series, High Precision&High Speed Systems 

Convenient JIG Design, Extremely Rigid Body, High Clamping power (Hydraulic)

Model No.
Servo Motor Maker
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SAMCHULLY
NC ROTARY TABLE 41

MTR2-204,204F 5th axis for Multi Spindle Tilting NC Rotary Table

SPECIFICATIONS

Spindle Dia. Ø138

Center Hight 275

Resister Dia. On Face Plate Ø70 (Ø138)

Distance of Center 350

Clamp Method Hydraulic Max. 35 bar
Allowable Work Inertia -

Weight 360

Rotating Axis Tilting Axis

Max. Spindle Speed 25 25

Gear Ratio 1/120 1/120

Repeatabillity Accuracy 4 4

Indexing Accuracy 40 60

Clamp Torque 800 1200

Servo Motor αiF4 / 4000 αiF8 / 3000

Horizontal [kg] 50, 50

Vertical [kg] 50, 50

F [kN] 5

F x L [N·m] 1200

F x L [N·m] 800

[N·m] 180

Application / Customer's Benefit

Multi Spindle Titing Series, High Precision&High Speed Systems 

Convenient JIG Design, Extremely Rigid Body, High Clamping power (Hydraulic)

Model No.
Servo Motor Maker



N
C

 Rotary Table

SAMCHULLY
NC ROTARY TABLE42

MTR2-254,254F

Spindle Dia. Ø178

Center Hight 340

Resister Dia. On Face Plate Ø100 (178)

Distance of Center Ø400

Clamp Method Hydraulic Max. 35bar
Allowable Work Inertia 0.78

Weight 890

Rotating Axis Tilting Axis

Max. Spindle Speed 33.3 25

Gear Ratio 1/120 1/120

Repeatabillity Accuracy 4 4

Indexing Accuracy 40 60

Clamp Torque 1600 2600

Servo Motor αiF4 / 5000 αiF8 / 3000

Horizontal [kg] 100, 100

Vertical [kg] 60, 60

F [kN] 12

F x L [N·m] 1200

F x L [N·m] 900

[N·m] 800

SPECIFICATIONS

5th axis for Multi Spindle Tilting NC Rotary Table

Application / Customer's Benefit

Multi Spindle Titing Series, High Precision&High Speed Systems 

Convenient JIG Design, Extremely Rigid Body, High Clamping power (Hydraulic)

Model No.
Servo Motor Maker


