| Separated Converter Type LED Lighting Fixtures
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Application sectors

O ® &

I Dimension |

382

Ceiling Type

100 4—910 MTG.HOLES

200

126

9252

Qil Chemical and Onshore Offshore
refineries petrochemical plants plants
plants
L @ @
Low Fuel Fuel tanker loading/
temperatures depots unloading areas
Technical Data
A = SEBP-CELE-S-50 | SEBP-CELE-S-60 | SEBP-CELE-S-70 | SEBP-CELE-S-80 = SEBP-CELE-S-90 | SEBP-CELE-S-100
AH|FH (W) 50W B60W 70W 80W 90w 100W
x| AL HAMA V) 220V 220V 220V 220V 220V 220V
= ° 8 (%) 95014 950|4f 950]4f 950|%4f 950]&f 9508
MU E (%) 850|4¢ 850|4¢ 850( 4 850|4¢ 850[4 850| 4
2= (Im) 5,000 6,000 7,000 8,000 9,000 10,000
TEAE SIA(ERI) 750(
5 (Im/W) 1000
M2 (K) 5700K~6500K
= (AlZh 30,0000 4
MEFL2E(TC) -20°C ~ +40C
2 .se Ex d IIC T6 IP66 / Ex tD A21 IP66 T85C
Photometric Data Description
150° 180° 150 - Body : Die—casting aluminium
- Smps Box : Die—casting aluminium
- Globe : Tempered glass
10° 120° - Guard : Stainless steel (Optional)
- Mounting Box : Die—casting aluminium
- Gasket : Silicone gasket
- Bolts and screws : Stainless steel
- Coating : Epoxy coating
90 90° - Entries : PF3/4" threads
100 )
Compliance
200
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400
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Pendant Type

100 4—910 MTG.HOLES
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