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2 Way Valve 
(20A / 25A) 

PRODUT SPECIFICATION SHEET 

SPECIFICATION 

Type  Rotation ball type 

Install direction : Vertical / horizontal 

Medium  Water 

Ambient temperature  -10 ~ 60℃ 

Operating fluid temperature : 0 ~ 90℃(It shall not be frozen) 

Material : Body BRASS 

  Ball   EPDM 

 O-ring   Silicon 

  Shaft   BRASS 

APPLICATION 

This valve is used boiler,heat pump-system, air conditioner,etc. 

FEATURE 

 This valve has a excellent tightness.

 This valve has a characteristic that inner ball

is not sticking.

 This valve has self-rotation, so have no

sticking.
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SPECIFICATION 

Working pressure :  0.2 ~ 5 kgf/cm
2
 

Electrical 
chracteristic :  Voltage :  220 / 240 VAC, 50 /60 Hz 

   Rating :  2.5 / 3 (W ) 

   Operating time :  10sec 

 Current :  20mA 

Test pressure : 10 kgf/cm
2
 

Dieletric  strength 
: When AC 1,800V(50/60 Hz) is added between the connector 

   and body for  one second, detecting current is under 3 mA 

Insulation resistance 
: Between terminal and outer exposed metal parts shall be 

   100 ㏁ ever by DC 500V meggar. 

Flow characteristic 

FLOW
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DIMENSION 

The specifications and dimensions can be changed without warning 

Fig 1. MOTORIZING VALVE 

Fig 1. 2 Way valve

2-20A/25A 




