BIPOLAR MAGNETS FOR BILLETS OR BLOOM
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DIMENSION (mm) SPECIFICATION BILLET LxPCS
TYPE
A| B| C|D E |WT®Eg) | DCV | KW | 1107 | 1301 | 1507 2001

BM1060 | 1000 | 600 | 1150 | 1200 | 600 950 220 45 | 4.0x8 | 3.4x6 | 3.0x5 | 2.2x4
BM1460 | 1400 | 600 | 1050 | 1600 | 600 1100 220 70 | 40x11 | 3.4x9 | 3.0x8 | 2.2x6
BM1660 | 1600 | 600 | 1050 | 1800 | 600 1200 220 7.0 5.0x12 | 4.3x10 | 3.7x9 | 2.7x6
BMI1&65 | 1800 | 650 | 1200 | 2000 | 700 1800 220 8.0 5.0x15 | 4.3x13 |3.7x11]| 2.7x8
BM2170 | 2100 | 700 | 1300 | 2300 | 800 3000 220 10 | 6.0x18 | 5.0x15 |4.5x13|3.3x10
HBM1060 | 1000 | 600 | 1150 | 1200 | 600 1000 220 35 40x8 | 34x6 | 3.0x5 | 2.2x4
HBM1460| 1400 | 600 | 1050 | 1600 | 600 1200 220 55 4.0x11 | 3.4x9 | 3.0x8 | 2.2x6
HBM1660| 1600 | 600 | 1050 | 1800 | 600 1350 220 55 50x12 | 4.3x10 | 3.7x9 | 2.7x6
HBMI1865| 1800 | 650 | 1300 | 2000 | 700 2000 220 70 | 50x15 | 4.3x13 |3.7x11| 2.7x8
HBM2170| 2100 | 700 | 1400 | 2300 | 800 3200 220 80 | 6.0x18 | 5.0x15 |4.5x13|3.3x10

Type BMxxxx ; For Normal Temperature Billet Handling Magnet.(Below 1007T)
Type HBMxxxx ; For High Temperature Billet Handling Magnet.(Below 600C)
Lifting capacity ; L - Billet Length(Meters) PCS - Lifting pieces per one magnet
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