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NetEye108N 
Industrial RS232 to RS422/485 Converter 

 
User Manual 1.00 

Homepage : http://www.smic21.com 

Support : +82-2-6292-2100     khg@smic.co.kr, smic21@smic21.com 

Address : 서울시 금천구 가산동 SK트윈테크 타워 A-705      
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Device Feature 
   Photoelectric Isolation Interface Converter 

   RS232 to RS422/485 Converter 

    3500V isolation Voltage 

    the grade 2 Rapid Transient Voltage Suppressor 

    1000W lightning strike and surge protection  

    자동 RTS, Data Direction Check 

    4-wire RS422, 2-wire RS485 자동 감지 및   

     Built in Terminator 

    Software 필요 없음. 

   Max 128개  RS422/485 device 연결 

    Surge Production Grade 

 RS-232   600W surge protection 

    RS-422/485 1000W surge protection 

    Transmission Speed 

 Maximum 115K bps  to 1.2 Km 

  38.4K bps to 2.4 Km 

  600 bps to 5Km 

 Normal 500m (for 115200bps ~ 600bps)           

    -20도 ~ +70도 환경에서 운영가능 

    9~24V DC 산업용 전원 지원 



RS232 C   

RJ45 Connector to DB9 Cable 

1. 하드웨어  연결 

RS422              RS485    Interface 



LED Description 

TXD RX Data 발생 시 LED가 점등된다. 

RXD TX Data 발생 시 LED가 점등된다. 

Power 전원인가 시 LED가 On된다. 

DB9(Male) Signal I/O 

Pin2 TXD 

Pin3 RXD 

Pin5  GND - 

Terminal 
No 

1 2 3 4 5 6 
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2. LED & Interface Pin Spec 



3. Interface Converter 지원 모드 

1. RS232 to RS42 Point to Point  4 wire full duplex 
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RS422 Device 

2.   RS232 to RS422 Point to Multi-Point 4 wire full duplex 
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3.   RS232 to RS485 Point to Point/dual-line half duplex 
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4.   RS232 to RS485 Point to Multi-Point/ dual-line half duplex 
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