Unmanaged POE Injector

POE QIAIE]

TP 12 E POE Injector: SFC501/SFC501G

TP 12 E Gigabit Ultra POE Injector: SFC501U
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_ SFC501 SFC501G/SFC501U
|IEEE 802.3 10Base-T Ethernet
IEEE 802.3 10Base-T Ethernet IEEE 802.3u 100Base-TX Fast Ethernet
— I[EEE 802.3u 100Base-TX Fast Ethernet o
HE - Standard IEEE 802.3ab 1000Base-T Gigabit Ethernet
IEEE 802.3af Power over Ethernet
IEEE 802 3at Power over Ethernet |IEEE 802.3af Power over Ethernet
: |IEEE 802.3at Power over Ethernet
OIE{H|0| A -RI45 RE 10/100Mbps 10/100/1000Mbps
Max. 30Watt: SFC501G
ROz Max. T9Watt Max. 60Watt: SFC501U
Al SFC501G: Endspan 1/2(+), 3/6(-)
oo - POE Pin Midspan 4/5(+), 7/8(-) SFC501U: Model-A: 1/2(+), 3/6(-),
Model-B: 4/5(+), 7/8(-)
- POE Power 48V ~ 56V 48V ~56V(SFC501U: 56V)
- 2= S225:0°C~60°C, ET2E:-20T ~ 80T SA2E:0°C~45°C, BA25:40C ~ 70T

— = 5 ~95% (0]&0| HW5|2| %S )

100~240VAC, 50/60Hz

60mm(W) x 145mm(D) x 40mm(H)

79mm(W) x 160mm(D) x 44mm(H)

At

SFC501 10/100Mbps TP 1X£E, 19Watt, POE Injector

10/100/1000Mbps TP 12 E

, 30Watt, POE Injector

10/100/1000Mbps TP 12 E

, 60Watt, POE Injector
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