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One Stage Valve Two Stage Valve

Operating Pressure

Flow rate

Pump system

Inlet reservoir

Dimension

Weight

Max. 1,500bar

Max. 100ml/min

Motor driven type [ 220VAC, 1PH, 60Hz, 1HP ]

300ml

490(D) x 580(W) x 445(H)mm

Approx. 40kg

NLM100-Z75 120 ml / min 최대2000 bar 75 um Z type

Max Pressure Size
Interaction Chamber

TypeFlow RateFlow Rate

Operating Pressure

Flow rate

Pump system

Inlet reservoir

Dimension

Weight

Max. 2,000bar 

Max. 120ml/min  

Motor driven type [ 220VAC, 1PH, 60Hz, 1HP ]

500ml

583(D) x 576(W) x 435(H)mm

Approx. 45kg

100 ml / min 1500 bar Variation 2 Stage vlave

Max Pressure Size
Interaction Chamber

TypeFlow Rate
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Back Flashing System Chamber

Operating Pressure

Flow rate

Pump system

Inlet reservoir

Dimension

Weight

Max. 2,000bar

Max. 500ml/min

Hydraulic unit system

2000ml

800(D) x 850(W) x 1500(H)mm

Approx. 800kg

500ml/min 2000 bar 100um Z type / Y type

Max Pressure Size
Interaction Chamber

TypeFlow Rate

NH8000

NH2000
NH2000

NH4000

NH8000

2l / min

4l / min

8l / min

2000 bar

2000 bar

2000 bar

100, 400um

100, 400um

100, 400um

Z / Y type

Z / Y type

Z / Y type

Max Pressure Size
Interaction Chamber

TypeFlow RateSeries
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1800 bar
[1 pass] 

2000 
[5 pass] 

2000 bar
[3 pass] 

2500 bar
[5 pass] 

2000 bar
[5 pass] 

2500 bar
[3 pass] 

2000 bar
[3 pass] 

2500 bar
[3 pass]

1000 bar
[3 pass]

2500 bar
[3 pass]

2500 bar
[3 pass]

2000 bar
[3 pass] 




