METAL FRAMING SYSTEMS

LOCK FOR THESE FEATURES :

—— Large chamfer in nut eases starting of bolt.

— Special shaped clamping ridges and tapered,
- serrated grooves produce strong vise-like grip
between channel and nut.

W Channel and nut are aligned since the special
shaped clamping ridges and the nut's tapered
grooves act as guides.

B Nut grooves grip clamping ridges tying
channel sides together as bolt is thightened

M Longitudinal movement of nut is resisted as
hardened teeth dig into the clamping ridges.

W Spring holds nut in places-the workman’s
“third hand”

The UNISTRUT connection
strong, fast, economical, adjustable for all framing uses and standardizing all joints.

-
/

Spring nut is inserted any- A 90 degree turn positions the The fitting makes the con- Tightening by a wrench, locks

where along continuous slot. serrated grooves in the nut nection between any framing the serrated teeth of the nut

Rounded nut ends permit with the clamping ridges of channels or as means for into the clamping ridge of the

easy insertion. the channels. other attachments. channel to make the strong
vise like connection.
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1000 CHANNEL & COMBINATIONS

10
a N I

10

19
!

I
|
2 Wt. kg/m 2.8

SH 1000 channel and combinations are roll
formed from 12 gauge(2.6t) strip steel.
23 Standard lengths 3M and 6M.
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ENGINEERING DATA-42MM CHANNEL & COMBINATIONS 3300 CHANNEL & COMBINATIONS

LOAD LQAD LOAD
¥ ¥
42 o
END OF SH 3300 channel and combinations are roll
MEMBER 10 F—22 10 formed from 12 gauge(2.6t) strip steel.
SECTION SECTION SECTION 15 ﬁ | :t:‘r Standard lengths 3M and 6M.
LISTED LISTED LISTED 1 7y, s
10 L |

SECTION RECOMMENDED LOAD IN kg

SECTION RECOMMENDED LOAD IN kg SECTION RECOMMENDED LOAD IN kg

Wt. kg/m 2.0
SH 1000 2267 SH 1000 1587 SH 1000 3628
SH 3300 2721 SH 3300 1814 SH 3300 4082
42
DESIGN LOAD DATA FOR TYPICAL “UNISTRUT” CHANNEL CONNECTIONS 1_" IA‘
| [ I
Safety factor =215 based on ultimate strength of connection Sf__ | -
Load diagrams indicate up to three design loads, on for 12 gauge sections(listed as SH 1000) 5
Wt. kg/m 4.0

FLAT PLATE FITTINGS BEAM LOADS :

Allowable uniformly distributed loads are listed for various simple spans, that is, beam on two supports. If load is concentrated at
center of span, multiply load from table by 0.5 and corresponding deflection by 0.8.

SECTION  RECOMMENDED LOAD IN kg
SH 1000 453 Stress 1757kg/cn

Recommended for use where deflection is not a factor on long spans.
Deflection 1/240 span — Recommended for use when deflection is a factor.

COLUMN LOADS :

NINETY DEGREE FITTINGS (when used in positon shown) Column loadings are for allowable axial loads for the unsupported heights listed and include a k value of 0.80.
If loads are eccentric, loads should be reduced according to standard practice.

F-1026

| | | . NOTE : “Long span deep beams should be supported in a manner to prevent
1 } 317kg } BEAM AND COLUMN DATA : rotation at supports and tied between supports to prevent twist.”
l ! } } BEAM SPAN OR COLUMN SECTION UNIFORM LOAD AT DEFLECTION AT UNIFORMLOAD@MAX  MAX LOADING OF
i L 7777777777 1 SH1000 680kg | 1 2301300 UNSUPPORTED HEIGHT(mm) ~ NUMBER 1757kg/em? STRESS ~ 1757kg/cm? STRESS  DEFLECTION=1/240 SPAN COLUMN(kg)
! I ! ! SH 3300 45 10 - 3565
Both end
i E coppored 1 1 Bofhende 609 SH 3301 121 06 ; 7961
! ! suppo SH 3300 36 14 191 3207
‘ ! ! 762
N-2016 | | SH 3301 96 .09 - 7571
| N-2015 | N-2023 N-2044 914 SH 3300 30 21 132 2808
SH 3301 81 13 - 7140
| : : w o | g |2 : o
‘ ‘ ik SH 3300 29 38 73 1878
| | | .
s L S | | {—‘ | 1218 SH 3301 60 23 340 6164
‘ I SH1000 453kg Ny ! SH1000 907kg ‘ P SH 3300 18 59 45 1202
! i ! ! SH 3301 48 34 227 5044
| Both ends ‘ Both ends ‘ SH 3300 15 85 32 835
supported } supported } 1828 :
N-2016 | ! g: 3388 40 51 154 3769
| | 2132 y ) - y
T N-2022 : N-2021 g: gggé 34 70 109 2767
2436 SH 3301 30 92 86 2118
‘ SH 3300 - - - =
| i SH 3301 24 1,62 45 )
SH 1000 907kg \ -
|
| VN B 51000 1360kg ELEMENTS OF SECTION : Strength of SH 4010 Nuts used in Sh 3300 :
|
| = m
Axis 1-1 Axis 2-2 . .
i Both ende Part No. W:;/M- s t_Arfga of I S r 1 S r Resistance to Slip — 680kg per bolt
supporte i
| (ko) _SectionSa.(em) gt omt cm om' om cm Pull Out Strength ——— 680kg per bolt
N-2024 N-2045 l N-2025 SH 3300 . 1.665 |1.278 | 0.808|6.119 | 2.966| 1.547 -
w SH3301 | 40 7.534(3.392 | 1.214/12.237|5.932| 1.547 Minimum Safety Factor of 3
*|-Moment of Inertia S-Section Modulus r-Radius of Gyration
m_ —W
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CHANNEL STYLES CHANNEL NUTS

SOLT HOLE TYPE CHANNEL NUTS for SH 1000

WITH SPRING
Part No. SIZE THREAD

SH 1006-0832 #8 32

SH 1006-1024 #10 24

SH 1006-1420 1/4” 20

SH 1007 516" 18

Slots 50 on center SH 1008 3/8” 16

SH 1009 716" 14

SH 1010 1727 13

Part No. SOLTSIZE  SECTIONDIMENSION  MATERIAL THICKNESS(mm) Wi, kg/m SH 10128 ol M

SH1000 HS-1| @7 x 16 42 x 42 2.6 2.8 SH 10235 S 10

SH1000 HS-2| @11 x 20 42 x 42 26 28 Sl e °
SH1000 HS-3| @12x37 42 x 42 26 2.8
SH1000 HS-4| @14 x28 42 x 42 26 2.8
SH1000 HS-5| @18 x30 42 % 42 26 28
SH3300HS-1| @7 x16 42x25 26 2.0
SH 3300 HS-2| @11 x 20 42x25 26 2.0
SH 3300 HS-3| @12x37 42 x 25 26 2.0
SH 3300 HS-4| @14 x28 42x25 26 2.0
SH 3300 HS-5| @18 x 30 42x25 26 20

Standard length - 3M and 6M
SH1000 HS-3 & SH 3300 HS-3 : Slots 70 on Center

HOLES TYPE CHANNEL NUTS for SH 3300

WITH SPRING
Part No. SIZE THREAD

SH 4006-0832 #8 32

SH 4006-1024 #10 24

SH 4006-1420 1/4” 20

SH 4007 5/16” 18

SH 4008 3/8” 16

Holes 50 on center SH 4009 716”7 14

SH 4010 1/2” 13

SH 4012S 5/8” 11

SH 4023S 3/4” 10

Part No. HOLE SIZE SECTION DIMENSION  MATERIAL THICKNESS(mm) ~ Wt. kg/m
SH1000 T 18 42 <42 2.6 2.8
SH3300T 18 42 <25 2.6 2.0
Standard length - 3M and 6M
_ . Www.suhhani.com] m
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STUD NUTS

SH 2378-1 thru SH 2382-3

STANDARD SCREWS

FLAT HEAD MACH. SCREWS

(= NOTE : GROOVES

@ SERRATED

1/4” - 20 NUTS

“A” STUD LGTH “B” THD LGTH
SH 2378-1 78 3/4°
SH 2378-2 11/8” 718
SH 2378-3 13/8” 11/8
516" - 18 NUTS
“A” STUD LGTH “B” THD LGTH
SH 2379-1 /8 3/4°
SH 2379-2 11/8” /8
SH 2379-3 13/8” 11/8”
3/8”-16 NUTS
“A” $TUD LGTH “B” THD LGTH
SH 2380-1 7/8” 3/4"
SH 2380-2 11/8” 7/8”
SH 2380-3 13/8" 11/8”
SH 2380-4 15/8” 13/8"
SH 2380-5 17/8" 15/8”
SH 2380-6 21/8" 17/8”
1/2”-13 NUTS
“A” $TUD LGTH “B” THD LGTH
SH 2381-2 /8 172
SH 2381-3 11/8” 3/4”
SH 2381-4 13/8" 17
SH 2381-5 15/8” 11/4”
SH 2381-6 17/8” 11727
SH 2381-7 21/8" 13/4”
58" -11 NUTS
“A” STUD LGTH “B” THD LGTH
SH 2382-2 1178 7/8”
SH 2382-3 13/8” 718

Special stud lengths and thread lengths can be supplied upon request.
UNISTRUT stud nuts with spring to be used in SH 1000 channels.

(90 [wwwsuhanioom
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PART NUMBER

HFMS025062EG M6 < 15mm
HFMS031100EG M8 < 25mm
HFMS050100EG M12 % 25mm

HEX HEAD CAP SCREWS

PART NUMBER SIZES PART NUMBER SIZES

HHCS025044EG M6 > 11mm HHCS037200EG M10 % 50mm
HHCS025075EG M6 > 19mm HHCS037225EG M10 x 57mm
an HHCS025150EG M6 < 37mm HHCS037250EG M10 X< 62mm
= HHCS031125EG M8 > 31mm HHCS050094EG Mi22c23mm
) HHCS037075EG M10 19mm HHCS050119EG M12 > 30mm
= HHCS050150EG M12 % 37mm
= HHCS037087EG M10 % 22mm
= HHCS050175EG M12 % 42mm
= HHCS037100EG NI 2T HHCS050200EG M12 X 50mm
HHCS037125EG M10 < 31mm HHCS050225EG M12 < 57mm
HHCS037150EG M10 < 37mm HHCS050250EG M12 < 62mm
ROUND HEAD MACH. SCREWS
PART NUMBER PART NUMBER
HRMS025050EG M6 > 12mm HRMS037100EG M10 % 25mm
HRMS025075EG M6 x 17mm
HRMS025100EG M6 x 25mm HRMS037125EG M10 > 31mm
HRMS031100EG M8 x 25mm
HRMS031125EG M8 < 31mm HRMSO037150EG M10 < 37mm
HEX SLOTTED MACH. SCREWS
PART NUMBER SIZES
!ﬁ — HSHS025050EG M6 < 12mm
_ﬂ HSHS025062EG M6 x 15mm
=t HSHS025075EG M6 > 19mm
= HSHS031100EG M8 x 25mm
= HSHS031125EG M8 > 31mm
= HSHS031150EG M8 x 37mm
HSHS037125EG M10% 31mm
CONE POINT SET SCREWS
PART NUMBER PART NUMBER
HCSS025100EG M6 x 25mm HCSS050150EG M12 % 37mm
HCSS031150EG M8 x 37mm HCSS050200EG M12 > 50mm
HCSS037150EG M10 < 37mm HCSS062150EG M16 > 37mm
HCSS037200EG M10 < 50mm HCSS062200EG M16 < 50mm
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STANDARD SCREWS, NUTS AND WASHERS

HEXAGON NUTS

CHANNEL WIDTH SERIES

UNISTRUT General Fittings

\ PART NUMBER
HHXNO25EG M6
) HHXNO31EG M8
\ HHXNO37EG M10
N~ HHXNO50EG M12
HHXNO62EG M16

PART NUMBER PART NUMBER

HFLWO025EG M6 HFLWO50EG M12
HFLWO31EG M8 HFLWO0B2EG M16
HFLWO037EG M10 HFLWO075EG M20
LOCK WASHERS
PART NUMBER PART NUMBER

HLKWO025EG M6 HLKWO50EG M12

@ HLKWO31EG M8 HLKWO062EG M16
HLKWO037EG M10 HLKWO075EG M20

THREADED ROD - COUPLER NUTS

STEEL THREADED ROD

PART NUMBER THREAD PER 25.4mm

HTHRO10

HTHRO11 #10 32
HTHR025 M6 20
HTHR031 M8 18
HTHR037 M10 16
HTHRO044 M12 14
HTHRO050 1/2” 13
HTHR062 5/8” 11
HTHRO75 3/4” 10
HTHRO87 7/8” 9
HTHR100 17 8

STEEL COUPER NUTS
\ PART NUMBER SIZE THREAD PER 25.4mm

HRCNO025 1/4” 20
HRCNO031 5/16” 18
HRCNO037 3/8” 16
HRCNO044 7/16” 14
HRCNO050 1727 13
HRCNO062 5/8” 11
HRCNO75 3/4” 10
HRCNO087 7/8" 9
HRCN100 17 8
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MATERIAL

Unless otherwise noted, all UNISTRUT fittings are punch press formed from hot rolled pickled and oiled plate or
strip steel.

STANDARD DIMENSIONS

The following dimensions apply to all fittings except as noted on the part darwings :
Hole size 12mm diameter Fitting width 42mm

Hole spacing 20mm form end of fitting Fitting 6.0mm

48mm center to center

FITTING APPLICATION

All parts drawings illustrate only one application of each fitting. In most cases many other applications are
possible. The UNISTRUT members shown in the illustrations are SH 1000, 41mm square, except where noted
otherwise. All 14mm diameter holes use 4” x< 13 hex head cap screws and »4” UNISTRUT nuts-SH 1010, SH
4010 depending on the UNISTRUT channel used. Nuts and bolts are not included with the fitting and must be
ordered separately.

DESIGN LOAD DATA

Design load data, where shown, is based on the ultimate strength of the connection with a safety factor of 214

DESIGN BOLT TORQUE
Bolt size 4720 She"-18  %"-16  '/2"-13
poot-pounds 6 11 19 50

FINISHES
All fittings in thes section are available in plain, PERMA-GREEN, or hot dipped galvanized finish

METRIC CONVERSIONS

To convert engineering data to Metric Equivalents see reference table.

- wsilancon] 93
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FLAT PLATE FITTINGS

SQUARE WASHER

PartNo. BOLTSIZE HOLE SIZE(mm) Wt. kg/c

F1011 | 5/16” 8.7

F1012 3/8” 1141
F1013 1/2” 14.2
F1014 | 5/8” 17.4
F1015 | 3/4” 20.6
F1016 | 7/8” 23.8

6.3 F1019

Part No.
F1017

F1018

TAPPED HOLE

37

35

3/8” THICK

U.S. STD THD. SIZE

M10-16

M12-13

M16-11

2-HOLE SPLICE PLATE

Part No. F-1023

\J Wt. kg/c 0.17

Part No. F-1024

Wt. kg/c 0.15

3-HOLE SPLICE PLATE

Part No. F-1025

Wt. kglc 0.26

3-HOLE SPLICE PLACE

Part No. F-1026

4-HOLE SPLICE PLACE

Part No. F-1027

Wt. kg/c 0.35

Part No. F-1028

Wt. kg/c 0.42

2-HOLE SWIVEL PLATE

Part No. F-1029

3-HOLE SWIVEL PLATE

Part No. F-1030

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

4-HOLE SPLICE PLATE

Part No. F-1031

Wt. kg/c 0.33

3-HOLE ANGLE PLATE

Part No. F-1032

=

Wt. kg/lc 0.27

FLAT PLATE FITTINGS

TEE PLATE

Part No. F-1033

Wt. kg/c 0.36

GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

CROSS PLATE

Part No. F-1034

Wt. kg/c 0.47

3-HOLE CORNER CONN

Part No. F-1035

4-HOLE ANGLE CONN

Part No. F-1036

4-HOLE CORNER CONN

Part No. F-1037

87
o

Wt. kg/c 0.47

5-HOLE CORNER CONN

Part No. F-1038

Wt. kg/c 0.68

3-HOLE SYMMETRICAL PLATE

Part No. F-1039

4-HOLE SYMMETRICAL PLATE

Part No. F-1040

SYMMETRICAL PLATE (5-HOLE, 6-HOLE & 7-HOLE)

Part No. F-1041

Part No. F-1042

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

Part No. F-1043

n
w

1

3

Wt. kg/c 1.08

[/




GENERAL DATA GENERAL DATA

hole size- 14mm diameter hole size- 14mm diameter
NINETY DEGREE ANGLE FITTINGS ezt NINETY DEGREE ANGLE FITTINGS ~ w=rsimmients
48mm on center 48mm on center

width- 42mm width-42mm

thickness-6mm thickness-6mm

1-HOLE CORNER CONN 2-HOLE ANGLE CONN ANGLE TEE CONN

Part No. N-2015 Part No. N-2016 Part No. N-2027 Part No. N-2028 Part No. N-2029

104~ |

o © Q
200 Wt. kg/c 0.17 Wt. kg/lc 0.47 Wt. kg/c 0.25
3-HOLE CORNER CONN ANGLE TEE CONN
Part No. N-2021 Part No. N-2030 Part No. N-2031 T Part No. N-2032

S

Wt. kg/c 0.26 Wt. kg/c 0.26

-

Wt. kg/c 0.25

3-HOLE CORNER CONN 3-HOLE ANGLE FITTING 4-HOLE ANGLE FITTING ANGLE TEE CONN

Part No. N-2022 Part No. N-2024 Part No. N-2033 Part No. N-2034 Part No. N-2035

™
0
D =k
0 136
)

Wt. kg/c 0.32

10

50 ol Wt. kg/c 0.36
-
GUSSETED CORNER CONN 4-HOLE 90° OFFSET ANGLE ANGLE TEE CONN
Part No. N-2025 Part No. N-2026 Part No. N-2036 Part No. N-2037 Part No. N-2038
::13;\ 87
U 0
100
l Wt. kg/c 0.60 Wt kglc 0.47 Wi, kgl 0.38
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GENERAL DATA GENERAL DATA
hole size- 14mm diameter hole size- 14mm diameter

NINETY DEGREE ANGLE FITTINGS R ANGULAR FITTINGS LT

width-42mm width-42mm
thickness-6mm thickness-6mm

ANGLE TEE 90° ADJ. DOUBLE STRUT SUPPORT SLOTTED ANGLE CONN 90° ANGLE CONN

Part No. N-2039 Part No. N-2040 Part No. N-2041 Part No. N-2054 Part No. N-2055

Part No. A B Wt. kg/c
Wt. kg/c 0.70 N-2052 168 101 0.86 Wt. kg/c 0.15
N-2053 | 219 152 1.10
ANGLE TEE 90° 90° ANGLE CONN 2-HOLE ANGLE CONN
Part No. N-2056 Part No. N-2057

=1 i Il Part No. A B (mm) C(mm)
N-2058 | 8215 90 43
U= N-2059 | 75° 90 43
m = N-2060 | 6715 89 44
N M12-13 STUD N-2061 | 60° 85 50
soll ? I 40 N-2062 | 5215 87 52

0] > N-2063 45° 76 58

! N-2064 | 371 89 71

|| SH1000 N-2065 37v% 68 66
L Wt. kg/c 0.20 Wt. kg/c 0.26

GUSSETED CORNETR CONN KNEE BRACE ANGULAR FITTING

Part No. N-2046 Part No. N-2047

Part No. N-2066
DESIGN AXIAL LOAD 544kg Part No. A B (mm)
\ N-2067 30° 87
N-2068 221% 84
N-2069 15° 84
Wt kglc 1.04 N-2070 7% 84

346 Wt kglc 0.26

ADJUSTMENT ANGLE
Part No. N-2048 Part No. N-2051 Part No. N-2051
Part No. A B (mm)
~ N-2071 8214 65
N-2072 75° 66
N-2073 671% 68
N-2074 60° 70
= N-2075 5214 73
346 N-2076 45° 77
\ N-2078 37% 81
Wt. kg/c 1.03
Part No. A B Wt. kg/c e Wt. kgic 0.26
N-2049 | 125 63 0.29
N-2050 | 175 114 1.38
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ZEE CLAMP

Part No. Z-3014

Wt. kg/c 0.4

“Z2” SHAPE FITTINGS

Part No. Z-3015

Wt. kg/c 0.4

GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

Part No. Z-3017

Wt. kg/c 0.25

2-HOLE & 3-HOLE ZEE ANGLE CLAMP

Part No. Z-3019

Wt. kg/c 0.21

GENERAL DATA
hole size- 14mm diameter

“Z” HAPE FI'ITIN hole spacing- 20mm from end
48mm on center

width-42mm
thickness-6mm

BUSS DUCT CONN

2-HOLE & 3-HOLE OFFSET ZEE ANGLE

Part No. Z-3022

Part No. Z-3023

\/—\-/
WH. kg/c
Z-3024 101 0.36
Z-3025 127 0.41
Wt. kg/c 0.31 Wt. kg/c 0.42 Z-3026 152 0.47
Z-3027 178 0.52
Z-3028 203 0.57

2-HOLE ZEE ANGLE CLAMP

Part No. Z-3021

Wt. kg/c 0.25

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

Wt. kg/c 0.17

OFFSET CONN

Part No. Z-3012

SHEATH ATTACH CORNER CONN

87 /‘\87\

Part No. Z-3029 Part No. Z-3030

Wt. kg/c 0.31 Wt. kglc 0.17

SHEATH ATTACH CORNER CONN

ADJ. OFFSET ANGLE

Part No. Z-3031

Part No. Z-3032 Part No. Z-3033

TAPPED
M8-18 THD /v/
N

Wt. kg/c 0.42 Wt. kg/c 0.24 Wt. kg/c 0.31

TAPPED
M8-18 THD
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“U” SHAPE FITTINGS

BEAM CLAMP MEMBER

Part No. U-4011

=T
. o kSO\‘

it
o

BUSS DUCT CONN CLEVIS

GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

STRUT SUSPENSION MEMBER

Part No. U-4017

Wt. kg/lc 0.24 U-4012 100 0.35 Wt. kg/c 0.31
U-4013 127 0.40
U-4014 152 0.45
U-4015 178 0.50
U-4016 203 0.56
CHANNEL SPLICE PLATE

Part No. U-4020

Wt. kg/c 0.58

Part No. U-4022

Wt. kg/c 0.89

DESIGN LOAD 544kg
Part No. U-4025

ial )

Part No. U-4024

41 14DIAM 1 HOLE
@ = —
0 0
184
0 v | Y
) 11 DIAM 2 HOLES
25
0
woo Wt. kg/c 0.46
Wt kglc 1.2 REQUIRES M10 x 37mm BOLT & NUT

(NOT INCLUDED)

DESIGN LOAD—1134kg
Part No. U-4026

Wt. kg/c 1.0

REQUIRES M10 x 37mm BOLT & NUT
(NOT INCLUDED)
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GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

“U” SHAPE FITTINGS

CHANNEL “U” SUPPORT

Part No. U-4027 Part No. U-4029

Part No. U-4031

SH 1000

U

Wt. kg/c 0.32

Wt. kg/c 0.26 Wt. kg/c 0.40

Part No. U-4032 Part No. U-4035

136

SH 1001

Wt. kg/c 0.43 Wt. kg/c 0.58

Part No. U-4036 Part No. U-4038

Wt. kg/c 0.89

Wt. kg/c 0.47
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GENERAL DATA
hole size- 14mm diameter

“U” SHAPE FITTINGS

width-42mm
thickness-6mm

GENERAL DATA
hole size- 14mm diameter

WING SHAPE FITTINGS o o

width-42mm
thickness-6mm

CHANNEL “U” SUPPORT
Part No. U-4039 Part No. U-4040 Part No. U-4041

SH 1001

Wt. kg/c 0.77 Wt. kg/c 1.16 Wt. kg/c 0.94

Part No. U-4045 Part No. U-4046

Uy
1 M12-13 THD
\F 19
\L 54
B(mm) Wit. kg/c
U-4042 184 104 0.47
U-4043| 216 136 0.54 Wt. kg/c 0.28 Wt. kg/c 0.29
U-4044 263 184 0.59
Part No. U-4047 Part No. U-4048
/‘
M12-13THD - 136 4,

TAPPED M8-18 THD

Wt. kg/c 0.29 Wt. kg/c 0.40

Part No. U-4049 Part No. U-4050

SN

SH 1000

7 DIAM 3 HOLES

0
27 \ 3 THICK

Wt. kg/c 0.34 Wt. kg/c 0.08
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CLEVIS CONN
Part No. W-5010 Part No. W-5011 Part No. W-5012

Wt. kg/c 0.27 Wt. kg/c 0.27 Wt. kg/c 0.54

Part No. W-5013 Part No. W-5014 Part No. W-5015

Wt kg/c 0.54 Wt. kg/c 0.34 Wt. kg/c 0.52

Part No. W-5016 Part No. W-5017

SH 1000

Wt. kg/c 0.70 Wt. kg/c 0.24

Part No. W-5018 Part No. W-5019

Wt. kg/c 0.42 Wt. kg/c 0.68
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GENERAL DATA
hole size- 14mm diameter

WING SHAPE FITTINGS

width-42mm
thickness-6mm

GENERAL DATA
hole size- 14mm diameter

P T BA E hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

WING FITTING

Part No. W-5020 Part No. W-5021 Part No. W-5022

Wt. kg/c 1.40
41

41
Wt. kg/c 1.04 Wt. kg/c 0.80 Wt. kg/c 0.80

Part No. W-5026 Part No. W-5027

FITTING NOTCHED FOR
CONTINUOUS VERTICAL

Wt. kg/c 1.43

Part No. W-5028 Part No. W-5029

Wt. kg/c 1.24 Wt. kg/c 0.51

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

Wt. kg/c 0.52

SH 2072 SH 2072 A

19 diam 4 holes

!
76 (\ 1000

Wt. kg/c 1.39

Wt. kg/c 1.69

~—— 76 —— 76 —

152

SH2073 SH2073 A

19 diam 4 holes

Wt. kglc 1.47 Wt. kg/c 1.85
76 76 —
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GENERAL DATA
hole size- 14mm diameter

SPECIAL APPLICATION FITTINGS T CONCRETE INSERTS

width-42mm
thickness-6mm

45° STAIR TREND

SUPPORT 3712° STAIRT

SUPPORT

SH 1000
Wt. kg/c 0.99 Wt kgfc 0.96
SH 1204 thru SH 1208 SH1201 thru SH1203
WALL LADDER _ LADDER RUNG
BRACKET 20
W. kg/c
SH1204 | 60 152 0.51 140 ‘
. SH1205 | 111 203 0.74
B SH1206 | 162 254 0.98 %‘ _ ]2 100 | 20 5
. SH1207 | 212 304 1.21 | | |
2 SH 1208 | 263 365 1.44 —
0 50
Y
J/\ WH. ko/c ‘ ©
SH 1201 304 0.84 ) .y | e S i e e )
SH 1202 381 1.00 — | 300XN
- 20 SH 1203 457 1.15 g !
L #\ U ittt b el el gt ettt el
\
LENGTH
SH 2454 SH 2470-50, -75 & -100 10 10
42 Wt. kg/c 0.17
LIGHT WEIGHT AXLE PIPE AXLE SUPPORT PIPE COUPLING FITTING
FOR 32A STD.
NOTCHED '2 ﬂ\44 - CATALOG No. LENGTH CATALOG No. LENGTH CATALOG No. LENGTH
FORS2A o | T eeekg 226kg Cl 1003 300 Cl 1004 400 Cl 1005 500
STD PIRE- - I Cl 1006 600 C11008 800 Cl 1009 900
CN | 5 €1 1010 1000 cl 1012 1200 Cl 1015 1500
Nl - —— cl 1018 1800 Cl 1021 2100 Cl 1024 2400
o Farto. ERE COUE NG SZER i ofe cl 1027 2700 C1 1030 3000 Cl 1036 3600
SH 2470-50 v 0.35 Cl 1042 4200 Cl 1048 4800 Cl 1054 5400
P [T 11 SH 2470-75 3% 0.43 C1 1060 6000
63 1. o Wi, kglc 0.67 SH 2470-100 17 0.46

OVER-CHANNEL END CAPS

Caps provide a protective covering on protruding
channels to guard against personal injury or damage

FITS $H-3300 FITS SH-1000 to clothing.
CHANNEL CHANNEL . . . .
. < They are a white plastic and slip easily over the ends
% f channel.
e of channe

Wt. kg/c 0.01 Wt. kg/c 0.015

Wt. kg/c 0.30 Wt. kg/c 0.49 Wt. kg/c 4.5

- wwsian.con] {09
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BRACKETS

GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

SH 2491 R-L thru SH 2503 R-L

11dia

11dia

11dia

R-AS SHOWN
L-OPPOSITE HAND

NOTE : “When used for mechanical supports, load
capacities of brackets and fittings should be
reduced by 50% to reflect a safety factor of 5 as
required by the American Standard Code for
Pressure Piping.”

Part No. A B (¥ Wt. kg/c
SH 2491R-L 152 49 77 0.30
SH 2492R-L 203 62 128 0.42
SH 2493R-L 254 75 179 0.54
SH 2494R-L 304 87 77 0.69
SH 2495R-L 356 100 103 0.78
SH 2496R-L 406 113 128 1.01
SH 2497R-L 458 125 154 1.20
SH 2498R-L 508 138 179 1.40
SH 2499R-L 558 151 204 1.61
SH 2500R-L 609 163 128 1.81
SH 2501R-L 660 172 145 2.02
SH 2502R-L 711 189 162 2.24
SH 2503R-L 762 202 179 2.47

12 GAUGE STEEL

DESIGN UNIFORM LOAD ON BRACKETS
SH 2491R-L thru SH 2503R-L
(channel upright listed)

SH 1000 136kg
SAFETY FACTOR-2)2

SH1769 SH 1771

Wt. kglc 0.93

DESIGN UNIFORM LOAD
(channel upright listed)

SH 1000 363kg
SAFETY FACTOR-2)2

\J‘U Wt. kgic 3.34

DESIGN UNIFORM LOAD
(channel upright listed)

SH 1000 408kg
SAFETY FACTOR-2%

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

SH 1777

BRACKETS

GENERAL DATA
hole size- 14mm diameter
hole spacing-20mm from end
48mm on center
width-42mm
thickness-6mm

NOTE : “When used for mechanical supports, load
capacities of brackets and fittings should be
reduced by 50% to reflect a safety factor of 5 as
required by the American Standard Code for
Pressure Piping.”

DESIGN UNIFORM LOAD
(channel upright listed)

SH 1000 544kg
SAFETY FACTOR-2)2

Wt. kg/lc 104

SH 1000
SH 1100
SH 2000
SH 4001

DESIGN MOMENT (m-kg) (channel upright listed)
SH 1000

72
149

SH 1075
SH 1593

applies only to fittings and
not to strength of Unistrut arm.
SAFETY FACTOR -21%

DESIGN MOMENT(channel upright listed
A WT. (kyfe) SI-(I1000 PRI

SH 2231
SH 2232
SH 2231A
SH 2232A

SAFETY FACTOR -21%

Part No. A WT. (ko/c)

SH 2233
SH 2234

DESIGN MOMENT(channel upright listed)

SAFETY FACTOR -2}4

DESIGN MOMENT(channel upright listed
A W (kyfe) sr(lmnn PRISE)

SH 2233A
SH 2234A

SAFETY FACTOR -214
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GENERAL DATA
hole size- 14mm diameter

BRACKETS i o ) CHANNEL WIDTH SERIES

width-42mm
thickness-6mm

SH 2513 thru SH 2516 SH 2513 A thru SH 2516 A UNISTRUT Mechanical Accessories

When installed in inverted
position use 60% of

DESIGN MOMENT(channel upright listed)

loads shown. Part No. A WT. (kg/c) SH 1000
SH 2513 150 0.73 545
SH 2514 300 1.18 272
SH 2515 450 1.63 181
SH 2516 600 2.09 136
SH 2513A 150 0.73 545
SH 2514A 300 1.18 272
SH 2515A 450 1.63 181

\‘ SH 2516A 600 2.09 136

SAFETY FACTOR -21%

SH 2542 thru SH 2546

(50*‘ NOTE : “When used for mechanical supports, load capacities of
\A brackets and fittings should be designed as required by the
American Standard Code for Pressure Piping.”

DESIGN MOMENT(channel pright listed)

A WI(ak) SH 1000
SH2542 | 300 | 2.24 927 MATERIAL
SH 2543 450 | 3.14 589 Unless otherwise noted, all pipe clamps, brackets, pipe rollers, pipe hangers and beam clamp fittings are punch
SH 1001 ohoar SO0 el - press formed from hot rolled pickled and oiled plate or strip steel.
SH 2546 900 | 5.72 294 Pipe rollers and beam clamps where noted are gray cast iron.

SAFETY FACTOR -213

STANDARD DIMENSIONS

The following dimensions apply to all fittings except as noted :
Hole size - 14mm diameter

Fitting width - 41mm

Fitting thickness - 6mm

T
150 HSBS-1506 APPLICATIONS
300 HSBS-3006 : i ;
450 HSBS-4506 UNISTBUT pipe clamps, pipe hangers, brackets, rollers and beam clamps are designed for the support of
o \ 600 HSBS-6006 mechanical services.
/ 750 HSBS-7506 Used in conjunction with UNISTRUT framing, supports to meet nearly every requriement can be fabricated.
150 HSBA-1506
300 HSBA-3006 DESIGN LOADING
4 ggg :ggﬁ:gggg Load data given in the following section of mechanical accessories includes a safety factory of five(5). NOTE :
1 s SWIVEL ARM 750 HSBA-7506 “When used for mechanical supports, load capacities of brackets and fittings should be designed as required by

the American Standard Code for Pressure Piping.”

DESIGN BOLT TORQUE
REINFORCING BRACKET (RB) Bolt size 00 he'18 Y 16 13

poot-pounds 6 11 19 50

6t LENGTH (WIDTH+20)

ol $ 1= FINISHES
- L] 9 All fittings in this section are available in plain, PERMA-GREEN, hot dipped galvanized, or electro-galvanized finish.
SH 1000 140} R T« CATALOG No.  LENGTH A
A RB-015 170 220 METRIC CONVERSIONS
RB-020 220 220 To convert engineering data to Metric Equivalents see reference table.
- RB-030 320 220
= RB-045 470 220
— RB-060 620 220
RB-075 770 280
RB-090 920 280

- wwsian.con ] 1]
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PIPE CLAMPS

PIPE CLAMPS

PIPE CLAMPS FOR 0.D TUBING, TRANSITE PIPE, FIBER DUCT, OR CERAMIC TUBES

SH 1109 thru SH 1126

PIPE CLAMPS FOR RIGID STEEL CONDUIT

Slotted hex head screw

Slotted hex head screw

and nut included . N OD Wi. PIPE OD Wt.
| SIZE ke Part No. SIZE  SIZE kot

SH 1109 %" | 0675 | 0.045 | SH1118 21, | 2.875 | 018

; | SH 1111 v | 0840 | 005 | SH1119 3" | 3500 | 021

; ,- SH 1112 %" | 0050 | 007 | SH1120 35" | 4.000 | 0.28

: SH 1113 17 | 1315 | 008 || SH1121 47 | 4500 | 030

\\ L SH 1114 17 1.660 0.096 SH 1123 5”7 5.563 0.36

\ SH 1115 1947 | 1.900 | 0131 | SH1124 6" | 6625 | 046

\\ SH 1117 27 2.375 0.154 SH 1126 8” 8.625 0.51

SH 1109 THRU SH 1111 16 GA.
SH 1112 THRU SH 1114 14 GA.
SH 1115 THRU SH 1119 12 GA.
SH 1120 THRU SH 1123 11 GA.

Finish—electro-galvanized

SH 1124 THRU SH 1126 10 GA

SH-1121 MAY ALSO BE USED WITH

NOMINAL 4” E.M.T

SH 2008 thru SH 2020

ONE HOLE CLAMP FOR 0.D. TUBING

PartNo.  0.D.TUBESIZE  Wt. ko/c PartNo.  0.D.TUBESIZE  Wt. ko/c and nut included -~
SH 2024 % 0.036 SH 1119 3157 0.21
SH 2025 3% 0.036 SH 2051 35" 0.25
SH 2026 15" 0.04 SH 2052 33" 0.26 '
SH 2027 % 0.045 SH 2053 3% 0.27 ! ;
SH 2028 37 0.05 SH 1120 47 0.28 { K
SH 2029 %" 0.054 SH 2055 4" 0.28 ! e
SH 2030 17 0.063 SH 2056 415 0.29
SH 2031 114" 0.068 SH 2057 435" 0.30
SH 2032 1147 0.072 SH 1121 115 0.30
SH 2033 13" 0.077 SH 2059 45 0.32
SH 2034 1157 0.081 SH 2060 435 0.33 Finish—electro-galvanized
SH 2035 154” 0.086 SH 2061 474 0.33
SH 1430 13" 0.13 SH 2062 57 0.34
SH 2037 176" 013 SH 2063 Big” 0.34 PartNo.  0.D.TUBESIZE  Wt. ko/c
SH 2038 2” 0.14 SH 2064 514" 0.35 SH 2070-66 624”7 0.47
SH 2039 214" 0.14 SH 2065 53" 0.35 SH 2070-67 626" 0.48
SH 2040 214" 0.15 SH 2066 515" 0.36 SH 2070-70 7 0.49
SH 1117 235" 0.15 SH 2067 556" 0.40 SH 2070-71 728" 0.50
SH 2042 215" 0.16 SH 2068 53" 0.41 SH 2070-72 74" 0.51
SH 2043 254" 0.17 SH 2069 52" 0.42 SH 2070-73 %87 0.52
SH 2044 237" 017 SH 2070 6” 0.43 SH 2070-74 7% 0.53
SH 1118 2% 0.18 SH 2070-61 614”7 0.43 SH 2070-75 28" 0.54
SH 2046 3” 0.18 SH 2070-62 614" 0.44 SH 2070-76 %57 0.54
SH 2047 315”7 0.19 SH 2070-63 63" 0.44 SH 2070-77 %" 0.55
SH 2048 31" 0.20 SH 2026-64 615" 0.45 SH 2070-80 8” 0.56
SH 2049 3% 0.21 SH 1124 63" 0.46 SH 2070-81 815" 0.57
SH 2070-82 814" 0.57
SH 2024 THRU SH 2029 16 GA. SH 2051 THRU SH 2066 11 GA. SH 2070-83 8%" 0.58
SH 2030 THRU SH 2035 14 GA. SH 2067 THRU SH 2070-84 10 GA. SH 2070-84 8)” 0.59
SH 2037 THRU SH 2049 12 GA. SH 1126 8% 0.59

SH 1109, SH 2024, thru SH 2070-84

MATERIAL ADD SUFFIXTO “SH” NUMBER EXAMPLE
Steel strap, Everdur hardware E SH1109E
Copper strap, Everdur hardware C SH1109C
Aluminum AL SH1109AL
Stainless steel SS SH1109SS
Plastic coated steel straps PC SH1109PC

UNIVERSAL CLAMP SERIES 12.7mm THRU 50.8mm PIPE, RIGID OR THINWALL CONDUIT

Slotted hex head screw
and nut included

Part No.

PIPE SIZE RIGID
CONDUIT TW SIZE

Wt. kg/c

SH 1211 15" 0.045

\ T == s P SH 1212 %" 0.05
THINWALL  STD PIPE OR SH 1213 17 0.054
COUNDULT CONDUIT SH 1214 1147 0.081
SH 1211 thru SH 1213 16 GA. SH 1215 1157 0.09

SH 1214 thru SH 1217 14 GA. SH 1217 2” 0.10

Finish—electro-galv
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! 0.D.TUBE SIZE Wt. kg/c 0.D.TUBE SIZE Wt. kg/c
1 n 3 "
o round head SH 2008 G 0.018 SH 2014 5" 0.03
not included SH 2009 S 0.022 SH 2016 %" 0.04
SH 2010 35" 0.022 SH 2018 % 0.05
Finish-oleciro-gan SH 2012 v 0.027 SH 2020 1 0.06
SH 2008 THRU SH 2012 16 GA. SH 2014 THRU SH 2020 14 GA.
SH 2558-5 thru SH 2558-60
STANDARD PIPE STRAP
Part No. NOMINAL PIPE SIZE A B C D Wt. kg/c
SH 2558-5 " 2% 316" 7% e 0.10
SH 2558-7 %" 3% 37 | % Wi | 0412
SH 2558-10 17 3% | 3% | 1% Wi | 014
SH 2558-12 1947 3V 3 | 7% % | 016
SH 2558-15 1947 35% 3% | e W | 0418
SH 2558-20 2 5%” | 6% | W | 2% | 043
SH 2558-25 215" 6% 64" | Wi | 20% | 052
SH 2558-30 37 6% 647 | MW | 20% | 0.60
SH 2558-35 315" 75% 64" | M | 0% | 069
SH 2558-40 4 7% 6%” | M | 20% | 080
SH 2558-50 57 8%” | 6% | W& | 2% | 090
SH 2558-60 6” 955 614" | M | 205 | 1.02
SH 3130-7 THRU SH 3130-80
| BOLT SIZE AS LISTED RISER SUPPORTS
| 4 | Part No. NOMINAL PIPE SIZE STRAP SIZE BOLT SIZE W kg/e
| 100 || SH 3130-7 %7 Sor X157 S X114 0.61
| | SH 3130-10 17 S, X147 S X147 0.63
SH 3130-12 1247 S X147 St X 1147 0.65
SH 3130-15 1947 Sar X147 S X147 0.67
SH 3130-20 27 % X1%” St X147 0.95
SH 3130-25 215" % X1%” % X144 1.00
SH 3130-30 37 X147 % X114 1.0
SH 3130-35 315" Y X157 % X114 1.31
| SH 3130-40 4 %7 X2" Y X115" 1.60
| SH 3130-50 57 % X2" % X115” 2.06
| SH 3130-60 6” % X2" % X115” 2.20
| _ ” 1 ” 3, 7 ”
BOLTS AND NUTS INCLUDED SH 3130-80 8 i X2 % X2 2.63

- wwsian.con ] {{5]
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BEAM CLAMPS

SH 2675

BEAM ATTACHMENTS

SH 2675 APPLICATIONS

3/8" x11/2" SET SCREW
/ AND NUT INCLUDED
/

47

A/

SH 2675

2 HOLES 7 DIAM.
4 HOLES 10 DIAM.

ROD SIZE UP TO 15
12 GAUGE

SH 3016-1024 NUT OR
SH 3016-1420 NUT

Clamp SH 2675 is designed for light duty rod suspension. It also may be used
with SH 3016-1024 or SH 3016-1420 nut as illustrated at left for mounting

Wt. kg/c 0.15 .
9 insulators, etc.

SH 2676

SH 2676

1/2" x50 SET SCREW

<— AND NUT INCLUDED
3 THICK

226KgLOAD 22
: |
73 —
o SWIVEL NUT AND

\<\ JAM NUT NOT INCLUDEL

\

‘\\ ROD SIZE UP TO 12.7mm

, ROD SWIVEL 15°
L \‘\‘ ALL DIRECTIONS

2 HOLES 14 DIAM.
4 HOLES 11 DIAM.

Clamp SH 2676 provides a means of rod suspension where a free swing of up to 15° is required.
Clamp will accommodate 6.35, 10.3, or 12.7mm rods. Order swivel nuts SH 26794, -6 and -8 as
required. Clamp may also be used with SH 2677 or SH 2683 as illustrated in application drawings.

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY

BEAM CLAMPS

el SH 2682 & SH 2677
IR

Hanger clevis for up to 15" rod suspension from
wood ceilings. May also be used with SH 2677 as

4 HOLES illustrated in application drawings.

11 DIAM.

ROD SIZE UP TO
1/2"ROD SWIVEL 15°
ALL DIRECTIONS

ROD SIZE UP TO 12.7mm >

Wt. kg/c 0.15
SH 2677
3/8" x50 SCREW, NEW
AND LOCKWASHER
'NCU?ED SH 2676 & SH 2677
W\ Clevis hanger to be used with SH 2676 or SH 2682
to provide angle adjustment and 15° free swing for
63 up to 12.7mm rod suspension. Order swivel nuts
J\ SH 2679-4, -6 and -8 as required.
‘ ﬁELDD?F\;\%%JI@ |1 [ ROD SIZE UP TO 12.7mm
32 / v :
sl /
Wt. kg/c 0.14
SH 2674
1/4" x11/2" SCREW, NUT
R dBs e
I\ / SH 2675 & SH 2674
Clevis hanger to be used with SH 2675 to provide
44 angle adjustment for up to 10.3mm rod suspension
{ asillustrated.
SN 3 THICK
20, HOLE 13/32" DIAM
ROD SIZE UP TO—
10.3mm Wt. kg/c 0.07
SH 2679-4, -6 & -8
Part No. THRD SIZE Wi. kg/c
SH 2679-4 6.3-20 0018 Swivel nuts are used with SH 2676 and SH 2677.
@ SH2679-6 | 10.3-16 0.022 Order size a5 required.

SH 2679-8 12.7-13 0.027

SUH HAN CABLE TRAY SYSTEM & SUPPORT ACC’ RY



BEAM CLAMPS

BEAM CLAMPS

SH 1648 S thru SH 1653 S

SH12718

FOR BEAMS UNDER 22 THICK FLANGE.

SETSCREW Part No. A ) C  Wtkyc LOADCAPMKg
e e SH1648S | 145720 | 3 | % X1%”| 030 0.75
‘\ T SH1649S | 567-18 | 3 | %”X15”| 0.30 0.75
22 5 BL SH1649AS | 3%7-16 | 3 | %”X1%”| 0.30 0.75
b SH1650S | 37-16 | 45 | 15" X15"| 0.45 1.26
O | = SH 1650AS | 157-13 | 45 | 15" X115”| 045 1.26
HOLE ] SH1651S | 14713 | 6 |14/ x1%”| 059 1.84
SH1651AS | %711 | 6 | %”X1%5"| 059 1.84
SH1652S | 57-11 | 8 | %”X1%"| 0.72 2.76
33mm FOR SH 16525 & SH 16535 SH1653S | 247-10 | 8 | 2%"X1l3”| 0.72 2.76
SH 2398 S thru SH 2403 S
SET SCREW
SIZEC
INCLUDED
j FOR BEAMS BETWEEN 19 T0 41 THICK FLANGES.
gf C  Wtkyc LOADCAPNMHKg
T PED % — SH23985 | 420 | 3 | % X2 | 049 0.92
SIZEA | 82 \‘ SH2401S | %-16 | 45 | 15 X2 | 0.70 15
SH2403S | 15-13 | 6 | 15 x2 | 091 2.19

33mm FOR SH 24058

SH 1654 A thru SH 1661 A

FOR BEAM CLAMPS UNDER 22 THICK FLANGE.

\ FLANGE CLAMP
\ Part No. WIDTH A USED WITH Wt.Kg/c
- SH 1654A

A 2 153 177 SH 2675 0.08
\ ) SH1655A | 228 254 0.11

sh1654A & sh 1655 A .25 SH1656A | 153 228 | SH 1648S Series 0.12
14 GAUGE SH1657A | 228 304 and 0.15

AN SH1658A | 304 381 SH 2398S Series |  0.20
\/ 5= 12 SH1659A | 152 17 0.11
SH1660A | 228 304 SH 2676 0.15

SH 1656A & thru SH 1661 A SH1661A | 304 381 0.19
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Recommended load 226kg

12.7 x38.1 SET SCREW INCLUDED

2 HOLES 14 DIAM.

38
M Wt. kg/c 0.43

SH 1386 SH 13798

CLAMP REQUIRES
12.7 x38.1 MACHINE BOLT

NOT INCLUDED 12.7 x 38.1 SET SCREW INCLUDED

USE IN PAIRS

UNISTUT CHANNEL SIZE REC. LOAD(Kg)
SH 1000 272

o
N

Wt. kg/c 0.12 Wt kg/c 0.34

SH1272S SH1985S SH 1986 S

DIM “A” DIM“B*

SH 1272S 6 22 Up to 19

SH 19858 10 22 Up to 19

SH 19868 10 54 22 to 50
USE IN PAIRS

SET SCREW INCLUDED “D” ALLOWABEL LEAD PER PAIR(kg) Wt. kg/C

9.5-16 < 38.1 204 0.17
12.7-13x38.1 453 0.28
12.7-13x38.1 408 0.37
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SH 2785 & SH 2786

/ ~
10.3 HEX NUTS AND
"U" BOLT INCLUDED

22

BEAM CLAMPS

6 76 7| s
1
e
. UNISTRUT CHANNEL SIZE  A(mm)
USE INPAIRS | SH 2785 SH 1000 o5
SH 3300, SH 3301
SH2786 SH 1001 127
SH 2675 & 2786

SH 2867
and SH 2868
SH 2867A
and SH 2868A

UNISTRUT CHANNEL SIZE

SH 1000
SH 3300, SH 3301

SH 1001

85

127

Part No. Wt. kg/c
SH 2867 0.6
SH 2867A 0.64
SH 2868 1.27
SH 2868A 1.35
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