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Features

* Powerful bucket with two vertical cylinders.

* Using of AR400 steel at wear surfaces and edges.

* Highly qualified hydraulic parts for reliability.

* Various options available for customer's working condition.

OPTIMIZE FRAME STRUCTURE

PINS RELIEF VALVE LINK OPTIONAL ROTATING SYSTEM

OVERSIZED PINS WITH ADJUSTABLE MAXIMUM SYNCHRO LINK SYSTEM * HYDRAULIC ROTATION
STEEL BUSINGS FOR CLOSING FORCE TO FOR SYNCHRONIZING * FREE ROTATION
LONG LIFE PROTECT STRUCTURE BUCKET'S MOVING « FIXED

AND CYLINDERS

BUCKET SHELL TYPE
*TOOTHTYPE
*WITHOUT TOOTH TYPE

ROTATION TYPE

*(H) HYDRAULIC ROTATION
+ (M) FREE ROTATION

«(F} NO ROTATION

TOOTHTYPE WITHOUT TOOTH TYPE
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CAPACITY B H1 WEIGHT
SNS MODEL
cum cuyd mm ins mm ins mm ins mm ins mm ins kgs Ibs
SCB30-600N 0.50 065 1727 67.99 1904 7972 600 2362 1481 5830 2119 83.42 1102 2429
SCB30-1100W 1.00 131 1727 67.99 1904 79.72 1100 4330 1481 5830 2119 83.42 1575 2824
SCB30-1400W 1.30 1.70 1727 6799 1904 7972 1400 55.11 1481 5830 2119 83.42 1730 3813
SCB40-1200W 141 1.85 1985 78.10 2134 8401 1200 4724 1690 6653 2289 90.11 2100 4629
SCB40-1400W 1.64 215 1985 7810 | 2134 | 8401 1400 55.11 1690 | 6653 2289 | 901 2150 4739
SCB40-1600W 1.87 245 1985 78.10 2134 8401 1600 6299 1690 6653 2289 90.11 2208 4867
SCB50-1400W 1.92 251 2375 93.50 2455 96.65 1400 55.11 1970 7755 2735 10767 2310 5092
SCB50-1700W 233 3.05 2375 9350 | 2455 96.65 1700 | 6692 1970 | 7755 2735 | 10767 | 2507 5526
SCB50-1900W 2,60 3.40 2375 93.50 2455 96.65 1900 7480 1970 7755 2735 10767 2569 5663
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