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Mobile Radio Test Platform



Benefits and key features
▒ 한대의 장비로 다양한 무선 통신 기술을 지원

▶ Wide Frequency Range (650 MHz ~ 6 GHz)

• 650 MHz ~ 6 GHz의 광범위한 주파수 범위를 제공. 다양한 무선 통신 기술에 맞는 주파수 범위 선택이 가능

▶ SDR(Software Defined Radio) 기반의 유연한 확장성

• MTP300A는 하드웨어를 변경하지 않고도 소프트웨어의 업그레이드 만으로도 다양한 기술의 RF무선 측정 가능

One Box 멀티

프로토콜 테스터

650 MHz ~ 6 GHz의

WIDE BAND 지원

SDR 기반의 

유연한 확장성

양산에 최적화된 

시스템
경  제  성

고객 맞춤형 

Test Solution 제공

Introduction
테스콤의 MTP300A는 빠르게 발전하는 무선 통신 기술 환경하에서, 다양한 이동통신 기술 표준을 One-Box 형태의 

단일한 장비로 모두 테스트 할 수 있는 플랫폼 형태의 통합 측정 장비 입니다. 

MTP300A는 빠르고, 정확하게 측정할 수 있으며, 경량화 및 편의성 향상에 대한 시장의 요구에 맞도록 설계되어 있어, 

다양한 무선 통신 기기 생산 및 개발에 있어서 빠르고 정확한 테스트를 위한 최적의 제품 입니다. 

MTP300A는 SDR기반의 시스템으로, 하드웨어 변경 없이 애플리케이션 소프트웨어의 변경 또는 업그레이드 만으로도 

측정 용도를 변경시킬 수 있어 장기적으로 테스트 시스템 투자의 효율성 및 비용절감 면에서 복잡하고 다양한 고객의 

요구를 충족 시킬 수 있는 제품 입니다. 



• 생산에서 가장 많이 사용되는 RF 테스트 항목을 하나로 묶어서 측정하는 Scalar 기능 제공

▶ Bluetooth Low Energy 4.2 지원 

• 7개의 BT LE RF Test Cases와 Measurement 기능 제공

• Direct test, Non-Signaling test, Advertising test 등 다양한 BT LE 테스트 지원

▒ WLAN, Bluetooth, LTE, GNSS 테스트 지원 

▶ WLAN IEEE802.11a/b/g/n/p/ac 테스트 지원 (Non-signaling 테스트) 

• IEEE802.11a/b/g/n 지원 (S300A-W01 옵션)

• IEEE802.11ac의 80 & 160 MHz bandwidth 지원 (S300A-W02 옵션)

• 차량통신 시스템에 특화된 IEEE802.11p 지원 (S300A-W03 옵션)

•  WLAN 측정에 전문화된 Measurement 제공 (Spectrum, EVM Constellation, Power-Time, EMV vs Carrier, Spectral 
flatness, Spectrum mask) 



▶ Classic Bluetooth 1.x, 2.x, 3.0, 4.0, 4.1, 4.2 지원 (TBD) 

• Bluetooth Signaling Test 지원

• Bluetooth Non-Signaling Test 지원

• BR, EDR Test Cases 및 다양한 Bluetooth Measurement 기능 제공

• Audio Profile을 통한 Audio Test 기능 제공

• 프로토콜 분석 기능

▶ LTE 테스트 지원 (TBD)

• LTE Signaling 테스트 지원

• Non-Signaling 테스트 지원

• LTE FDD & TDD 지원

▶ GNSS 테스트 지원 (TBD)

• GPS 신호 발생기

• Glonass 신호 발생기

• Beidou 신호 발생기

▒ 양산에 최적화된 시스템

•  두개의 RF Port를 제공함으로서, Dual 테스트 및 Parallel 테스트 등 생산 비용을 절감할 수 있는 다양한 생산 솔루션 
지원이 가능합니다.

•  2U Full Rack 사이즈로 생산라인에서 사용하기 편리합니다.

•  다양한 무선 표준에 대한 확장성과 조합성이 뛰어날 뿐 아니라 경제적입니다. 

▒ 편리한 원격제어 시스템

MTP300A는 VISA 라이브러리를 이용하여 원격제어를 지원합니다. 또한 명령어는 SCPI 표준을 따르고 있기 때문에 생산 
테스트 시스템을 구축하는데 드는 노력과 시간을 최소화 할 수 있습니다. 

▒ 고객 맞춤형 Test Solution 제공

테스콤은 모바일 기기 생산에 필요한 무선 환경 측정 시스템을 고객 맞춤형으로 제공 합니다. 자사의 다양한 차폐박스, 
Antenna Coupler, Fixture 등을 자동화 프로그램과 연계하여 하나의 측정 장비가 아닌 전체적인 측정 시스템 관점에서 
최적의 테스트 솔루션을 제공 합니다. 

▒ Low Cost 

최소한의 투자 비용으로 가장 효율적인 솔루션을 구성할 수 있습니다. 



 

 

Ordering Information  

Order No. Description 

MTP300A Basic Model 

B300A-00 Mobile Radio Tester Platform(H/W), Basic 

WLAN Options 

S300A-W01 WLAN IEEE 802.11a/b/g/n Option  

S300A-W02 WLAN IEEE 802.11ac Option 

S300A-W03 WLAN IEEE 802.11p Option 

Bluetooth Options  

S300A-B01 (TBD) Classic Bluetooth BR(Basic rate),EDR Option (Signaling)  

S300A-B02 Bluetooth Low-energy Option 

S300A-B03 (TBD) Audio Option 

 

Specification 

 General technical specifications 

1. General RF generator 

Frequency Range  650 MHz to 6000 MHz 

Frequency Resolution  10 Hz 

Frequency Uncertainty  Same as timebase + frequency resolution 

 

Output Power Range (Continuous Wave) 

RF1 Port (TDD) 650 MHz to 4800 MHz -96 dBm to -1 dBm 

4800 MHz to 5600 MHz -95 dBm to -5 dBm 

5600 MHz to 6000 MHz -94 dBm to -7 dBm 

RF2 Port (FDD) 650 MHz to 4800 MHz  -95 dBm to -5 dBm 

4800 MHz to 5600 MHz -95 dBm to -10 dBm 

5600 MHz to 6000 MHz -95 dBm to -13 dBm 

Output Level Uncertainty  

RF1 Port, RF2 Port Output level ≥ -80 dBm  < ±1.0 dB 

Output level < -80 dBm < ±1.4 dB 

Output Level Resolution 

RF1 Port, RF2 Port 650 MHz to 6000 MHz 0.01 dB 

Output Level Repeatability 

RF1 Port, RF2 Port Output level ≥ -80 dBm < ±0.15 dB 

Output level < -80 dBm < ±0.40 dB 

 

 

 

 



 

 

 

VSWR 

RF1 Port (TDD) 650 MHz to 1600 MHz  < 1.4 

1600 MHz to 2200 MHz < 1.6 

2200 MHz to 5600 MHz < 1.5 

5600 MHz to 6000 MHz < 1.7 

RF2 Port (FDD) 650 MHz to 1600 MHz < 1.6 

1600 MHz to 2200 MHz < 1.5 

2200 MHz to 5600 MHz < 1.5 

5600 MHz to 6000 MHz < 1.5 

harmonic response (2nd) 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < -40 dBc 

harmonic response (3nd) 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < -40 dBc 

Phase Noise 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < -85 dBc (Carrier offset: 1 kHz) 

< -91 dBc (Carrier offset: 10 kHz) 

< -97 dBc (Carrier offset: 100 kHz) 

RMS Phase Jitter 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < 0.45 degrees (100 Hz to 10 MHz) 

CW Output Spurious 

RF1 Port, RF2 Port 

 

650 MHz to 6000 MHz Inband Spurious(BW=80 MHz): < -40 dBc 

Outband Spurious(BW=80 MHz): < -40 dBc CW Output AM Noise 

RF1 Port, RF2 Port 650 MHz to 6000 MHz RMS < ±0.5% 

Peak < ±1.0% TX SNR (Continuous Wave) 

RF1 Port, RF2 Port 650 MHz to 6000 MHz 

(Port Max Power, 5 MHz offset 

from carrier)) 

> 90 dB, 1 kHz 

 

2. General RF analyzer 

Frequency Range  650 MHz to 6000 MHz 

Frequency Resolution  10 Hz 

Frequency Uncertainty  Same as timebase + frequency resolution 

 

Input Power Range (Continuous Wave) 

RF1 Port(TDD) 650 MHz to 6000 MHz  -74 dBm to +21 dBm 

RF2 Port(FDD) 650 MHz to 6000 MHz  -70 dBm to +25 dBm 

Input Level Uncertainty  

RF1 Port +21 dBm ≥ P ≥ -60 dBm < ±1.0 dB 

-60 dBm > P ≥ -74 dBm < ±1.2 dB 

RF2 Port 

 

 

 

 

 

+25 dBm ≥ P ≥ -60 dBm < ±1.0 dB 

-60 dBm > P ≥ -70 dBm < ±1.2 dB 

 



 

 

 

Input Spectrum Flatness [100 MHz Span] 

RF1 Port, RF2 Port 650 MHz to 6000 MHz -1.5 dB to +1.0 dB 

Input Level Resolution 

RF1 Port, RF2 Port 650 MHz to 6000 MHz 0.01 dB 

VSWR 

RF1 Port 650 MHz to 1100 MHz  < 1.4 

1100 MHz to 4000 MHz < 1.7 

4000 MHz to 5400 MHz < 1.5 

5400 MHz to 6000 MHz < 1.6 

RF2 Port 650 MHz to 6000 MHz < 1.5 

Spurious response   

RF1 Port, RF2 Port 

 

650 MHz to 6000 MHz 

(at Max input level) 

Spurious < -40 dBc 

harmonic response (2nd) 

RF1 Port, RF2 Port 

 

fIn=650 MHz to 3000 MHz 

f2nd=1300 MHz to 6000 MHz  

< -35 dBc 

harmonic response (3nd) 

RF1 Port, RF2 Port 

 

fIn=650 MHz to 2000 MHz 

f3nd=1950 MHz to 6000 MHz  

< -57 dBc 

Phase Noise 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < -85 dBc (Carrier offset: 1 kHz) 

< -91 dBc (Carrier offset: 10 kHz) 

< -97 dBc (Carrier offset: 100 kHz) 

RMS Phase Jitter 

RF1 Port, RF2 Port 650 MHz to 6000 MHz < 0.45 degrees (100 Hz ~ 10 MHz) 

 

2.1 GPRF Power Meter:  

Frequency Range  650 MHz to 6000 MHz 

Bandwidth  5 MHz, 10 MHz, 20 MHz 

Detector  RMS 

DANL(Displayed Average 

Noise Level) 

REF PW > -20 dBm, 

650 MHz to 4800 MHz, 

Bandwidth: 5 MHz  

 

> 60 dB 

REF PW > -20 dBm, 

4800 MHz to 6000 MHz, 

Bandwidth: 5 MHz 

 

> 55dB 

Input Power Range  General RF Analyzer 스펙 참조 

Input Level uncertainty Center frequency and peak 

detector 

General RF Analyzer 스펙 참조 

 

 

 



 

 

 

2.2 GPRF Spectrum measurements 

Frequency Range  General RF Analyzer 스펙 참조 

Frequency Resolution  General RF Analyzer 스펙 참조 

Frequency Span  25 MHz, 50 MHz, 100 MHz 

Detector  Average, Peak 

Dynamic range REF PW > -10 dBm, 

650 MHz to 4800 MHz, 

SPAN: 25 MHz 

(Equivalent to RBW -> 29 kHz) 

 

> 55 dB 

 

REF PW > -10dBm, 

4800 MHz to 6000 MHz, 

SPAN : 25 MHz 

(Equivalent to RBW -> 29 kHz) 

 

> 50 dB 

Input Power Range  General RF Analyzer 스펙 참조 

Input Level uncertainty Center frequency and peak 

detector 

General RF Analyzer 스펙 참조 

 

3. Timebase 

Oscillator Type  OCXO 

Max. frequency drift +15 ℃ to +35 ℃,  

referenced to +25 ℃   

< ±0.05 ppm 

Maximum aging  < ±0.1 ppm / year 

Warm-up time To within ±0.1 ppm at 25 ℃ < 30 min 

 

4. RF Port Isolation 

Transmit (Output) 

Isolation 

RF1 Port (Output) 

→ RF2 Port (Coupling Power)  

< -60 dB 

RF2 Port (Output)  

→ RF1 Port (Coupling Power) 

< -60 dB 

Receive (Input) 

Isolation 

RF1 Port (Input)  

→ RF2 Port (Coupling Power) 

< -75 dB 

RF2 Port (Input)  

→ RF1 Port (Coupling Power) 

< -60 dB 

 

5. Reference Port (BNC connector, Rear Panel) 

Reference Input Port 10 MHz Input Frequency Range < ±1.0 ppm 

10 MHz Input Power Level range -5 dBm to +20 dBm 

Impedance 50 Ω 

Reference Output Port 10 MHz Frequency Accuracy < ±0.05 ppm 

Output Power Range +9 dBm to +15 dBm 

Impedance 50 Ω 

 

 



 

 

 

 WLAN specifications 

Standard  IEEE 802.11 a/b/g/n/p/ac 

 

1. WLAN RF generator 

Frequency Range 

RF1 Port, RF2 Port WLAN IEEE 802.11b/g/n  

(2.4 GHz band) 

2400 MHz to 2500 MHz  

WLAN IEEE 802.11a/n/p/ac  

(5 GHz band) 

5000 MHz to 6000 MHz 

 

Output Burst Power Level Range 

RF1 Port, RF2 Port  General RF Generator 스펙 참조 

RMS EVM (Typical) 

RF1 Port, RF2 Port 2400 MHz to 2500 MHz 

(IEEE 802.11b: 20 MHz) 

< 5 %, RMS 

< 10 %, peak 

2400 MHz to 2500 MHz 

(IEEE 802.11g/n: 20/40 MHz) 

< -40 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11a/n/ac: 20/40 MHz) 

< -40 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11ac: 80 MHz) 

< -38 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11ac: 160 MHz) 

< -34 dB 

Spectral Flatness (RF1 Port, RF2 Port) 

IEEE 802.11a/g/n/ac 

(20 MHz / 40 MHz) 

A-B < ±1.0 dB 

B-D < ±1.0 dB 

IEEE 802.11ac 

(80 MHz) 

A-B < +1.5 dB / -2.5 dB 

B-D < +1.5 dB / -2.5 dB 

IEEE 802.11ac 

(160 MHz) 

A-B < +3.0 dB / -5.0 dB 

B-D < +3.0 dB / -5.0 dB 

Carrier Suppression 

RF1 Port, RF2 Port  IEEE 802.11b > 15 dB 

Transmit Power-on and Power-down Ramp 

RF1 Port, RF2 Port  IEEE 802.11b < 2 us 

 

1.1 WLAN Waveform Creator (PC Software) 

Arbitrary waveform files WLAN IEEE 802.11b DSSS, 

DBPSK/DQPSK/CCK 

xxxxxx.twf 

 

WLAN IEEE 802.11a/g/n/p OFDM, 

64QAM 

WLAN IEEE 802.11 ac OFDM, 

256QAM 



 

 

 

2. WLAN RF Analyzer 

Frequency Range WLAN IEEE 802.11b/g/n  

(2.4 GHz band) 

2400 MHz to 2500 MHz 

WLAN IEEE 802.11a/n/p/ac  

(5 GHz band) 

5000 MHz to 6000 MHz 

 

Statistics Statistical count 1 to 100 

Values Current, average, minimum, maximum, standard 

deviation 

 

2.1 Modulation analysis 

Bandwidth  5 MHz, 10 MHz, 20 MHz, 40 MHz, 80 MHz,  

160 MHz 

Level range  Port Max Power to -34 dBm 

Payload length  ≥ 16 symbols  

 

Measured parameters 

Scalar View IEEE 802.11a/g/n/ac Modulation Type 

Burst Power 

EVM data carriers 

EVM pilot carriers 

Center frequency error 

Symbol clock error 

I/Q offset 

IEEE 802.11b Modulation Type 

Burst Power 

RMS EVM 

Peak EVM 

Center frequency error 

I/Q DC offset 

Graphical IEEE 802.11a/g/n/ac Spectrum measurement 

Power vs. Time 

EVM vs. Carrier 

IQ constellation 

Spectral flatness 

Spectrum Mask 

IEEE 802.11b Spectrum measurement 

Power vs. Time 

IQ constellation 

Spectrum Mask 

 

 



 

 

 

Residual RMS EVM (Average 10 Times) 

RF1 Port / RF2 Port 2400 MHz to 2500 MHz 

(IEEE 802.11b: 20 MHz) 

< 10 %, RMS 

< 15 %, Peak 

 
2400 MHz to 2500 MHz 

(IEEE 802.11g/n: 20/40 MHz) 

< -38 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11a/n/ac: 20 MHz) 

< -38 Db 

5000 MHz to 6000 MHz 

(IEEE 802.11a/n/ac: 40 MHz) 

< -36 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11ac: 80 MHz) 

< -35 dB 

5000 MHz to 6000 MHz 

(IEEE 802.11ac: 160 MHz) 

< -33 dB 

IQ Offset (Average 10 Times)  

RF1 Port, RF2 Port 2400 MHz to 2500 MHz 

5000 MHz to 6000 MHz 

< -40 dBc 

Center Frequency Error (Average 10 Times)  

RF1 Port, RF2 Port 2400 MHz to 2500 MHz 

5000 MHz to 6000 MHz  

< ±1.0 ppm  

Symbol clock error (Average 10 Times)  

RF1 Port, RF2 Port 2400 MHz to 2500 MHz 

5000 MHz to 6000 MHz  

< ±3.0 ppm 

Spectrum flatness (Average 10 Times) 

RF1 Port, RF2 Port 2400 MHz to 2500 MHz 

5000 MHz to 6000 MHz  

-1.9 dB to +0.7 dB 

 

 Bluetooth Low Energy specifications 

Standard Bluetooth Core Specification 

Version 4.2 

 

RF-PHY.TS.4.2.0 

 

1. BLE RF generator 

Frequency Range 

RF1 Port, RF2 Port  2400 MHz to 2500 MHz 

GFSK Modulation 

GFSK bit rate  1 Mbps, B X T = 0.5 

Modulation index  0.5 

Modulation index range  0.45 ~ 0.55 

Modulation index resolution  0.01 

 

 



 

 

 

Output Burst Power Level Range 

RF1 Port, RF2 Port  General RF Generator 스펙 참조  

Output Level Uncertainty 

RF1 Port, RF2 Port  General RF Generator 스펙 참조 

Dirty TX (Dirty mode ON) 

Frequency offset range  ±100 kHz 

Frequency offset range 

resolution 

 1 kHz 

Modulation index  0.45 ~ 0.55 

Drift (sinusoidal with) Deviation ±50 kHz 

Modulation frequency 625 Hz 

 

2. BLE RF Analyzer 

Frequency Range 

RF1 Port, RF2 Port  2400 MHz to 2500 MHz 

 

Sampling Rate  40 MHz 

Spectrum RBW  ~ 40 kHz at 10 MHz span  

Dynamic Range  > 50 dB  

 

GFSK Analyzer 

Frequency deviation 

resolution 

 100 Hz 

Payload length  ≥ 3 bytes 

 

Measured parameters 

RF1 Port, RF2 Port Scalar View Average Power 

Power ripple 

Frequency Deviation 

Frequency Drift 

Max. Drift Rate 

Initial Frequency Drift 

Bits above threshold 

RF1 Port, RF2 Port Graphical Spectrum 

Power vs. Time 

Modulation vs. Time 

 

 

 

 



 

 

 

3. BLE Test Cases  

Transmitter Tests (TRM-LE) 

TRM-LE/CA/BV-01-C Output Power  Same as BLE Analyzer 

TRM-LE/CA/BV-03-C In-band emissions  

TRM-LE/CA/BV-05-C Modulation Characteristics 

TRM-LE/CA/BV-06-C Carrier frequency offset and drift 

Receiver Tests (RCV-LE) 

RCV-LE/CA/BV-01-C Receiver sensitivity Same as BLE RF Generator 

RCV-LE/CA/BV-06-C Maximum input signal level 

RCV-LE/CA/BV-07-C PER Report Integrity 

 

4. BLE Direct Test Mode methods for DUT 

HCI Interface (Accessible Host Controller Interface) 

Front Panel USB 2.0 USB 직접 연결 

UART (RS-232C Type) USB to RS-232C Cable 이용 

2-Wire UART Interface (Non-ACCESSIBLE Host Controller Interface) 

Front Panel USB 2.0 RS-232C Type USB to RS-232C Cable 이용 

 

 Port Descriptions 

1. Front Panel 

I/O Function Type 

Soft Power Button Power on/off Push on/off button 

RF Port 1(TDD) 단방향 입출력 포트 

(Half-Duplex IN/OUT Port) 

N Type, Female, 50 Ω 

RF Port 2(FDD) 입력과 출력이 동시에 가능한 

양방향 포트 

N Type, Female, 50 Ω 

Ref Int/Ext LED 주파수 동기 상태에 표시 LED indicator 

Error LED 하드웨어 에러 및 경고, 리모트 

Queue 경고 표시 

LED indicator 

Remote LED  리모트 인터페이스 연결 상태 

표시 

LED indicator 

Ready LED 시스템 동작 상태 표시 LED indicator 

Multi TBD LED indicator 

RF Port1(TDD) LED VSA Input - IN LED green 

VSG Output - OUT LED green 

LED indicator 

RF Port2(FDD) LED VSA Input - IN LED green 

VSG Output - OUT LED green 

LED indicator 

USB2.0 외부 기기 연결용 USB 포트 

 

2 x USB 2.0 type A connector 

 

 



 

 

 

2. Rear Panel 

2.1 Remote control interfaces  

I/O  Function Type 

LAN 외부 PC 연결 Remote Control Ethernet RJ-45 connector, 1Gbps 

GPIB 외부 PC 연결 Remote Control IEC 60625-2(IEEE 488.2) 

RS-232C 외부 PC 연결 Remote Control DB9 Connector 

 

2.2 General I/O 

I/O  Function Type 

10 MHz ref input 외부 기준 주파수 입력 BNC female 

10 MHz ref output 외부 기준 주파수 출력 BNC female 

VGA  외부 모니터 포트 VGA connector 

AC in AC power input Power Switch & Fuse (Spare included) 

Rated voltage 100 - 240 V~ (±10 %) 

Rated frequency 50 - 60 Hz (±5 %) 

Power consumption < 100 W(Maximum) 

< 80 W (Typical) 

< 10 W (Standby) 

Normal / Recovery Switch OS Recovery Download 

at Recovery Swich 

Select Type Switch 

 

 General and Environmental 

Temperature Operating temperature range +5 ℃ to +45 ℃ 

Storage temperature range -5 ℃ to +55 ℃ 

Specification validity temperature +15 ℃ to +35 ℃ 

 

Dimension 440 mm W x 439 mm D x 100.5 mm H 

Weight 8.0 kg 

Packing Size 540 mm W x 540 mm D x 240 mm H 

Packing weight Approx. 10.0 kg 

 

권장 교정 주기  12 months 

Warranty  12 months 

 

 

 

 

 


