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Z=TESCOM ¢ TC-5922A Shield Box Data Sheet )

| Mechanical Specifications

RF Connectors without I/O interface panel

two(2) N(f) outside and SMAC(f) inside

Dimension

Inside 296(W) x 435(D) x 233(H) mm

Outside 382(W) x 577(D) x 288(H) mm, lid closed. 600(H) mm, lid open.
Weight

TC-5922A approx. 22 kg

*Packing

Size 620(W) x 800(D) x 530(H) mm

Weight approx. 25 kg

*Packing AtO| 28} 2| = Packing S0l et Cha 2247t AS 4= ASLICH

| Dimensions

= TC-5922A LHF AtO|2

296
160
| I |
L} L}
‘ 435
® ® |
. e e e E o) I
o
™
n
< _
0 ™
m = (C} _ ™
< o
S KG-M4 30 I«
& L
* -
N
q P

Copyright © Tescom Co., Ltd. All right reserved.
#927 Unitechvil 142, llsan-ro, llsandong-gu, Goyang-si, Gyeonggi-do, Korea [10442]

TEL: 82-31-920-6600 FAX: 82-31-920-6607 support@tescom.org http.//www.tescom.co.kr



( TC-5922A Shield Box Data Sheet )

B

= TC-5922A 2|% AlO|Z2

a
w
=
w
o
=)
=
o
©
e —— p—
F'—l l—lq l ) I H,l I,H [
E*’-—- ©
== B

J J 4 !

382 I 595 (OPENED) -

o o N R
h ¢

a

w

= (2]

\ X (@)

\ % -

\a 3

©

@

. . N

J W
400

577 (CLOSED)

| Typical RF Shielding
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Frequency Shielding effectiveness (dB)

100 to 2000 MHz >70dB

2000 to 3000 MHz > 70 dB

3000 to 6000 MHz > 60 dB
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TC-5922A Shield Box (including accessories bellow)

Test Report

RF Cable, RG-400S, N(m) to N(m) 1 m, 1 pc

| H =% (Pre-Configured) 1/0 QIE{m|o|A m{'d

/0 2IE{mj|o| A nfd

Data Interface Panel
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e one(1) DB25(p) outside and DB25(s) inside,

100 pF Pi filter

one(1) DB9(p) outside and DBI(s) inside,
100 pF Pi filter

two(2) N(f) outside and SMA(f) inside
two(2) USB 2.0 outside and inside
four(4) SMA(f) outside and SMA(f) inside
) USB 2.0 outside and inside
two(2) RJ-45 outside and inside

one(1) AC power Adapter

one(1

one(1) DB37(p) outside and DB37(s) inside,
1000 pF Pi filter

six(6) SMA(f) outside and SMA(f) inside
two(2) USB 3.0 outside and inside
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DB37, 1000pF pi Filter
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DB25, 1000pF pi Filter
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DB25, 100pF pi Filter
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DB9, 100pF pi Filter
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USB 2.0 Filter

RJ-45 Filter
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DC Power Adaptor,

'|'_'|i|_-|

3409-0012-1

3409-0009-1

3409-0014-1

3409-0008-1

3409-0010-1

3409-0018A-3

3409-0042A-1

3409-0022A

3406-0004A

Clojg] £ /2t MY

3 Mbps / 100 VDC,
5 Amps max

3 Mbps / 100 VDC,
5 Amps max

10 Mbps / 100 VDC,
5 Amps max

3 Mbps / 100 VDC,
5 Amps max

10 Mbps / 100 VDC,
5 Amps max

480 Mbps /5V, 500 mA /
Max Current: 5A

5000 Mbps / 5V, 900 mA /
Max Current: 1.5 A

1 Gbit/s Copper-Line
Ethernet (1000 BASE-T)

50 VDC,
3 Amps max
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>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>50 dB from 0.5 to 2 GHz
>60 dB from 2 to 3 GHz
>60 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>50 dB from 0.5 to 2 GHz
>60 dB from 2 to 3 GHz
>60 dB from 3 to 6 GHz

>60 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>55 dB from 3 to 6 GHz

>60 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>80 dB from 3 to 6 GHz
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3406-0005A 50 VDC, >70 dB from 0.5 to 2 GHz
e Lo
_— 3406-0006A 10 Amps max >80 dB from 2 to 3 GHz

>80 dB from 3 to 6 GHz
DC Power Adaptor,

Banana Jack Type

3103-0009A 250 VAC, >70 dB from 0.5 to 2 GHz
' . 7 Amps max >80 dB from 2 to 3 GHz

C >80 dB from 3 to 6 GHz

AC Power Adaptor
_ . 3408-0038 >60 dB from 0.5 to 2 GHz
¢ " >70 dB from 2 to 3 GHz

>70 dB from 3 to 6 GHz
RF, N-SMA Connector

_ - 3408-0039 >60 dB from 0.5 to 2 GHz
‘\_‘& >70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz
RF, SMA-SMA Connector

o 2 2= oY QUEHO|AS HEE F2 o|4%l= Shield Box2 ifﬂli S Lo
U2 HAS 7|20l 2t Z0IH, 5 7I20] W2t 2AW|gE0| THE 4 ASLIC.
o Filter® CableS AZAI7|A| %4AS W] SpecO|t] 0| HZE Al 2| 7FO| Stere 4 U, 70|22 FF
Off et 2T 20| #g o+~ ASLICH

=T M

o« A=

Copyright © Tescom Co., Ltd. All right reserved.
#927 Unitechvil 142, llsan-ro, llsandong-gu, Goyang-si, Gyeonggi-do, Korea [10442]

TEL: 82-31-920-6600 FAX: 82-31-920-6607 support@tescom.org http.//www.tescom.co.kr



	5. TC-5922A
	주요 특징
	■ 견고한 내구성 및 뛰어난 차폐효과
	■ 개폐 작동이 용이
	■ 모든 Data, DC line에 EMI 필터 적용
	■ 고객의 요구에 맞는 다양한 테스트 용이
	■ 리드에 쇽 옵서버 장착
	■ 우수한 성능의 흡수체 적용으로 인한 효과적인 Radiation 테스트 환경 제공
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