TC-5910DP Pneumatic Shield Box
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| Mechanical Specifications

Line voltage

DC24V,Max.2 A
Remote control

RS-232C, 3 wire, DB9(s)
Air connection

Main connector 6 mm OD hose, one-touch push-on fitting

Fixture control connector | 4 mm OD hose, one-touch push-on fitting

Input air pressure 5to 10 bar

Dimension

Inside 130(W) x 235(D) x 138(H) mm

Outside 211(W) x 376(D) x 193(H) mm, lid closed. 410(D) x 360(H) mm, lid open.
Weight approx. 7 kg

*Packing

Size 365(W) x 450(D) x 280(H) mm

Weight approx. 8 kg
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Frequency

100 to 2000 MHz
2000 to 3000 MHz
3000 to 6000 MHz

Shielding effectiveness (dB)

>70dB
>70dB
> 60dB
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TC-5910DP Pneumatic Shield Box (including accessories bellow)

Test Report

RF Cable, RG-400S, N(m) to N(m) 1 m, 1 pc
DATA Cable, DB9(s) to DB9(s) 2 m, 1 pc
Air Coupler, 1 pc

Switching Power Supply, 1 pc

| BEZ#(Pre-Configured) I/O QIE{H|0|A m{d

I/O QIE{m|O]A T FEHS T4 L AR
s M591023A e four(4) N(f) ouside and SMA(f) inside
N e two(2) USB 2.0 outside and inside
A
S
t;)
Data Interface Panel
~ M591034A e four(4) N(f) outside and SMA(f) inside
@}. 3 e one(1) DB9(p) outside and DBI(s) inside,
by, ,P[F 1000 pF Pi filter
iﬁy f
N e two(2) USB 2.0 outside and inside

Data Interface Panel

B M591036A e two(2) SMA(f) outside and SMA(f) inside
\ : X e one(1) DB25(p) outside and DB25(s) inside,
e > ' 1000 pF Pi filter

- e one(1) DB9(p) outside and DBI(s) inside,

100 pF Pi filter
e one(1) USB 2.0 outside and inside
e one(1) Banana Jack type DC power Adapter

Data Interface Panel
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DB37, 1000pF pi Filter

DB25, 1000pF pi Filter

DB25, 100pF pi Filter

x-"":,:

DB9, 100pF pi Filter

USB 2.0 Filter

“ - =
USB 3.0 Filter(Active)

L

RJ-45 Filter

— T —
E— e

DC Power Adaptor,

'|'_'|i|_-|

3409-0012-1

3409-0009-1

3409-0014-1

3409-0008-1

3409-0010-1

3409-0018A-3

3409-0042A-1

3409-0022A

3406-0004A

Clojg] £ /2t MY

3 Mbps / 100 VDC,
5 Amps max

3 Mbps / 100 VDC,
5 Amps max

10 Mbps / 100 VDC,
5 Amps max

3 Mbps / 100 VDC,
5 Amps max

10 Mbps / 100 VDC,
5 Amps max

480 Mbps /5V, 500 mA /
Max Current: 5A

5000 Mbps / 5V, 900 mA /
Max Current: 1.5 A

1 Gbit/s Copper-Line
Ethernet (1000 BASE-T)

50 VDC,
3 Amps max
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>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>50 dB from 0.5 to 2 GHz
>60 dB from 2 to 3 GHz
>60 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>50 dB from 0.5 to 2 GHz
>60 dB from 2 to 3 GHz
>60 dB from 3 to 6 GHz

>60 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>55 dB from 3 to 6 GHz

>60 dB from 0.5 to 2 GHz
>70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

>70 dB from 0.5 to 2 GHz
>80 dB from 2 to 3 GHz
>80 dB from 3 to 6 GHz
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3406-0005A 50 VDC, >70 dB from 0.5 to 2 GHz
) B
_— 3406-0006A 10 Amps max >80 dB from 2 to 3 GHz
>80 dB from 3 to 6 GHz
DC Power Adaptor,
Banana Jack Type
3103-0009A 250 VAC, >70 dB from 0.5 to 2 GHz
7 Amps max >80 dB from 2 to 3 GHz
9 N >80 dB from 3 to 6 GHz
AC Power Adaptor
3408-0038 >60 dB from 0.5 to 2 GHz

>70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz

"'?"I“

RF, N-SMA Connector

_ - 3408-0039 >60 dB from 0.5 to 2 GHz
‘.& >70 dB from 2 to 3 GHz
>70 dB from 3 to 6 GHz
RF, SMA-SMA Connector
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	11. TC-5910DP
	주요 특징
	■ 견고한 내구성 및 뛰어난 차폐효과
	■ 공압에 의한 개폐 작동과 다양한 Fixture 동작구현
	■ 모든 Data, DC line에 EMI 필터 적용
	■ 고객의 요구에 맞는 다양한 테스트 용이
	■ LED 표시(RED/GREEN)에 따른 테스트 동작 확인
	■ RS-232C를 이용한 원격제어

	제품 사양
	주문 정보


