
D2- 100 PV - F - F -1
Valve Size Body Material   Inlet Connection   Outlet Connection  O-ring Material
065 … 65A PV … PVC  F … Flange   Blank … Without connection   1 … FKM
075 … 75A CV … CPVC*1  S … Sealed wedge   F … Flange   2 … EPDM

100 … 100A TF … PTFE  UA … Union (PVC)*2   S … Sealed wedge
  UA … Union (PVC)*2

● 特注品も製作いたします。特別仕樣の場合はお問い合わせて下さい。

Special orders are acceptable. Consult us about specific applications.

특별주문품도 제작하고 있습니다. 특별한 사양의 경우엔 문의해 주십시오.

Specifications
 Fluid  Chemicals and DI Water

 Fluid temperature range  10~40℃ (PVC) . 10~80℃ (PTFE. CPVC)

 Inlet → Outlet      :   0~0.01Mpa

 Back pressure   :   0~0.01MPa 

 Operating system  Double action type

 Pnuematic supply pressure  0.3~0.6MPa

 Atmospheric temperature  0~40℃

 Materials of wetted parts  Bellows        :    PTFE

 Body             :    PTFE, CPVC or PVC

 O-ring           :   FKM or EPDm

● 全ての仕樣は參考値です。모든 사양은 참고치입니다.

    All specifications are for reference only.

Structual drawing                             Materials of Construction
Materials

No

① Body
② Seat
③ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

④ Bellows
⑤ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

⑥ Case
⑦ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

⑧ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

⑨ Piston
⑩ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

⑪ O-ring  FKM or EPDM  FKM or EPDM  FKM or EPDM

⑫ Cap
⑬ End cap
⑭ Bolt
⑮ Spring lock washer

Plain washer
*1) D2-100TF type … PVC

*2) D2-065PV-F and D2-075CV-F type only.

*3) 304SS=SUS304
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 304SS*3

Quick Drain   Valves

How to Order

65A . 75A . 100A

PTFE
CPVC*1

 Fluid pressure range

(When closing)

PTFE

CPVC*1

Parts

CPVC*1 CPVC PVC

PTFE PTFE PTFE

CPVC PVC

 PTFE   PTFE
CPVC PVC

MODEL TF  MODEL CV*2 MODEL PV

  PTFE PTFEPTFE
 CPVC   PVC



65A . 75A . 100A

( 65A Flange type)

No. Parts Materials
① O-ring FKM or EPDM

( 65A Sealed wedge type)

No. Parts Materials
① O-ring FKM or EPDM
② Wedge PTFE
③ Nut PP

● 全ての寸法は參考値です。모든 치수는 참고치입니다. All dimensions are for reference only.

● 全ての寸法單位はミリメ-トルです。모든 치수단위는 mm입니다. All dimensions are in millimeters.

Quick Drain   Valves



( 75A Flange type)

No. Parts Materials
① O-ring FKM or EPDM

( 75A Sealed wedge type)

No. Parts Materials
① O-ring FKM or EPDM
② Wedge PTFE
③ Nut PP

( 75A Union type)

No. Parts Materials Notes

① O-ring FKM or EPDM
② Nut PTFE
③ Socket PVC Assembly
④ O-ring FKM or EPDM
⑤ Pipe PVC

● 全ての寸法は參考値です。모든 치수는 참고치입니다. All dimensions are for reference only.

● 全ての寸法單位はミリメ-トルです。모든 치수단위는 mm입니다. All dimensions are in millimeters.

Quick Drain   Valves 65A . 75A . 100A



65A . 75A . 100A

( 100A Flange type)

No. Parts Materials
① O-ring FKM or EPDM

( 100A Sealed wedge type)

No. Parts Materials

① O-ring FKM or EPDM
② Wedge PTFE
③ Nut PP

● 全ての寸法は參考値です。모든 치수는 참고치입니다. All dimensions are for reference only.

● 全ての寸法單位はミリメ-トルです。모든 치수단위는 mm입니다. All dimensions are in millimeters.

Quick Drain   Valves
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