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Semi Auto Clipping M/C(Model : USC-2006, Passenger Type)
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TECHNICAL DESCRIPTION

Ÿ PLC CONTROL SYSTEM(W/ INDEX TABLE - 12 STATION)

Ÿ PRODUCT CAPACITY : 20~30 pcs/ min

Ÿ AVAILABLE PAPER LENGTH : 40~200 mm

Ÿ AVAILABLE PLEATED PAPER HEIGHT : 12~35 mm

Ÿ ELETRCI POWER : 380V x 3 P x 50 /60 Hz

Ÿ MAIN AIR PRESSURE : Max. 6 Kgf/

Ÿ CLIP STEEL COIL STANDARD

Ÿ A) STEEL THICKNESS : 0.20~0.25mm

Ÿ B) STEEL WIDTH : 14mm

Ÿ C) COIL ID : 250mm

Ÿ D) COIL OD : Max. 800mm

FEATURE

Ÿ PAPER PLEATING HEIGHT WILL BE ADJUSTED BY HANDLE TYPE DEVICE WITH USING 

OF SCALE(UNIT : mm).

Ÿ WHEN PUT IN A PAPER INTO FRONT OF 12 DIFFERENT CLIPPING JIG, THE PAPER 

WILL BE TRANSFERRED INTO CLIPPING ZONE BY INDEX.

Ÿ MANUAL PAPER INSERT & AUTO STEEL FEEDING/ CLIPPING/ CUTTING/ UNLOADING 

SYSTEM

Ÿ EMERGENCY S/W & PRODUCT COUNTER & INDEX SPEED CONTROLLER INSTALLED

Ÿ ALL PNUMETIC PARTS WILL BE USED BY FESTO BRAND.


