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Auto Dust Cap Holding M/C(Model : UDC-100B, Index Type)
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TECHNICAL DESCRIPTION

• PRODUCTION CAPACITY : 36~40 pcs/ min

• AVAILABLE FILTER DIA :  60~ 110

• AVAILABLE FILTER HEIGHT : 60~180mm

• SUPPLY SHRINK FILM WIDTH : 60~200mm

• SHRINK FILM THICKNESS : Over 0.04mm

• ELECTRIC POWER : 220/ 380V x 50/ 60Hz X 3P

• MAIN AIR PRESSURE : 6~7 kgf/

• MACHINE SIZE : W2600 x L1650 x H1000

• MACHINE WEIGHT : 1000 kg

APPLICATION

• THIS MACHINE WAS DESIGNED TO PROVENT DUST OR OTHER MATERIALS ENTERING 

INTO OIL FILTERS.

• IT IS AUTOMATICALLY TO PROCESS RAW MATERIAL INPUT, VINYL BLANKING, 

CONVEYOR TRANSFER, DRYING TO SHRINK OF VINYL TO PERFORM HIGH QUALITY.

FEATURE

• AUTO CUTTING DEVICE INSTALLED

• ROLL VINYL AUTO FEEDING SYETM

• HEATING DEVICE INSTALLED

• HOT AIR BLOW SYSTEM

• EASY TO EXCHANGE JIG

• VINYL SCRAP CHECKING SENSOR INSTALLED

• INDEX MOVING SYSTEM

OPTIONAL PART

• PLASTIC SHRINKING FILM

• FILM CUTTING TOOL(FOR DIFFERENT DIAMETER)

• FILTER HOLDING JIG

• INDEX PORKET(FOR DIFFERENT DIAMETER)


