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Auto Unit Box Packing M/C(Model : UBP-40A, Hotmelt Type)
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TECHNICAL DESCRIPTION

• PRODUCTION CAPACITY : 35~40 pcs/ min

• AVAILABLE FILTER OUTDIA :  60~ 110

• AVAILABLE FILTER HEIGHT : 60~180mm

• ELECTRIC POWER : 220/380V x 50/ 60Hz X 2/3P

• MAIN AIR PRESSURE : 6 kgf/

• MODEL CHANGE SET UP TIME : 25 min

• AUTO BOX &FILTER INDERTING DEVICE INSTALLED

• TOUCH PANEL CONTROL SYSTEM

• MACHINE SIZE : W900 x L2600 x H1600

• MACHINE WEIGHT : 1500 kg

APPLICATION

• THIS MACHINE IS USED TO WRAP THE CARTRIDGE OIL AND FUEL FILTER'S INBOX 

ASSEMBLY.

FEATURE

• CHAIN FEEDING &NO USE ANY HOTMELT GLUE BONDING SYSTEM(FOR UPPER 

&LOWER PART)

• CHAIN FEEDING &USE THE HOTMELT GLUE BONDING SYSTEM(FOR LOWER PART)

• DEPEND ON THE PRODUCTION COME OUT DIRECTION, THE INBOX DESIGN WILL BE 

CHANGED

• EASY TO MODEL CHANGE(ONLY GUIDE ADJUST FOR THE DIFFERENT ITEMS)

• ALL OPERATION CAN BE CONTROLLED BY TOUCH PANEL SYSTEM


