
단위 : mm

제품사양

제품특징

제품사이즈

WONWOO Video Surveillance Systems

WTK-M202N

• Full HD 지원 1/3" 2M 픽셀 CMOS 이미지센서(High Definition) 
• 프로그래시브 시캔방식의 오토 WDR
• 광학 20배 줌, F1.6 aperture (광학줌 +디지털줌 = 240배).
• 노이즈감소기능을 통한 저조도환경에서 깨끗한 이미지구현
• 다양한 디지털출력기능(HD-SDI, CVBS)
• Auto ICR
• 최대 63 개의 프리셋지원
• 가변 제어기능의 스피드 조절 가능
   (pan, tilt, zoom, focus & wiper)
• 360° 회전
• 충격에 강하고, 경량의 안티 반달의 알루미늄 다이케스팅하우징(IP66)
• 팬/히터 장착
• 와이퍼 장착
• 30개의 슈퍼IR LED장착. (거리200m / 매뉴얼포커스)
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Pre-Emphasis and 

receive equaliztion

Slip ring

24pin slip ring

360° Continuous pan

0.1° to 90°/sec (64 step proportional to zoom)

150°/sec, ±0.1° Accuracy

180°(±90°)

0.1° to 90°/sec (64 step proportional to zoom

150°/sec, ±0.1° Accuracy

392(W) x 211 (H) x 389.5 (D)

less then 12.5Kg

13.5Kgf/㎝, 1.35N.m

1.8° Deg.

Bipola 

MECHANICAL

Ingress Protection

재질

온도

습도

IP66

Aluminum

-20°C to 50°C

-20°C to 60°C

-10°C to 40°C (4 step control)

-10°C to 0°C (4 step sontrol)

50% to 90% (4 step control)

ENVIRONMENTAL

동작온도

보관온도

팬

히터

습도

전원

DC11.5V ~ DC30V, AC15 ~ DC30V(60HZ), Dual Power

DC15V,8A  /  AC24V,5A

10W, 3.4W

ELECTRICAL

VIDEO

200m (Manual Focusing)

OSRAM 870n, 1W, 30EA

IR ILLUMINATION

거리

전원

PTZ 제어 RS-422(4 wire), RS-485(2 wire)

COMMUNICATION

통신방법

영상출력

IR LED

이미지

Picture elements 

렌즈

디지털줌

Angle of view (H) 

최소동작거리

Sync system 

최저조도

권장조도

S/N ratio 

Back light compensation

전자셔터스피드

화이트밸런스

Gain 

역광보정기능

노이즈감소기능

Color Enhancement 

Aperture control 

Preset

Serial interface 

1/3” 2M Pixel CMOS Sensor

1920 x 1080 pixels

20× zoom F= 4.7 mm (WIDE) to 94.0 mm (TELE), F1.6 to F3.5

 12x (240x with optical zoom)

Approx. 55.4 degrees (WIDE end), approx. 2.9 degrees 

(TELE end) (1080i mode) 

Approx. 37.6 degrees (WIDE end), approx. 2.0 degrees 

(TELE end) (720p mode)

10 mm (WIDE end), 800 mm(TELE end)

Internal

0.5 lux/1/30 sec., 50% (Interlace mode) (High Sensitivity mode ON) 

1.7 lux/1/30 sec., 50% (Typical value) 0.26 lux/1/4 sec (NTSC), 

1/3 sec (PAL) (Typical value)  /

 ICR-ON Mode 0.0005 lux/1/4 sec (NTSC), 1/3 sec (PAL)

100 to 100,000 lux

50 dB (Weight ON)

ON/OFF

60/30 mode: 1/1 to 1/10000 sec.(22 steps)  / 

50/25 mode: 1/1 to 1/10000 sec. (22 steps)

AUTO, ATW, Indoor, Outdoor, One Push WB, 

Manual WB, Outdoor Auto, Sodium Vapor

Auto/Manual (–3 dB to +28 dB, 16 steps)

ON/OFF/AUTO

ON/OFF (level 5 to 1 / OFF, 6 steps)

ON/OFF

16 steps

6 positions

VISCA protocol (TTL/CMOS) 9.6 Kbps, 19.2 Kbps, 38.4 Kbps

CAMERA

HD-SDI  - 1 channel (1920x1080 59.94i, 1920x1080 30P )    

CVBS  -1 channel , IP Webserver (Option)

Auto pan with 16steps
20x Mega pixel zoom
1080p 30fps
Light distance 200m
HD-SDI(SMPTE 292M)Full HD                    Rugged PTZ메가픽셀                카메라

팬

틸트

사이즈

무게

모터

각도

수동속도

프리셋속도

각도

수동속도

프리셋속도

Holding Torque

Step Angle

Winding Type

전압

전류

히터/ 팬


