
WONWOO Video Surveillance Systems 34

A
N

A
LO

G

WTK-363
960H x36 Zoom IR Rugged PTZ Camera

960H 700TVL, Effio DSP
True WDR, x36 Zoom
Super IR 30pcs(IR Distance 200m)
Built-in Wiper

• 1/4" 613K pixels Sony Super HAD II Double scan CCD
• 700TV lines High Resolution
• Powerful x36 Optical Zoom, x32 Digital Zoom(Total x1,152)
• True WDR(x512)
• Digital Noise Reduction(2D+3D)
• Digital Image Stabilizer(DIS)
• High Light Compensation(HLC)
• 255 Presets, 8 Tours, 8 Scans, 4 Patterns, 16 Areas, 2 Alarms
• 360° Endless Pan Rotation, -90°~+90° Tilt Movement
• Built-in Wiper System
• Built-in Super IR LED 30pcs(IR Distance 200m in manual focusing)
• Smart IR response by Auto Light Control 10 steps(Option)
• All weather, lightweight, high impact aluminum die-cast enclosure(IP66)
• Environmental and air flow control for internal fan/heater and air circulation

FEATURES

• Dynamic video masking of different areas

• Variable Speed : 0.1°~90°/sec Pan and Tilt

• RS-485/422 Serial interface for PC control

   set-up and remote f/w upgrade

• IR LEDs OSRAM 870n 1w : 200m (Manual focusing)

• Wiper-Long life, constant load and reduced noise

• x26, x36 optical zoom capability

• PAN Rotation : Continuous, TILT Rotation : -90°~+90°

KEYPOINT

Unit : mm
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DIMENSIONS

360° Continuous pan

0.1° to 90°/sec (64 step proportional to zoom)

150°/sec, ±0.1° Accuracy

180°(±90°)

0.1° to 90°/sec (64 step proportional to zoom

150°/sec, ±0.1° Accuracy

392.01(W) x 211.19 (H) x 389.45 (D)

Approximately 11.6kg

13.5Kgf/㎝, 1.35N.m

1.8° Deg.

Bipola 

IP66

Aluminum

-20°C to 50°C

-20°C to 60°C

-10°C to 40°C (4 step control)

-10°C to 0°C (4 step sontrol)

50% to 90% (4 step control)

DC11.5V ~ DC30V

DC15V,8A

10W, 3.4W

EM-363S Wonwoo zoom module

CVBS Composite 

200m (Manual Focusing)

OSRAM 870n, 1W, 30EA

RS-422(4 wire), RS-485(2 wire)

SPECIFICATIONS

Pan

Tilt

Dimensions

Weight

Motor

Angle

Manual Speed

Preset Speed

Angle

Manual Speed

Preset Speed

Holding Torque

Step Angle

Winding Type

Ingress Protection

Construction

Temperature

Temperature

Operating Control

Operating

Storage Temp

Fan

Heater

Humidity

Power

Voltage

Current

Heater / Fan

Camera

Video Output

Main Zoom Camera

Output

Length

Power

PTZ Control

COMMUNICATION

Method

IR LED

MECHANICAL

ENVIRONMENTAL

ELECTRICAL

VIDEO

IR ILLUMINATION
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WTK-363
960H x36 Zoom IR Rugged PTZ Camera

Image Sensor

Zoom

Total Pixels

Scanning System

Scanning Frequency

Sync. System

Resultion

Min.Illumination

Video Output

S/N Ratio

Focal Length

Focus

Focus Distance

Digital Zoom

Exposure

Gain Control

Shutter Speed

WDR / BLC

Day&Night

White Balance

Image DNR

Privacy Mask

Communication

Display

Interlace

NTSC : 15.734KHz (H), 59.94Hz(V)  /  PAL : 15.625KHz(H) , 50Hz(V)

Internal

Color DSS : 0.001 lux, BW DSS:0.0004 lux  /  Color : 0.5lux, BW : 0.2 lux 

1.0 Vp-p (75ohm, composite)

More than 50dB(AGC off)

Auto / Zoom -Trig / Manual

Off / Max x2 ~x32

Auto / Shutter PRI / Manual

Off / On (Auo Max 32dB)

NTSC : 1/60 ~1/100,000sec

PAL : 1/50~1/100,000sec

Off / WDR / BLC

Auto / Sens-in / Ext / Day / Night

ATW / One-Push  / Indoor / Outdoor / Manual/ Auto

Off / Manual / Auto

Off / 8 zones

Baud Rate : 2400 / 4800/ 9600 /19200 /38400

Protocol : Pelco-D / Pelco-P / VISCA

Disp Sel / Init Sel / Set Tilte / Set Init Msg / Language

1/4" SONY Super HAD II Double Scan CCD

Optical x36, Digital x32

NTSC : 1028 (H) x 508 (V) / PAL : 1028 (H) x 596 (V)

700TV lines (Color) / 800TV lines (BW)

f=3.4mm~122.4mm (F 1.6 to 4.5)

0.1 / 1.3 / 1.8 / 3.0 / 5.0 m

WTK-363N / WTK-363PMODEL

CAMERA SPECIFICATIONS

These cameras offers optimal sensitivity in both day and night shooting
applications. At a set level of darkness, the IR-cut filter is automatically
disabled (ICR ON) and the near-infrared sensitivity is increased. At a set
level of brightness, the filter is automatically enabled (ICR OFF). The IR-cut
filter automatically engages depending on the ambient light, allowing
the camera 24/7 operation in a variety of lighting conditions.

Auto ICR

Heavy-duty Slip Ring allows for long-lasting unobstructed 360° rotation
and 180° flip.

GEAR

360˚ Endless Pan Rotation(-90˚ to 90˚ Tilt Angle)

APPLICATION

WALL BRACKET(OPTIONAL)

700TV Line High Resolution Image
These cameras combine a Sony "Effio" DSP with a 1/4-type Super HAD II CCD®
They achieve a high horizontal resolution of 700TV lines with 611, 688 pixel
CCD,  enabling reproduction of amazingly clear and detailed images.

Normal 650TV Line

90
°

90°

<Tilt Angle>


