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EM-363S
960H x36 Zoom Module

Unit : mmDimensionsFeatures
• 1/4" Sony Super HAD Ⅱ CCD(Double scan)
• Total Pixels : 520K(NTSC)/610K(PAL) pixels 
• x36 Optical Zoom(3.4 mm ~ 122.4 mm)
  & x32 Digital Zoom
• Day & Night(ICR)
• Wide Dynamic Range(x512)
• Adaptive Tone Reproduction – Expanded(ATR-EX)
• Digital Noise Reduction(2D+3D)
• High Light Compensation
• Digital Image Stabilizer
• Privacy mask Function
• Intelligent motion/object detection
• Supports VISCA, Pelco-D/P Protocol
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Field of View

W: 84.4°  /  T: 2.8°

W: 69.8°  /  T: 2.2°
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Specifications Pin Assignment
J204 J205
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J204

RxD

TxD

GND

DC IN

GND

VIDEO

GND

EXT_VD

GND

Ref 00-6200-509-130

(KYOCERA ELCO)

J205
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SET

TELE

WIDE

NEAR

FAR

D&N IN

D&N OUT

AD KEY

NC

OD OUT

NC

MD OUT

+5V

GND

485-DIR

TYPE SEL

Ref 52689-1687(MOLEX)

* Design and specifications are subject to change without notice.

EM-363S

1028(H) x 596(V)

Image Sensor 

Total Pixels 

Scanning System 

Scanning Frequency 

Sync. System 

Resolution 

Min. Illumination 

Video Output 

S/N Ratio 

Lens Type 

Zoom Ratio 

Focal Length 

Aperture Ratio 

Focus 

Focus Distance 

Digital Zoom

Home Position    

Exposure 

Gain Control(AGC) 

Shutter Speed 

Iris 

Digital Slow Shutter(DSS) 

Flickerless 

Brightness 

WDR 

BLC 

Day&Night 

White Balance 

Chroma 

Image 

HLC 

DNR 

HR 

Mirror 

Sharpness 

Effect 

Freeze 

Intelligent 

Privacy Mask 

Motion Detection 

Object Detection 

Special 

Sync Mode 

Phase 

DIS 

Scene Mode 

Communication

Init Sel 

Language 

Power Source 

Power Consumption 

Power Input 

Video Output 

Operating Temperature 

Operating Humidity 

Storage Temperature 

Dimensions 

Weight 

1/4" SONY Super HADⅡ(Double Scan) CCD

2:1 Interlace

Internal / External (V-Lock)

Max 700 TV lines in color @ HR 7 mode

(750TV lines in B/W @ HR 7 mode)

Color : 0.5 lux , BW : 0.2 lux

Color DSS : 0.001 lux , BW DSS : 0.0004 lux

1.0 Vp-p (75 ohm, composite)

more than 50dB (AGC off)

x36 Day & Night Zoom Lens

Optical x36, Digital x32 Zoom

f = 3.4 mm ~ 122.4 mm

F1.6 (wide) ~ F4.5 (tele)

Auto / One Push / Manual

0.1 / 1.3 / 1.8 / 3.0 / 5.0 m

Off / Max x2 ~ x32

Off / On

Auto / Shutter PRI / Iris PRI / Manual

Off / On (Max 30dB)

1 ~ 18

Off / Max x2 ~ x512

Off  / On

1 ~ 15 steps

Off  / On

Off  / On

Day / Night / Auto / Ext

ATW / One Push / Indoor / Outdoor / Manual / Auto

Low / Mid / High

DNR / HR / Mirror / Sharpness / Effect / Freeze

Off / On

Off / Manual / Auto

Off / 1 ~ 7 steps

Off / V / H / H&V

1 ~ 16 steps

Off / Negative / B/W

Off / On

Privacy / MD / OD

Off / 16 positions

Off / 3 positions

Off / On

Sync / Phase / Scene Mode / Comm

INT / LL

Off / On

User / Normal / Traffic / Back Light / Day/Night / Casino

Baud Rate : 2400 / 4800 / 9600 / 19200 / 38400 / 57600 / 115200

Protocol : VISCA / Pelco-D / Pelco- P

ID / Baud Rate / Protocol / Version / Init Msg

English / Chinese / Korean

DC12V±10%

500mA

Connector

Connector

-10℃ ~ +50℃

0 ~ 96% (non-condencing)

-20℃ ~ +60℃

50(W) x 58(H) x 84(D)

226g

1028(H) × 508(V)

0 ~ 131 steps

15.734KHz(H),59.94Hz(V)

0 ~ 156 steps

1/50 ~ 1/100,000 sec

15.625KHz(H),50Hz(V) 

1/60 ~ 1/100,000 sec


