
unit 2AB30 2AB40 2AB50 2AB60 2AB75 2AB90 2AB110 2AB135 2AB155 2AB180 2AB210 2AB240 2AB270 2AB300 2AB340 2AB375 2AB420 2AB470 2AB525 2AB600 2AB675 2AB750 2AB825 2AB900 2AB975 2AB1050 2AB1125 2AB1300

kW 113 151 190 229 285 341 418 513 591 686 798 914 1,027 1,143 1,294 1,428 1,600 1,790 2,001 2,286 2,570 2,855 3,144 3,428 3,713 3,998 4,283 4,951

usRT 32 43 54 65 81 97 119 146 168 195 227 260 292 325 368 406 455 509 569 650 731 812 894 975 1,056 1,137 1,218 1,408

℃

m3/h 19.4 26.0 32.7 39.3 49.0 58.7 72.0 88.3 102 118 137 157 177 197 223 246 275 308 344 393 442 491 541 590 639 688 737 852

mH2O 5.8 6.4 4.2 5.1 4.3 4.4 5.3 5.6 4.1 5.3 3.7 3.9 3.9 4.1 3.5 3.7 3.6 4.9 6.5 4.6 6.3 8.3 6.2 7.9 9.9 5.9 7.3 10.8

mm

℃

m3/h 43.3 58.1 73.0 87.9 110 131 161 197 227 264 307 352 395 439 498 549 615 688 769 879 988 1,098 1,209 1,318 1,428 1,537 1,647 1,904

mH2O 4.3 4.6 7.6 8.3 7.9 8.4 5.4 6.0 6.2 6.6 11.9 11.8 11.3 11.0 11.5 11.8 4.4 6.0 8.1 6.0 8.1 10.7 8.1 10.3 11.9 3.4 4.1 6.1

mm

℃

ton/h 2.3 3.1 3.9 4.7 5.9 7.1 8.7 10.6 12.2 14.2 16.5 18.9 21.3 23.7 26.8 29.6 33.1 37.1 41.4 47.3 53.2 59.1 65.1 71.0 76.9 82.8 88.7 103

m3/h 2.5 3.3 4.2 5.0 6.2 7.5 9.2 11.2 12.9 15.0 17.5 20.0 22.5 25.0 28.3 31.2 35.0 39.1 43.8 50.0 56.2 62.4 68.7 75.0 81.2 87.4 93.7 108

Shell mH2O 0.9 1.1 2.0 2.2 1.6 2.2 1.7 2.1 2.3 2.5 3.9 4.2 3.5 3.6 3.7 3.9 2.7 3.7 4.9 2.8 3.7 4.8 2.3 2.8 3.3 1.9 2.3 3.2

Control Valve mH2O 2.5 4.5 2.7 3.9 2.5 3.6 2.1 3.2 4.2 2.3 3.1 4.1 2.0 2.5 3.2 3.9 4.9 2.4 3.0 3.9 5.0 2.5 3.0 3.6 4.3 4.9 2.2 3.0

Model

Cooling Capacity

Chilled

water

Temp. 13 / 8

Flow rate

P. Drop

Connection 65 80 100 125 150 200 250 300

Coolin

g

water

Temp. 31 / 36.5

Flow rate

P. Drop

Connection 100 125 150 200 250 300 350 400 450

Hot

water

Temp. 115 / 55

Flow rate

Pressur

e

Drop

Specification Data Sheet - 2AB series - Chilled water Inlet / Outlet 13 → 8℃, Hot water Inlet / Outlet 115 → 55℃
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mm

mm

-

kW(A)

kW(A)

kW(A)

kW(A)

kW

A

mm 4,992 5,534 6,032 5,637 6,135 6,660 6,246 6,771 7,271 7,010 7,510 8,510

mm

mm

ton 2.6 2.7 3.2 3.3 4.4 4.6 5.7 6.0 7.2 7.5 8.8 9.2 11.3 11.8 13.5 14.0 19.0 20.7 22.2 26.7 28.7 30.7 36.4 38.4 40.8 43.4 46.1 53.1

ton 2.8 3.1 3.6 3.9 5.1 5.3 6.6 7.0 8.4 8.9 10.4 10.9 13.4 14.1 16.2 16.9 23.0 25.0 26.9 31.6 34.0 36.3 43.1 45.5 48.3 52.5 55.7 64.1

2013. 01. 10.

Drop

Connection 50 65 80 100 125

Control Valve 25 40 50 65 80 100 125

Electric

Power source 3Φ, 380V, 60Hz　

Abs. Pumps 1.8(7.3) 2.3(8.8) 2.6(9.8) 3.2(10.8) 5.6(18.6) 7.7(25.0) 9.4(31.5) 12.7(45.0)

Ref. Pump 0.2(1.1) 0.3(1.5) 0.4(1.5) 1.5(4.0)

Purge Pump 　0.4(1.5) 0.75(2.3)

Control Panel 0.2(0.5)

Total power 2.6 3.1 3.2 3.5 3.6 4.2 6.6 9.8 11.9 15.2

Equipment current 10.4 11.9 12.3 13.3 14.3 22.1 31.0 38.3 51.8

Size

Length (L) 2095 2600 2,658 3,678 3,728 4,748 4,872 4,882

Width (W) 1503 1,834 2,109 2,248 2,430 3,531 4,430

Height (H) 1880 2,084 2,257 2,519 2,787 3,036 3,471 3,837 4,000

Weight
Rigging

Operation

2,788 3,140



unit 2AB30 2AB40 2AB50 2AB60 2AB75 2AB90 2AB110 2AB135 2AB155 2AB180 2AB210 2AB240 2AB270 2AB300 2AB340 2AB375 2AB420 2AB470 2AB525 2AB600 2AB675 2AB750 2AB825 2AB900 2AB975 2AB1050 2AB1125 2AB1300

kW 105 141 176 211 264 316 387 475 545 633 738 844 949 1,055 1,196 1,319 1,477 1,653 1,846 2,110 2,373 2,637 2,901 3,165 3,428 3,692 3,956 4,571

usRT 30 40 50 60 75 90 110 135 155 180 210 240 270 300 340 375 420 470 525 600 675 750 825 900 975 1,050 1,125 1,300

℃

m3/h 18.1 24.2 30.2 36.3 45.4 54.4 66.5 81.6 93.7 109 127 145 163 181 206 227 254 284 318 363 408 454 499 544 590 635 680 786

mH2O 5.0 5.6 3.6 4.4 3.7 3.8 10.0 10.5 9.4 10.1 9.6 10.0 10.2 10.5 9.3 9.7 9.4 12.8 5.7 4.1 5.5 7.2 5.4 6.9 8.6 5.2 6.3 9.4

mm

℃

m3/h 43 57 71 85 106 128 156 191 220 255 298 340 383 425 482 531 595 666 744 850 956 1,063 1,169 1,275 1,382 1,488 1,594 1,842

mH2O 4.2 4.5 7.3 8.0 7.6 8.1 5.2 5.8 5.9 6.3 11.4 11.3 10.8 10.6 11.0 11.3 4.3 5.8 7.7 5.8 7.8 10.2 7.7 9.9 11.6 3.2 3.9 5.8

mm

℃

ton/h 3.5 4.7 5.9 7.1 8.9 10.6 13.0 15.9 18.3 21.3 24.8 28.3 31.9 35.4 40.2 44.3 49.6 55.5 62.0 70.9 79.7 88.6 97.4 106 115 124 133 154

m3/h 3.7 4.9 6.1 7.4 9.2 11.1 13.5 16.6 19.0 22.1 25.8 29.5 33.2 36.8 41.8 46.1 51.6 57.7 64.5 73.7 82.9 92.1 101 111 120 129 138 160

Shell mH2O 1.6 2.0 3.6 4.1 1.0 1.2 2.8 3.4 3.0 3.2 6.4 6.7 6.1 6.1 6.0 6.0 5.4 7.3 6.6 4.4 2.6 3.3 2.9 3.6 4.4 3.0 3.6 5.2

Control Valve mH2O 5.6 3.9 2.5 3.6 2.2 3.2 4.7 2.9 3.8 5.1 2.7 3.6 4.5 2.2 2.8 3.4 1.8 2.2 2.7 3.6 4.5 2.2 2.6 3.2 3.7 4.3 2.0 2.7

Hot

water

Temp. 95 / 55

Flow rate

Pressur

e

Drop

200 250 300 350 400 450

300

Coolin

g

water

Temp. 31 / 36.5

Flow rate

P. Drop

Connection 100 125 150

80 100 125 150 200 250
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Model

Cooling Capacity

Chilled

water

Temp. 13 / 8

Flow rate

P. Drop

Connection 65

2

mm

mm

-

kW(A)

kW(A)

kW(A)

kW(A)

kW

A

mm 4,992 5,534 6,032 5,637 6,135 6,660 6,246 6,771 7,271 7,010 7,510 8,510

mm

mm

ton 2.6 2.7 3.2 3.3 4.4 4.6 5.7 6.0 7.2 7.5 8.8 9.2 11.3 11.8 13.5 14.0 19.0 20.7 22.2 26.7 28.7 30.7 36.4 38.4 40.8 43.4 46.1 53.1

ton 2.8 3.1 3.6 3.9 5.1 5.3 6.6 7.0 8.4 8.9 10.4 10.9 13.4 14.1 16.2 16.9 23.0 25.0 26.9 31.6 34.0 36.3 43.1 45.5 48.3 52.5 55.7 64.1

2013. 01. 10.

100

65 80 100 125

25 40 40 50 65 80

3,036 3,471 3,837 4,000

Weight
Rigging

Operation

2,788 3,140 3,531 4,430

Height (H) 1880 2,084 2,257 2,519 2,787

3,728 4,748 4,872 4,882

Width (W) 1503 1,834 2,109 2,248 2,430

22.1 31.0 38.3 51.8

Size

Length (L) 2095 2600 2,658 3,678

Equipment current 10.4 11.9 12.3 13.3 14.3

3.6 4.2 6.6 9.8 11.9 15.2

Purge Pump 　0.4(1.5) 0.75(2.3)

Control Panel 0.2(0.5)

Total power 2.6 3.1 3.2 3.5

9.4(31.5) 12.7(45.0)

Ref. Pump 0.2(1.1) 0.3(1.5) 0.4(1.5) 1.5(4.0)

Electric

Power source 3Φ, 380V, 60Hz　

Abs. Pumps 1.8(7.3) 2.3(8.8) 2.6(9.8) 3.2(10.8) 5.6(18.6) 7.7(25.0)

150

Control Valve 125 150

50

Drop

Connection
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